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FASTENERS • ANCHORSs Contact customer service for gravity feed jar availability.
 Made in USA

TAPCON™ FLAT HEAD CONCRETE SCREWS • PHILLIPS

Best Merchandising Option

  100 Packs   Gravity Feed Jar

Size Drill Part # Box Qty Part # Jar Qty/Std Pk

3/16 x 11/4 5/32 x 3 1/2 60520 100 s

3/16 x 13/4 5/32 x 3 1/2 60528 100 s

3/16 x 2 1/4 5/32 x 4 1/2 60536 100 s

3/16 x 2 3/4 5/32 x 4 1/2 60544 100 s

3/16 x 3 1/4 5/32 x 5 1/2 60552 100 s

3/16 x 3 3/4 5/32 x 5 1/2 60560 100 s

3/16 x 4 5/32 x 5 1/2 60564 100 s

1/4 x 11/4 3/16 x 3 1/2 60720 100 s

1/4 x 13/4 3/16 x 3 1/2 60728 100 s

1/4 x 2 1/4 3/16 x 4 1/2 60736 100 60736J 100/600
1/4 x 2 3/4 3/16 x 4 1/2 60744 100 s

1/4 x 3 1/4 3/16 x 4 1/2 60752 100 s

1/4 x 4 3/16 x 5 1/2 60764 100 s

FREE DRILL BIT IN EVERY PACK

Tapcon™ Concrete Screws

For bulk packaging, contact customer service 
for quantities and availability.

TAPCON™ CARBIDE-TIPPED MASONRY DRILL BITS

 Size Part # Box Qty/Std Pk

5/32 x 3 1/2 61105 1/10
5/32 x 4 1/2 61107 1/10
5/32 x 5 1/2 61108 1/10
3/16 x 3 1/2 61109 1/10
3/16 x 4 1/2 61111 1/10
3/16 x 5 1/2 61113 1/10

Installation
1.  Drill a hole ½9 deeper than the screw embedment.

2.  Clean hole of all debris.

3.  Insert the screw through the fixture and into the hole.

4.  Drive the screw slowly, allowing the threads to tap  
into the base material.

TAPCON™ CONDRIVE INSTALLATION TOOL
•  ALL-IN-ONE – The condrive sleeve with hex head and phillips socket snaps 

over the masonry drill bit for quick installations in concrete, block or brick.

  Kits

Part # Description

61102  
(Tool Kit)

Condrive 1000 Installation Tool

1 Drill Driver 1  Phillips Bit Holder 2 Hex Driver

1 Drill Adaptor 2 Phillips Bits 1 Allen Hex Key

61103  
(Tool Kit)

Condrive 500 Installation Tool

1 Drill Driver 2 Phillips Bits

1 Drill Adaptor 1 Allen Hex Key

 Made in USA

 Made in USA
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TAPCON™ CONCRETE SCREWS • HEX WASHER HEAD • SLOTTED

Condrive Installation Tool:

• Prevents overtightening.

•  Eliminates need to remove and replace driver bits.

• See page 87.

• For additional Masonry/SDS Bits see pages 147-148.

• Fast changing simplifiers

  Kits

Part # Description

62003  
(112 Piece Kit)

3/169 Diameter Tapcon™ Kit

11/49 (50 Piece) 13/49 (35 Piece) 2 1/49 (25 Piece)

3 1/29 Bit (1) 4 1/29 Bit (1)

62006  
(112 Piece Kit)

1/49 Diameter Tapcon™ Kit

11/49 (50 Piece) 13/49 (35 Piece) 2 1/49 (25 Piece)

3 1/29 Bit (1) 4 1/29 Bit (1)

Best Merchandising Option

  Cardboard Box   Gravity Feed Jar

Size Drill Part # Box Qty/Std Pk Part # Jar Qty/Std Pk

3/16 x 11/4 5/32 x 3 1/2 60120 100 60120J 100/600

3/16 x 13/4 5/32 x 3 1/2 60128 100 60128J 100/600

3/16 x 2 1/4 5/32 x 4 1/2 60136 100 60136J 100/600

3/16 x 2 3/4 5/32 x 4 1/2 60144 100 60144J 100/600

3/16 x 3 1/4 5/32 x 5 1/2 60152 100 60152J 100/600

3/16 x 3 3/4 5/32 x 5 1/2 60160 100 s

3/16 x 4 5/32 x 5 1/2 60164 100 s

1/4 x 11/4 3/16 x 3 1/2 60320 100 60320J 100/600

1/4 x 13/4 3/16 x 3 1/2 60328 100 60328J 100/600

1/4 x 2 1/4 3/16 x 4 1/2 60336 100 60336J 100/600

1/4 x 2 3/4 3/16 x 4 1/2 60344 100 60344J 100/600

1/4 x 3 1/4 3/16 x 4 1/2 60352 100 60352J 100/600

1/4 x 3 3/4 3/16 x 5 1/2 60360 100 s

1/4 x 4 3/16 x 5 1/2 60364 100 60364J 100/600

FREE DRILL BIT IN EVERY PACK

•  Tapcon™ is recommended for areas with soft 
concrete aggregate.

• ICC# 3320 • GSA 523

• MetroDade #90-1223 • NIS-64269

• Fast, easy installation in concrete, brick or block.

• Superior pullout and shear strengths.

• High-low thread design.

•  ClimaSeal™ finish provides extended corrosion  
resistance.

s Contact customer 
service for gravity 
feed jar availability.

For bulk packaging, 
contact customer 

service for 
quantities and 

availability.

Tapcon™ Concrete Screws

 Made in USA

 Made in USA




