60402 1/4-20 1” 7/8 3/8 1 *100
60404 3/18-6 1-9/16” 5/8 1/2 1-5/8 *100
60406 1/2-13 2" 1-3/16 5/8 2 *50
60408 5/8-11 2-1/2” 1-3/16 7/8 2-1/2 *25
60410 3/4-10 3-1/8” 1-3/16 1 3-3/16 *25
60405 3/8  Shallow Embedment Anchors 1/2 3/4 *100

*These items are packaged in cardboard boxes.

Setting Tool Shallow w

Embedment Anchor ©

60405 3/8” 100

The best choice for pre-stressed concrete!

* Use with machine screw, bolt or
threaded rod.

¢ For use in solid concrete. hard stone
and solid block.

¢ Internally threaded expansion anchor.

* Requires layout or hole spotting.

Lead Machine Screw Anchors ¢ Includes Setting Tool

60204 8-32 5/16 1/2 *100
60206 10-24 3/8 5/8 *100
60212 1/4-20 1/2 7/8 *100
60214 5/16-18 5/8 1 *100
60216 3/8-16 3/4 1-1/4 *50
60218 1/2-13 7/8 1-1/2 *50

*These items are packaged in cardboard boxes.
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Setting Tool ,/

» Great for installation in older concrete
where crumbling is a concern.
* Lead alloy molds itself to concrete

60234 8-32 1 ; .

60236 10-24 1 surface for a tight fit.

60240 1/4 1 e Zamac 7 internally threaded core.
60242 5/16 1 * Requires layout or hold spotting.
60244 3/8 1

60248 1/2 1




