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FASTENERS • GROUNDING

GREEN GROUNDING SCREWS • ZINC

GROUNDING PIGTAILS WITH GROUNDING SCREWS • QUAD DRIVE • INSULATED

GREEN GROUNDING CLIPS • GREEN ZINC CHROMATE

•  Connects non-metallic sheathed cable grounding conductor to outlet boxes.

•  Press onto top edge of box to hold grounding conductor against side wall.

• Designed to fit all common sizes of copper or aluminum wire.

• Type C Point is also known as a pilot point or dog point.

• Type F Point is thread cutting.

Best Merchandising Option

  100 Packs   Gravity Feed Jar   Job Jar

Size Head Style
Point 
Type Part #

Box Qty/ 
Std Pk Part #

Jar Qty/ 
Std Pk Part # Jar Qty

10-32 x 3/8 Hex Washer Head 5/169 Slot/Phil Type F 80006 100/500 80006J 100/1200 80006-6 1000

10-32 x 3/8 Round Washer Head Phil Type C 80017 100/500 80017J 100/1200 80017-6 1000

10-32 x 3/8 Hex Washer Head Quad Drive Type C 80022 100/500 80022J 100/1200 —

  Plastic Bag

Gauge Length Point Size Lead Style Part # Qty

#12 69 Solid Bare Wire Lead 80007 50

#14 6 1/29 Solid Bare Wire Lead 80016 50

#12 7 1/29 Solid Bare Wire Lead 80018 50

#12 89 Stranded Forked Terminal 80015 50

#12 99 Solid Bare Wire Lead 80021 50

#12 109 Solid Bare Wire Lead 80020 50

Best Merchandising Option

  Plastic Box   Gravity Feed Jar   Job Jar

Gauge Part #
Box Qty/ 
Std Pk Part #

Jar Qty/ 
Std Pk Part # Jar Qty

Universal #10-12-14 80011 100/500 80011J 100/1200 —

Type “F” Point Type “C” Point

Grounding Screws, Pigtails & Clips

For bulk packaging, contact customer service for quantities and availability.




