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4.2Metering Products

Meter Breakers
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Residential Meter Breakers
Product Description
A meter breaker is service 
entrance equipment that 
consists of a single meter 
socket and loadcenter (circuit 
breaker distribution section) 
or meter socket and main 
breaker combined in one 
enclosure. Sometimes called 
Combos, All-in-Ones, Meter 
Centers or Meter Mains, 
these units are increasing in 
popularity as the socket and 
loadcenter or main breaker 
are located in one location, 
thus providing the contractor 
with a labor and material 
savings when installing.

Application Description
In addition to residential 
installations, meter breakers 
are equally applicable for rural 
service entrance, mobile 
homes and construction site 
temporary power. Meter 
breakers are most often sold 
in the western, southwestern 
and southeastern United 
States. The popularity of 
meter breakers is continuing 
to increase as more utilities 
deregulate and pass the 
responsibility of supplying 
watthour meter sockets on 
to the electrical contractor.

Application Considerations
Eaton has the meter breaker 
to meet your application, 
offering:

● Non-EUSERC
● EUSERC/West Coast 
● House panels
● Commercial safety socket

Non-EUSERC 
(Page V1-T4-37)

Eaton’s line of non-EUSERC 
meter breakers are designed 
for customers served by 
utilities that are not members 
of EUSERC.

EUSERC/West Coast 
(Page V1-T4-44)

Eaton’s line of EUSERC 
required devices adhere to 
the agreed upon standards. 
EUSERC utilities are 
predominately located in 
the western United States, 
but some eastern and 
midwestern utilities are 
also members. These units 
can also be used in many 
Non-EUSERC areas. 

House Panels 
(Page V1-T4-48)

CH and BR Styles 
(Page V1-T4-49).

Meter breaker device rated 
at 300–400 A. Applied in 
EUSERC and non-EUSERC 
areas.

Commercial Safety Sockets 
(Page V1-T4-55)

Applied in EUSERC and 
non-EUSERC service areas 
and used in commercial 
applications.

Features, Benefits 
and Functions
● Both Type BR and CH 

branch circuit breaker 
styles available

● Meets latest NEC
wire bending space 
requirements

● Slotted sealing screws 
at hub with sealing 
provision provided

● Surface units are supplied 
with mounting tabs

● Semi-flush units are 
supplied with stucco flange

● Meter socket ring 
landing will accept 
locking security rings

● Overhead or underground 
service

● Fifth jaw can be installed in 
the 3 o’clock or 9 o’clock 
position

● Semi-flush with nail flange 
or surface mounting

● Meter mounting and 
underground pull sections 
are utility sealable

● Units are rated a minimum 
of 10 kAIC; some units 
are 22 kAIC

● Numerous units supplied 
with center keyhole for 
ease of mounting

● NEMA 3R rainproof 
construction
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4.2 Metering Products

Meter Breakers

Standards and Certifications
● UL Specification 414 

(socket)
● UL File Number E52977
● AEIC-EEI-NEMA Standards 

(MSJ-7)
● Meet EUSERC utility 

requirements where noted
● Documented seismic 

qualified—UBC and 
CBC Title 24

● UL Specification 67 (panel)

Technical Data 
and Specifications
● Ratings single-phase, 

three-wire, 120/240 Vac
● 100–225 A main breaker 

and main lug types
● 10,000 A rms symmetrical 

short-circuit rating
● Available kAIC ratings: 

10 k with BW breaker, 
22 k with CSR breaker 
and 35 k with CSH breaker

Consult TD.31F.01.T.E for 
dimensions, wiring diagrams 
and knockouts.



Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com V1-T4-37

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4.2Metering Products

Meter Breakers

Non-EUSERC Combination Service Entrance Devices

Standard Design Non-EUSERC Panel Compact Design
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Non-EUSERC Combination Service Entrance Devices
Product Description
A device that may include a 
meter socket, main breaker 
and loadcenter section within 
the same enclosure.

● Meter main = meter socket 
and main breaker

● Meter breaker = meter 
socket, main breaker and 
loadcenter section

Application Description
Eaton’s line of non-EUSERC 
meter breakers are designed 
for customers served by 
utilities that are not members 
of EUSERC.

Features, Benefits and 
Functions

Meter Mains and All-in-Ones
● Single-phase, three-wire, 

120/240 Vac,10 kAIC
● Larger lay-in lugs and 3-inch 

(76.2 mm) knockouts for 
ease of installation

● Box-type main lugs 
included

● Factory-installed neutral
● Hub provisions on top 

endwall. If hubs are 
required, order “DS” style

● Ring, ringless and ringless 
with horn bypass styles 
available

● Ringless style, provided 
with embossed covers and 
security latch for utility 
company lock

● Padlockable device covers 
provide additional measure 
of safety and help prevent 
tampering

● NEMA 3R rainproof 
construction

Meter Mains
● Meter socket and 

main breaker
● Stainless steel latches on 

meter compartments in 
MBP types

● No distribution section 
included

All-in-Ones
● Meter socket and 

loadcenter distribution 
section

● Stainless steel latches on 
meter compartments

● Several designs with horn 
bypass and fifth jaw

● Center-fed main breaker, 
lugs or provision

● Uses Type BR 1-inch 
(25.4 mm) wide branch 
breakers

● Special channel for top exit
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4.2 Metering Products

Meter Breakers

Catalog Number Selection

Product Selection

Main Breaker Selection Chart

Maximum
Ampere
Rating

Two-Pole Breaker Catalog Numbers

10 kAIC 25 kAIC 25 kAIC 35 kAIC

100 BW2100 CSR2100 CSR2100N CSH2100N

125 BW2125 CSR2125 CSR2125N CSH2125N

150 BW2150 CSR2150 CSR2150N CSH2150N

200 BW2200 CSR2200 CSR2200N CSH2200N

Load Side Lug Kit for BW and CSR Breakers MCBK225

Spacing
Number of spaces

Accessories/Modifications
D  = 5th jaw and horn bypass
CU  = Copper
C  = Single cover compact design
CR  = Two cover compact design

Amperes
Amperage of unit

Main
B = Main breaker included
P = Provision for main
L = Main lug

Poles
Maximum number of poles

Breaker Feed
BT = Bottom and top
B  = Bottom only
T  = Top only

Mounting
S= Surface
F = Flush/stucco

MB 20  40  B  200  BT S     

Meter Breaker Type
MB  = 1-inch BR Type 
MBE  = 1-inch BR Type—EUSERC
CMB  = 3/4-Inch (19.1 mm) CH Type
CMBE  = 3/4-inch (19.1 mm) CH Type—

EUSERC



Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com V1-T4-39

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4.2Metering Products

Meter Breakers

Note: See knockout drawings on Pages V1-T4-61 through V1-T4-67 for hub information.

Combination Service Entrance Devices—Non-EUSERC

Notes
1   See Page V1-T4-61 for box details.
2   Per installed main breaker rating.
3   When a provision for main is provided, order one of the main breakers listed in this table. Panels are labeled to accept Type CSR Main Breakers.
4   When a provision for main is provided, order one of the main breakers listed in Page V1-T4-38. Panels are dual labeled to accept 

Types BW, CSR or CSH Main Breakers.
5   Copper bus.
6   One-piece cover on utility side, Florida approved.
7   Single cover design.
8   Approved by Xcel Energy Inc.

Ampere
Rating Bypass Service kAIC Jaws Distribution Main

Branch
Breaker
Type

Dimensions and 
Enclosure
Shape 1

Page Numbers
Catalog 
NumberKnockout 1

Ring Style Meter Mains (no distribution section included)

150 None OH/UG 10 4 None CSR2150 None 13 V1-T4-67 MBB150BTSCR 

150 None OH/UG 22 4 None CSR2150 None 3 V1-T4-62 CMBB150BTS 56

200 None OH/UG 10 4 None CSR2200 None 13 V1-T4-67 MBB200BTSCR 

200 None OH/UG 2 4 None Provision 3 None 3 V1-T4-62 CMBP200BTS 56

200 None OH/UG 22 4 None CSR2200 None 3 V1-T4-62 CMBB200BTS 56

Ringless Meter Mains (no distribution section included)

150 None OH/UG 10 4 None CSR2150 None 13 V1-T4-67 MBB150BTSC 6

200 None OH/UG 10 4 None CSR2200 None 9 V1-T4-67 MBB200BTS 7

200 None OH/UG 10 4 None CSR2200 None 13 V1-T4-67 MBB200BTSC 6

150 None OH/UG 10 4 None CSR2125 None 9 V1-T4-67 MBB150BTS

200 None OH/UG 2 4 None Provision 4 None 9 V1-T4-67 MBP200BTS 6

200 Horn OH/UG 2 5 None Provision 4 None 11 V1-T4-67 MBP200SD 

200 Horn OH/UG 2 5 None Provision 4 None 9 V1-T4-67 MBP200BTSD

100 Horn OH/UG 10 5 None Provision None 15 V1-T4-67 CHMMB100BTS

150 Horn OH/UG 10 5 None CSR2150 None 16 V1-T4-67 CHMMB150BTS

200 Horn OH/UG 10 5 None CSR2200 None 16 V1-T4-67 CHMMB200BTS

150 None OH/UG 10 4 4/8 CSR BR — — MB48B150TSG

200 None OH/UG 10 4 4/8 CSR BR — — MB48B200BTSG

200 Lever OH/UG 22 4 8/16 CSR BR — — MBX816B200BTS 8

200 Lever OH/UG 22 4 20/40 CSR BR — — MBX2040B200BTS 8

Ring Style Meter 
Mains

Ringless Meter Mains
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4.2 Metering Products

Meter Breakers

Note: See knockout drawings on Pages V1-T4-61 through V1-T4-67 for hub information.

Combination Service Entrance Devices—Non-EUSERC, continued

Notes
1   See Page V1-T4-61 for box details.
2   Per installed main breaker rating.
3   When a provision for main is provided, order one of the main breakers listed on Page V1-T4-38. 

All panels are dual labeled to accept Types BW, CSR, CSH Main Breakers.
4   Copper bus.
5   One-piece cover on utility side, Florida approved.
6   Units come with feed-through lugs.
7   Approved by Xcel Energy Inc.

Ampere
Rating Bypass Service kAIC Jaws Distribution Main

Branch
Breaker
Type

Dimensions 
and 
Enclosure
Shape 1

Page Numbers

Catalog 
NumberKnockout 1

Ring Style All-in-Ones (includes distribution section)

125 None OH/UG 2 4 2/4 None—refer 
to Distribution
CSR2150

CH 2 V1-T4-62 CMB24L125BTS 45

150 None OH/UG 22 4 8 CH 3 V1-T4-62 CMB88B150BTS 45

200 None OH/UG 10 4 4/8 CSR2200 BR 3 V1-T4-62 MB48B200BTS 56

200 None OH/UG 22 4 8 CSR2200 CH 3 V1-T4-62 CMB88B200BTS 456

200 None UG 22 4 32/42 CSR2200 CH 7 V1-T4-61 CMB3242B200BS 45

200 None OH/UG 22 — 42/42 — CH — — CMB4242B200BTS 4

Ringless All-in-Ones (includes distribution section)

125 None OH/UG 22 4 4/8 CSR2125 BR 21 V1-T4-64 MBT48B125BTS

150 None OH/UG 22 4 4/8 CSR2150 BR 21 V1-T4-64 MBT48B150BTS

150 Horn OH/UG 10 5 8/16 BW2150 BR 11 — MB816B150STD 

150 Horn OH/UG 10 5 20/40 BW2150 BR 11 V1-T4-66 MB2040B150SD 

200 None OH/UG 10 4 8/16 CSR2200 BR 10 V1-T4-66 MB816B200BTS 56

200 None OH/UG 10 4 8/16 CSR2200 BR 10 V1-T4-66 MB816B200BTSCU 456

200 Horn OH/UG 10 5 8/16 BW2200 BR 11 — MB816B200STD 

200 None OH/UG 2 4 8/16 Provision 3 BR 10 V1-T4-66 MB816P200BTS 56

200 None OH/UG 2 4 8/16 Provision 3 BR 10 V1-T4-66 MB816P200BTSCU 456

200 Horn OH/UG 2 5 8/16 Provision 3 BR 11 V1-T4-66 MB816P200STD 6

200 Horn OH/UG 2 5 8/16 Provision 3 BR 10 V1-T4-66 MB816P200BTSD 6

200 None OH/UG 10 4 12/12 CSR2200 CH 10 V1-T4-62 CMB1212B200BTS 456

200 None OH/UG 2 4 6–2 Pole Main lugs CH 9 V1-T4-63 CMB1212L200BTS 46

200 None OH/UG 2 4 12/12 Provision 3 CH 10 V1-T4-63 CMB1212P200BTS 456

200 None OH/UG 2 4 6–2 Pole Main lugs BR 9 V1-T4-63 MB1212L200BTS 6

200 None OH/UG 22 4 24/24 CSR2200 CH 10 V1-T4-66 CMB2424B200BTS 45

200 None OH/UG 22 4 24/36 CSR2200 CH 10 V1-T4-66 CMB2436B200BTS 4

200 None OH/UG 10 4 20/40 CSR2200 BR 10 V1-T4-66 MB2040B200BTS 4

200 None OH/UG 2 4 20/40 Provision 3 BR 10 V1-T4-66 MB2040P200BTS 5

200 Horn OH/UG 2 5 20/40 Provision 3 BR 11 V1-T4-66 MB2040P200SD 

200 Horn OH/UG 10 5 20/40 CSR2200 BR 10 V1-T4-66 MB2040B200SD 

200 Lever OH/UG 10 5 None CSR2200 None 14 V1-T4-65 CMBXB200BTS 47

200 Lever OH/UG 10 5 12/12 CSR2200 CH 14 V1-T4-65 CMBX1212B200BTS 467

200 Lever OH/UG 10 5 32/42 CSR2200 CH 14 V1-T4-65 CMBX3242B200BTS 47

200 Lever OH/UG 10 5 None Provision None 14 V1-T4-65 CMBXP200BTS 47

200 Lever OH/UG 10 5 12/12 Provision CH 14 V1-T4-65 CMBX1212P200BTS 467

200 Lever OH/UG 10 5 32/42 Provision CH 14 V1-T4-65 CMBX3242P200BTS 47

200 None OH/UG 2 4 4/8 Provision BR 21 V1-T4-65 MBT48P200BTS 6

200 None OH/UG 22 4 4/8 CSR2200 BR 21 V1-T4-65 MBT48B200BTS 6

Ring Style 
All-in-Ones

Ringless All-in-Ones
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4.2Metering Products
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Meets EUSERC Requirements Service Entrance Devices 100–225 A

EUSERC Required Service Entrance Devices Contents
Description Page

Residential Meter Breakers . . . . . . . . . . . . . . . . . . . V1-T4-35

Non-EUSERC Combination Service Entrance 
Devices 100–200 A Styles . . . . . . . . . . . . . . . . . . . V1-T4-37

EUSERC Required Service Entrance 
Devices 100–225 A

Catalog Number Selection . . . . . . . . . . . . . . . . . V1-T4-42

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-42

West Coast All-In-One Design . . . . . . . . . . . . . . . . . V1-T4-44

House Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-48

Aluminum Meter Breakers  . . . . . . . . . . . . . . . . . . . V1-T4-53

CH Style Renovation Solutions. . . . . . . . . . . . . . . . . V1-T4-54

Commercial Safety Sockets . . . . . . . . . . . . . . . . . . . V1-T4-55

Meter Breakers Accessories . . . . . . . . . . . . . . . . . . V1-T4-58

EUSERC Required Service Entrance Devices
Product Description
Eaton is proud to introduce 
a new line of West Coast/
EUSERC Meter Breaker units. 
The new EUSERC devices 
complement the existing 
standard meter breaker 
devices. Customers who are 
interested in the complete 
meter breaker line of products 
can refer to Technical Data 
TD.31F.01.T.E.

Application Description
Eaton’s line of EUSERC 
required devices adhere 
to the agreed upon standards. 
EUSERC utilities are 
predominately located in the 
western United States, but 
some eastern and 
midwestern utilities are 
also members. These units 
can also be used in many 
Non-EUSERC areas.

Features, Benefits 
and Functions
● Single-phase, three-wire, 

120/240 V, 10 kAIC
● Larger 250 kcmil lugs and 

additional knockouts for 
ease of installation

● Box type main lugs 
are included

● Factory-installed neutrals
● Hub provisions on top 

endwall. If hubs are 
required, order “DS” 
type hubs

● Ring type sockets are 
provided with a sealing ring

● Padlockable device covers 
provide an additional 
measure of security and 
help prevent tampering

● Most units have center 
keyhole for easy one-
person installation

● NEMA 3R rainproof 
construction
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4.2 Metering Products

Meter Breakers

Catalog Number Selection

Product Selection
Note: See knockout drawings on Pages V1-T4-61 through V1-T4-67 for hub information.

Combination Service Entrance Devices—EUSERC

Notes
1 Not available in CR.
2 See Page V1-T4-61 for box details.
3 Interrupting rating is dependent on the main breaker that is installed.
4 Reference drawing EUSERC DWG-301, G1.
5 Unit has copper bus.
6 Reference drawing EUSERC DWG-301/301A.
7 Units come with feed-through lugs.
8 Units include a two-pole provision for secondary main 70 A max. Type BR, BRH, BRHH.
9 Please use RH-Type hubs on top end wall for overhead feed.

Meter Breaker Type
MB  = 1-inch (25.4 mm) BR Type 
MBE  = 1-inch (25.4 mm) BR Type—EUSERC
CMB  = 0.75-inch (19.1 mm) CH Type
CMBE  = 0.75-inch (19.1 mm) CH Type—EUSERC
MBED  = 7-inch (177.8 mm) deep
MBER  = 1-inch (25.4 mm) BR Type—EUSERC ranch
CMBER = 0.75-inch (19.1 mm) CH Type—EUSERC ranch
MBEB  = 1-inch (25.4 mm) BR Type back-to-back
MBX  = Lever bypass meter breaker approved by 

Xcel Energy Inc. 

MBE  20  40  B  200  B  S        

Amperes
Amperage of unit

Main
B = Main breaker included
P = Provision for main
L = Main lug

Poles
Maximum number of poles

Breaker Feed
BT = Bottom and top
B = Bottom only
T = Top only

Mounting
S = Surface
F = Flush/stucco

Last Digits
G = Suffix = GA PWE spec
R 1 = Suffix = ECCN renovation
PV = Suffix = PV rated units
6 = 2 x 6 construction
A = Aluminum enclosure

Spacing
Number of spaces

Accessories/Modifications
D  = 5th jaw and horn bypass
CU  = Copper
C  = Single cover compact design
CR  = Two cover compact design

Ampere
Rating By-pass Service kAIC Jaws Distribution Main

Branch
Breaker
Type

Dimensions
and Enclosure
Shape 2

Page Numbers
Catalog 
Number—Surface

Catalog 
Number—FlushKnockout 2

Ring Style Meter Mains (no distribution section included)

125 None OH/UG 3 4 2/4 MLO BR 2 V1-T4-62 MBE24L125BTS 4 MBE24L125BTF

125 None OH/UG 3 4 2/4 MLO CH 2 V1-T4-62 CMBE24L125BTS 45 —

150 None OH/UG 22 4 None CSR2150N None 3 V1-T4-62 CMBEB150BTS 45 —

200 None OH/UG 10 4 None CSR2200 None 3 V1-T4-62 MBEB200BTS 4 MBEB200BTF

200 None OH/UG 22 4 None CSR2200N None 3 V1-T4-62 CMBEB200BTS 45 —

200 None OH/UG 3 4 2/4 MLO BR 3 V1-T4-62 MBE24L200BTS 4 MBE24L200BTF

200 None OH/UG 3 4 2/4 MLO CH 3 V1-T4-62 CMBE24L200BTS 45 —

Ring Style All-in-Ones (includes distribution section)

100 None OH/UG 10 4 12/24 BR2100 BR 2 V1-T4-62 MBE1224B100BTS MBE1224B100BTF

100 None UG 10 4 14/28 BR2100 BR 4 V1-T4-61 MBE1428B100BS 6 MBE1428B100BF 6

100 None OH 10 4 12/24 BR2100 BR 9 V1-T4-63 MBE1224B100TS —

125 None OH/UG 10 4 12/24 BR2125 BR 2 V1-T4-62 MBE1224B125BTS MBE1224B125BTF

125 None OH 10 4 12/24 BR2125 BR 9 V1-T4-63 MBE1224B125TS —

125 None UG 10 4 18/36 BR2125 BR 5 V1-T4-61 — MBE1836B125BF 6

150 None OH/UG 10 4 4/8 CSR2150 BR 19 — MBER48B150BTS 78 —

150 None OH/UG 22 4 8/8 CSR2150N CH 19 — CMBER88B150BTS 578 —

150 None OH/UG 22 4 8 CSR2150N CH 3 V1-T4-62 CMBE88B150BTS 57 CMBE88B150BTF 57

150 None UG 22 4 32/42 CSR2150N CH 7 V1-T4-61 CMBE3242B150BS 56 —

150 None UG 10 4 20/40 CSR2150 BR  6 V1-T4-61 — MBE2040B150BF 69
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4.2Metering Products

Meter Breakers

Note: See knockout drawings on Pages V1-T4-61 through V1-T4-67 for hub information.

Combination Service Entrance Devices—EUSERC, continued

Notes
1 See Page V1-T4-61 for box details.
2 Interrupting rating is dependent on the main breaker that is installed.
3 Please use RH-Type hubs on top end wall for overhead feed.
4 Units come with feed-through lugs.
5 Unit has copper bus.
6 Semi-flush flange, not full stucco flange.
7 Reference drawing EUSERC DWG-301/301A.
8 When a provision for main is provided, order one of the main breakers listed on Page V1-T4-61. All panels are dual labeled to accept Types BW or CSR Main Breakers.
9 Includes factory-mounted 2.50-inch hub on bottom endwall. UG feed only.

Ampere
Rating

By-
pass Service kAIC Jaws Distribution Main

Branch
Breaker
Type

Dimensions and 
Enclosure
Shape 1

Page 
Numbers Catalog 

Number—Surface
Catalog 
Number—FlushKnockout 1

Ring Style All-in-Ones (includes distribution section), continued

150 None OH/UG 22 4 20/40 CSR2150 BR — — MBE2040B150BTS 3 —

150 None OH/UG 10 4 4/8 CSR2150 BR 3 V1-T4-62 MBE48B150BTS —

200 None OH/UG 10 4 4/8 CSR2200 BR 3 V1-T4-62 MBE48B200BTS 4 MBE48B200BTF 4

200 None OH/UG 22 4 8 CSR2200N CH 3 V1-T4-62 CMBE88B200BTS 45 CMBE88B200BTF 45

200 None OH/UG 10 4 8 CSR2200 BR 3 V1-T4-62 MBE88B200BTS —

200 None OH/UG 10 4 4/8 CSR2200 BR 19 V1-T4-65 MBER48B200BTS 46 —

200 None OH/UG 10 4 4/8 CSR2200 BR 19 V1-T4-65 MBER48B200BTS 46 —

200 None OH/UG 2 4 8/16 Provision BR 10 V1-T4-63 MBE816P200TSCU 35 —

200 None OH 2 4 8/16 Provision BR 10 V1-T4-63 MBE816P200TS 34 —

200 None UG 2 4 6–2 Pole Main Lug CH 5 V1-T4-61 CMBE1212L200BS 57 MBE1212L200BTF 7

200 None OH/UG 2 4 6–2 Pole Main Lug BR 9 V1-T4-61 MBE1212L200BTS —

200 None OH 10 4 20/40 CSR2200 BR 10 V1-T4-63 MBE2040B200TS 3 MBE2040B200TF 8

200 None UG 10 4 20/40 CSR2200 BR 6 V1-T4-61 MBE2040B200BS 3 MBE2040B200BF 8

200 None OH/UG 22 4 20/40 CSR2200 BR — — MBE2040BH200BTS 3 —

200 None OH/UG 22 4 20/40 CSR2200 BR — — MBE2040BH200BTF 3 —

200 None UG 22 4 30/42 CSR2200 BR 7 — — MBE3042B200BF

200 None UG 22 4 32/42 CSR2200N CH 7 V1-T4-61 CMBE3242B200BS 57 CMBE3242B200BF 57

200 None UG 22 4 40 CSR2200 BR 12 — MBE4040B200BSH 37 —

200 None OH/UG 22 4 40 CSR2200 BR 12 — MBE4040B200BTS MBE4040B200BTF 9

200 None OH/UG 22 4 42 CSR2200N CH 12 — CMBE4242B200BTS 5 —

200 None OH/UG 10 4 20/40 CSR2200 BR 18 V1-T4-65 MBE2040B200BTS 3 MBE2040B200BTF 3

225 None OH/UG 10 4 20/40 CSR2225 BR 18 V1-T4-65 MBE2040B225BTS 3 MBE2040B225BTF 3

225 None UG 22 4 30/42 CSR2225 BR 7 — — MBE3042B225BF 7

225 None UG 22 4 32/42 CSR2225N CH 7 V1-T4-61 CMBE3242B225BS 57 CMBE3242B225BF 57
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4.2 Metering Products

Meter Breakers

West Coast All-In-One Design Contents
Description Page

Residential Meter Breakers . . . . . . . . . . . . . . . . . . . V1-T4-35

Non-EUSERC Combination Service Entrance 
Devices 100–200 A Styles. . . . . . . . . . . . . . . . . . . V1-T4-37

EUSERC Required Service Entrance 
Devices 100–225 A . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-41

West Coast All-In-One Design
Product Selection . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-45

Dimensions and Knockouts  . . . . . . . . . . . . . . . . V1-T4-45

House Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-48

Aluminum Meter Breakers  . . . . . . . . . . . . . . . . . . . V1-T4-53

CH Style Renovation Solutions  . . . . . . . . . . . . . . . . V1-T4-54

Commercial Safety Sockets . . . . . . . . . . . . . . . . . . . V1-T4-55

Meter Breakers Accessories . . . . . . . . . . . . . . . . . . V1-T4-58

West Coast All-In-One Design
Product Description
A metering device that 
may contain a meter 
socket, main breaker and 
distribution section within 
the same enclosure.

Features, Benefits 
and Functions
● Semi-flush mounting. 

7-inch design ideal for 
stucco homes

● Endwall knockouts are 
easily accessible for 
future wiring without 
damaging stucco

● Knockout in back of case 
for mounting car-charging 
receptacle in garage 
(meets future electric 
car requirements)

● Outboard split neutral 
for easy wiring

● Commercial grade 
main breaker

● Value-added kits available: 
Hub adapter plate
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4.2Metering Products

Meter Breakers

Product Selection

7-Inch Deep Meter Breaker—Standard Design OH/NG 1

Dimensions and Knockouts
Approximate Dimensions in Inches (mm)

7-Inch Deep Meter Breaker

Notes
1   Reference drawing EUSERC DWG-301A, G1
2   Main Breaker Bus connected to 20/40 distribution. Main and Disconnect in same compartment.

Ampere
Rating Bypass Service kAIC Jaws Distribution Main

Branch
Breaker
Type

Catalog Number—
Flush

Factory-
Installed
Kits

100 None UG 10 4 18/36 CCVH2100 BR MBED1836B100BF —

125 None UG 10 4 18/36 CCVH2125 BR MBED1836B125BF —

200 None UG 10 4 20/40 CCVH2200 BR MBED2040B200BF —

200 2 None UG 10 4 20/40 CCVH2200 BR MBED2040B200BFN —

200 None UG 10 4 30/42 CCVH2200 BR MBED3042B200BF —

225 None UG 10 4 20/40 CCVH2225 BR MBED2040B225BF —

225 2 None UG 10 4 20/40 CCVH2225 BR MBED2040B225BFN —

225 None UG 10 4 30/42 CCVH2225 BR MBED3042B225BF —

Catalog Number—
Flush Height Width Depth

MBED1836B100BF 38.00 (965.2) 14.19 (360.4) 7.00 (177.8)

MBED1836B125BF 38.00 (965.2) 14.19 (360.4) 7.00 (177.8)

MBED2040B200BF 38.00 (965.2) 14.19 (360.4) 7.00 (177.8)

MBED2040B200BFN 42.50 (1079.5) 14.19 (360.4) 7.00 (177.8)

MBED3042B200BF 42.50 (1079.5) 14.19 (360.4) 7.00 (177.8)

MBED2040B225BF 38.00 (965.2) 14.19 (360.4) 7.00 (177.8)

MBED2040B225BFN 42.50 (1079.5) 14.19 (360.4) 7.00 (177.8)

MBED3042B225BF 42.50 (1079.5) 14.19 (360.4) 7.00 (177.8)

MBED3042B200BF
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4.2 Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

Catalog Numbers MBED2040B200BFN, MBED20408225BFN, MBED3042B200BF, MBED3042B225BF, MBED2040B200BF, 
MBED2040B225BF, MBED1836B100BF, MBED1836B125BF

Knockout Configurations and Dimensions for 
MBED2040B200BFN, MBED20408225BFN, 
MBED3042B200BF, MBED3042B225BF, MBED2040B200BF, 
MBED2040B225BF, MBED1836B100BF, MBED1836B125BF
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4.2Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

Catalog Numbers MBEB2003040BB, MBEB2253040BB

Knockout Configurations for MBEB2003040BB, 
MBEB2253040BB
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4.2 Metering Products

Meter Breakers

House Panels Contents
Description Page

Residential Meter Breakers . . . . . . . . . . . . . . . . . . . V1-T4-35

Non-EUSERC Combination Service Entrance 
Devices 100–200 A Styles. . . . . . . . . . . . . . . . . . . V1-T4-37

EUSERC Required Service Entrance 
Devices 100–225 A . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-41

West Coast All-In-One Design . . . . . . . . . . . . . . . . . V1-T4-44

House Panels
Product Selection . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-49

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-50

Dimensions and Knockouts  . . . . . . . . . . . . . . . . V1-T4-51

Aluminum Meter Breakers  . . . . . . . . . . . . . . . . . . . V1-T4-53

CH Style Renovation Solutions  . . . . . . . . . . . . . . . . V1-T4-54

Commercial Safety Sockets . . . . . . . . . . . . . . . . . . . V1-T4-55

Meter Breakers Accessories . . . . . . . . . . . . . . . . . . V1-T4-58

House Panels
Product Description
Eaton’s House Panels offer 
a faster, easier and safer 
installation.These 400 A units 
are ideal for larger homes in 
North America that require 
meter breakers. Available in 
both CH and BR styles, these 
service entrance devices 
consist of a meter socket 
and a distribution section. 
In response to contractor 
feedback, these panels 
have been redesigned with a 
focus on flexibility, simplified 
wiring, and an overall ease of 
installation. All units come 
standard with a 22 kAIC main 
breaker.The load conductors 
can exit the top, bottom, side 
or back for greater application 
and installation flexibility.

Application Description
Additionally, Eaton’s House 
Panels can be used for 
apartments, condominiums, 
clubhouses or common 
areas. 

Features, Benefits 
and Functions
● NEMA 3R rainproof
● Rated for service entrance 

equipment
● Lever bypass socket 

available on certain 
catalog numbers

● Pin type door hinges
● Socket to distribution 

section is connected via 
insulated cable for safety

● Second main space can 
accept 100–200 A BW, 
CSR or CSR breakers

Standards and Certifications
● Ring style units meet 

EUSERC requirements
● UL listed
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4.2Metering Products

Meter Breakers

Product Selection

400 A “House Panels”

Notes
1   Confirm security type for individual EUSERC utility requirements.
2   Included in all of the following devices.
3   If unit needs to be semi-flush, order accessory item catalog number HPPR to convert all surface mounting devices to semi-flush mounting.
4   BR style has HP prefix. CH style has CG prefix.
5   “Test” or “Manual” bypass allows utility capability to bypass the meter socket during service operations. The terms are specific to meeting 

utility requirements but function identically.
6   Reference drawing EUSERC DWG-302A, G1.
7   Feed-through lugs included.
8   For 10 kAIC, use BR or BW breakers as secondary main.
9   Includes manual bypass and additional ground lug to meet Nevada Power requirements.
j To order a 5th Jaw Kit, please order MSL5TK.
k Georgia Power approved.
l Xcel approved.
m Bolt-on meter socket.

Ampere
Rating Security 1 Bypass 2

Main
Breaker 

Optional
Secondary
Main
Breaker
(Not
Included)

Service
Type kAIC Dist.

Line Side
Main Lugs
and Neutral
(Lugs Not 
Included)

Semi-
Flush
Catalog
Number 34

Surface
Catalog
Number 4

300 Ringless Lever CSR2150 BW/CSR OH/UG 22 8/16 Lug
landings for
compression

— HP816P300BSL

300 Ringless Lever CSR2150 BW/CSR UG 22 None — HPC30SHL

400 Ring None CSR2200N CSH UG 22 32/42 — CG403242SH 6

400 Ring None CSR2200N CSH UG 22 12/12 — CG1212P400BS 67

400 Ring Manual / TEST 5 CSR2200 BRH/CSR UG 22 None — HP40SHA 8

400 Ring Manual / TEST 5 CSR2200 BRH/CSR UG 22 40/40 — HP404040SHA 89

400 Ring None DK2400 None UG 22 None — HP40 6

400 Ring None CSR2200 BRH/CSR UG 22 None — HP40SH 68

400 Ring None DK2400 None UG 22 24/42 — HP402442 6

400 Ring None CSR220 BRH/CSR UG 22 40/40 HP404040SHF 6 HP404040SH 68

400 Ring Manual / TEST 5 CSR2200 BRH/CSR UG 22 40/40 HP404040SHFA 9 —

400 Ring None CSR2200 BRH/CSR UG 22 8/16 — HP816P400BS 678

400 Ringless Lever CSR2200N CSH UG 22 12/12 — CG1212P400BSL 7

400 Ringless Lever CSR2200N CSH UG 22 42/42 — CG404242SHL

400 Ringless Lever CSR2200 BRH/CSR UG 22 None — HP40SHL 8

400 Ringless Lever CSR2200 BRH/CSR OH/UG 22 None — HPC40SHL 8

400 Ringless Lever CSR2200 BRH/CSR UG 22 40/40 — HP404040SHL 8

400 Ringless Lever CSR2200 BRH/CSR UG 22 8/16 — HP816P400BSL 78j

400 Ringless Lever CSR2200 BRH/CSR OH/UG 22 4/6 — HPC4046SHLG k

400 Ringless Lever CSR2200 BRH/CSR OH/UG 22 4/6 — HPC4046SHLX l

Bolt-On Socket

400 Ringless None DK2400 None UG 22 24/40 Lug
landings for
compression

— HP402440B m

400 Ringless None CSR2200 BRH/CSR UG 22 24/40 — HP402440SBH 8m

House Panels
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4.2 Metering Products

Meter Breakers

Accessories
● Top-feed gutter kit to ease 

top-fed installation
● Re-engineered, adjustable 

flush mount kit for a 
cleaner installation

● 100 A second main 
breaker kit

● New 750 kcmil box type 
lug kit

Accessories

Description
Catalog
Number

Top feed kit to convert surface mount house panel for overhead service HP40TFKIT

750 kcmil lug kit HPBLK750

Manual bypass kit HPBPK

Flushmount kit HPPR

100 A 2nd main kit (Type BR branch) HP2NDMNKIT

100 A 2nd main kit (Type CH branch) CH2NDMNKIT

5th jaw for lever bypass house panels ARP00326CH

Locates 3-inch (only) incoming conduit to back of can by utilizing the 4-inch knockout useful in semi-flush applications HP40HUBPLATE

HP40TFKIT

HPBLK750

HPBPK

HP2NDMNKIT
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4.2Metering Products

Meter Breakers

Dimensions and Knockouts
Approximate Dimensions in Inches (mm)

Catalog Numbers HPC40SHL and HPC30SHL

Knockout Configurations and Dimensions for 
HPC40SHL and HPC30SHL
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4.2 Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

House Panel Dimensions and Knockouts—For All House Panels Except Those With HPCPREFIX
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4.2Metering Products

Meter Breakers

Aluminum Meter Breakers Contents
Description Page

Residential Meter Breakers . . . . . . . . . . . . . . . . . . . V1-T4-35

Non-EUSERC Combination Service Entrance 
Devices 100–200 A Styles . . . . . . . . . . . . . . . . . . . V1-T4-37

EUSERC Required Service Entrance 
Devices 100–225 A  . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-41

West Coast All-In-One Design . . . . . . . . . . . . . . . . . V1-T4-44

House Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-48

Aluminum Meter Breakers
CH Style Renovation Solutions. . . . . . . . . . . . . . . . . V1-T4-54

Commercial Safety Sockets . . . . . . . . . . . . . . . . . . . V1-T4-55

Meter Breakers Accessories . . . . . . . . . . . . . . . . . . V1-T4-58

Aluminum Meter Breakers
Product Description
Eaton’s Aluminum Meter 
Breaker enclosure and 
external cover offers 
excellent corrosion resistance 
in the harshest coastal 
environments. The meter 
breaker’s light weight and 
overhead/underground 
design offers flexibility and 
ease of installation.

Features and Benefits
● Overhead/underground 

design provides flexibility 
with wiring options

● Steel meter guides are 
standard, which provides a 
means of easy installation 
of the utility glass bulb 
meter into the meter’s 
jaws

● Main Lug Only design 
includes six two-pole 
breaker locations, which 
complies with National 
Electrical Code 225.33 
(maximum number of 
disconnects)

● Distribution section 
accepts BR branch 
breakers

● Single-phase, three-wire 
120/240 Vac applications

● Hub closure plate is 
provided, attached to the 
top of the device

● Optional fifth jaw can be 
applied to 3 o’clock or 
9 o’clock meter socket 
position

● 10-year warranty

● For customer support, 
contact Eaton’s Technical 
Resource Center at 
1-877-ETN-CARE

● For additional information 
or to place an order, 
contact your local Eaton 
representative or visit us 
at www.eaton.com

Catalog Number Selection

Aluminum Meter Breakers

MB 12 12 L 200 BT S A

Meter Breaker Type
MB = 1-inch (25.4 mm) BR Type

Spacing
Number of spaces

Poles
Maximum number of poles

Main
L = Lug

Amperes
Amperage of unit

Breaker Feed
BT = Bottom and top

Mounting
S = Surface

Material
A = Aluminum
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4.2 Metering Products

Meter Breakers

CH Style Renovation Solutions Contents
Description Page

Residential Meter Breakers . . . . . . . . . . . . . . . . . . . V1-T4-35

Non-EUSERC Combination Service Entrance 
Devices 100–200 A Styles. . . . . . . . . . . . . . . . . . . V1-T4-37

EUSERC Required Service Entrance 
Devices 100–225 A . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-41

West Coast All-In-One Design . . . . . . . . . . . . . . . . . V1-T4-44

House Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-48

Aluminum Meter Breakers  . . . . . . . . . . . . . . . . . . . V1-T4-53

CH Style Renovation Solutions
Commercial Safety Sockets . . . . . . . . . . . . . . . . . . . V1-T4-55

Meter Breakers Accessories . . . . . . . . . . . . . . . . . . V1-T4-58

CH Style Renovation Solutions
Product Description
● Ring style meter 

socket design
● Provisional main breaker 

or factory main breaker 
available

● Center top feed design
● Exit bottom or top design
● 100 A, 125 A or 200 A 

ratings available

Product Selection

CH Style Retrofit Solutions 1

Note
1 Reference drawing EUSERC DWG-308, G1.

Ampere
Rating Description

Catalog
Number

100 CH, 22 circuit, provision, center top feed, exit top or bottom, flush, OH/UG CMBE22P100BTFR

125 CH, 22 circuit, provision, center top feed, exit top or bottom, surface, OH/UG CMBE22P125BTSR

125 CH, 22 circuit, provision, center top feed, exit top or bottom, flush, OH/UG CMBE22P125BTFR

200 CH, 32/42 circuit, 200 A main breaker, center top feed, exit top or bottom, semi-flush, OH/UG CMBE3242B200BTS

200 CH, 32/42 circuit, 200 A main breaker, center top feed, exit top or bottom, flush, OH/UG CMBE3242B200BTFR
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4.2Metering Products

Meter Breakers

Commercial Safety Sockets Contents
Description Page

Residential Meter Breakers . . . . . . . . . . . . . . . . . . . V1-T4-35

Non-EUSERC Combination Service Entrance 
Devices 100–200 A Styles . . . . . . . . . . . . . . . . . . . V1-T4-37

EUSERC Required Service Entrance 
Devices 100–225 A  . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-41

West Coast All-In-One Design . . . . . . . . . . . . . . . . . V1-T4-44

House Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-48

Aluminum Meter Breakers  . . . . . . . . . . . . . . . . . . . V1-T4-53

CH Style Renovation Solutions. . . . . . . . . . . . . . . . . V1-T4-54

Commercial Safety Sockets
Product Selection . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-56

Meter Breakers Accessories . . . . . . . . . . . . . . . . . . V1-T4-58

Commercial Safety Sockets
Product Description
A Commercial Safety 
Socket is service entrance 
equipment that consists of 
a commercial meter socket 
with a test block, and may 
come with or without a 
loadcenter type distribution 
section.

Application Description
Eaton’s Commercial Safety 
Sockets are typically used 
where a single meter socket 
or single meter socket with 
a distribution section are 
needed. These areas could 
include a commercial 
business, commercial office 
building, individual retail 
facilities and signs and street 
lighting. Commercial Safety 
Sockets are typically used in 
EUSERC utility regions.

Features, Benefits and 
Functions

Commercial Safety Sockets with 
No Secondary Feeder

● Ring type continuous duty 
meter socket. 600 Vac 
maximum, single- or 
three-phase

● 100 and 200 A units
● Bussed connection from 

meter socket to test block
● For use with self-contained 

watthour meter
● Conform with EUSERC 

standards
● NEMA 3R construction for 

indoor/outdoor applications
● Units can be individually 

mounted with provisions 
for hub kits and pole 
mounting

Overhead Combination Units

● NEMA 3R construction for 
indoor/outdoor applications

● T-fuse protection, 480 Vac 
maximum

● Line at top, load at bottom
● 100 and 200 A units 

available up to 480 Vac 
maximum

● Circuit breaker protection 
to 480 Vac maximum in 
10, 22, 42 and 100 kAIC 
ratings

● Factory-cabled connection 
from test block to line side 
of tenant main

Underground Combination Units

● 100 and 200 A units
● 480 Vac maximum
● NEMA 3R construction for 

indoor/outdoor applications
● Underground or overhead 

feed
● Provisions for self-

contained watthour meter
● Bussed connection from 

meter socket to test block
● Tenant main disconnects 

are available with circuit 
breakers up to 480 Vac 
maximum and T-fuse 
mains, 240 Vac maximum

● Load wires can exit top 
or bottom
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4.2 Metering Products

Meter Breakers

Product Selection

Overhead and Underground Combination Units and Individual Units

Individual Safety Sockets—600 V Maximum—No Secondary Feeder Devices 1

Commercial Safety Sockets with Provision for Main Circuit Breaker 3

Commercial Safety Sockets with Main Circuit Breaker Included 3

Notes
1   Reference drawing EUSERC DWG-305, G1.
2   If being protected by a fuse, the interrupting rating of the unit is limited to the fuse AIC rating. If being protected by a single- or three-phase, 

600 V breaker, the AIC is 14 kA; by a maximum 400 A, single-phase, 240 V breaker, the AIC is 18 kA; by a maximum 200 A, single- or three-phase, 
240 V breaker, the AIC is 18 kA; by a maximum 125 A, single-phase, 240 V breaker, the AIC is 22 kA.

3   Reference drawing EUSERC DWG-305A, G1.
4   Order plug-on Type BR, BRH or BRHH circuit breaker separately.
5   Order Type CC breaker or CCH breaker separately.
6   Type BR = 10 kA; Type BRH = 22 kA; Type BRHH = 42 kA.
7   Type CCV = 10 kA; Type CCVH = 25 kA.

Ampere
Rating

No. of
Jaws

AC
Voltage Service Phase, Wire

Maximum
Interrupting
Rating

Wire
Size

Catalog
Number

125 4 600 OH/UG Single-phase, three-wire 2 #14–2/0 CH114TB

125 5 600 OH/UG Three-phase, three-wire 2 #14–2/0 CH115TB

125 7 600 OH/UG Three-phase, four-wire 2 #14–2/0 CH117TB

200 4 600 OH/UG Single-phase, three-wire 2 #6–250 kcmil CH124TB

200 5 600 OH/UG Three-phase, three-wire 2 #6–250 kcmil CH125TB

200 7 600 OH/UG Three-phase, four-wire 2 #6–250 kcmil CH127TB

Ampere
Rating

No. of
Jaws

AC
Voltage Service Phase, Wire

Feeder
Circuit
Breaker

Maximum
Interrupting
Rating

Wire
Size

Catalog
Number

125 4 240 OH Single-phase, three-wire Provision 4 6 #14–2/0 CH214MTBLB

125 7 208/120 OH Three-phase, four-wire Provision 4 6 #14–2/0 CH217MTBLB

125 4 240 UG Single-phase, three-wire Provision 4 6 #14–2/0 CHU214MTBLB

125 7 208/120 UG Three-phase, four-wire Provision 4 6 #14–2/0 CHU217MTBLB

200 4 120/240 OH Single-phase, three-wire Provision 5 7 #6–250 kcmil CH224MTBLB

200 7 208/120 OH Three-phase, four-wire Provision 5 7 #6–250 kcmil CH227MTBLB

200 4 120/240 UG Single-phase, three-wire Provision 5 7 #6–250 kcmil CHU224MTBLB

200 7 208/120 UG Three-phase, four-wire Provision 5 7 #6–250 kcmil CHU227MTBLB

Ampere
Rating

No. of
Jaws

AC
Voltage Service Phase, Wire

Feeder
Circuit
Breaker

Maximum
Interrupting
Rating

Wire
Size

Catalog
Number

100 7 480/277 OH Three-phase, four-wire EHD3100 14 kA #14–2/0 CH217MTBM515

100 7 480/277 UG Three-phase, four-wire EHD3100 14 kA #14–2/0 CHU217MTBMS15

200 7 480/277 OH Three-phase, four-wire JD3200 25 kA #6–250 kcmil CH227MTBHMS15

200 7 480/277 UG Three-phase, four-wire JD3200 25 kA #6–250 kcmil CHU227MTBHMS15

CH127TB
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4.2Metering Products

Meter Breakers

Underground Combination Units and Safety Sockets

Commercial Safety Sockets with T-Fuse Switch 1

Notes
1   Reference drawing EUSERC DWG-305A, G1.

Order Type CC or CHH breaker separately.

Ampere
Rating

No. of
Jaws

AC
Voltage Service Phase, Wire

Feeder
Circuit
Breaker

Maximum
Interrupting
Rating

Wire
Size

100 4 120/240 OH Single-phase, three-wire 200 kA #14–2/0 CH214MTBP

100 7 208/120 OH Three-phase, four-wire 200 kA #14–2/0 CH217MTBP

100 4 120/240 UG Single-phase, three-wire 200 kA #14–2/0 CHU214MTBP

100 7 208/120 UG Three-phase, four-wire 200 kA #14–2/0 CHU217MTBP

200 4 120/240 OH Single-phase, three-wire 200 kA #6–250 kcmil CH224MTBP

200 7 208/120 OH Three-phase, four-wire 200 kA #6–250 kcmil CH227MTBP

200 4 120/240 UG Single-phase, three-wire 200 kA #6–250 kcmil CHU224MTBP

200 7 208/120 UG Three-phase, four-wire 200 kA #6–250 kcmil CHU227MTBP

CHU227MTBP
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4.2 Metering Products

Meter Breakers

Meter Breaker with Interlock Cover

Meter Breakers Accessories Contents
Description Page

Residential Meter Breakers . . . . . . . . . . . . . . . . . . . V1-T4-35

Non-EUSERC Combination Service Entrance 
Devices 100–200 A Styles. . . . . . . . . . . . . . . . . . . V1-T4-37

EUSERC Required Service Entrance 
Devices 100–225 A . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-41

West Coast All-In-One Design . . . . . . . . . . . . . . . . . V1-T4-44

House Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-48

Aluminum Meter Breakers  . . . . . . . . . . . . . . . . . . . V1-T4-53

CH Style Renovation Solutions  . . . . . . . . . . . . . . . . V1-T4-54

Commercial Safety Sockets . . . . . . . . . . . . . . . . . . . V1-T4-55

Meter Breakers Accessories 
Mechanical Interlock Cover  . . . . . . . . . . . . . . . . V1-T4-59

Technical Data and Specifications  . . . . . . . . . . . V1-T4-60

Dimensions and Knockouts  . . . . . . . . . . . . . . . . V1-T4-61

Meter Breakers Accessories
Underground Combination Units and Safety Socket 
Accessories

Hubs

Hub Adapter Plate

Top Endwall (Surface) Hub Provision Selection Chart

Description
Carton 
Weight Lbs (kg)

Catalog
Number

Hub closure plate 3 (1.4) ARP00002CHB

1.00-inch (25.4 mm) hub 3 (1.4) ARP00003CH1

1.25-inch (31.8 mm) hub 3 (1.4) ARP00004CH12

1.50-inch (38.1 mm) hub 3 (1.4) ARP00005CH15

2.00-inch (50.8 mm) hub 3 (1.4) ARP00006CH2

2.50-inch (63.5 mm) hub 3 (1.4) ARP00007CH25

Description
Catalog
Number

Hub adapter plate MBEDADPT

Description
Catalog 
Number

1.00 (25.4) DS100H2

1.25 (31.8) DS125H2

1.50 (38.1) DS150H2

2.00 (50.8) DS200H2

2.50 (63.5) DS250H2

3.00 (76.2) DS300H2

Adapter Plate if using DS___H1 hubs only) 3 DS900AP

Other Accessories for Meter Breakers

Meter Breaker Parts 1

Jaws

Notes
1 For breakers under 70 A used in backfed applications, add “B” to the end of the catalog string 

to get the appropriate “hold-down” version.
2 Reference drawing EUSERC DWG-G1.
3 Use when DS H1 Type 1, 1.25 and 1.50-inch hubs are needed.

Use DS...H2 hubs for bottom endwalls (for all units). Use RH hubs for top endwalls on semi-flush 
units. Use DS...H2 hubs for top endwalls on surface devices.

Description
Catalog
Number

5th Jaw Kits

Compact and standard styles (MB and CMB) MB5JAWKIT

EUSERC style IMM5JKOP 2

Horn Bypass Kits

Ringless Style units only (MB and CMB) MBHBPKIT

Description Part Number

5th jaw kit CH50371
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4.2Metering Products

Meter Breakers

Mechanical Interlock Cover
Covers mechanically interlock two breakers. Covers interlock 
main breaker with two-pole breaker mounted in the distribution 
section of the meter breakers.

Mechanical Interlock Cover

Mechanical Interlock 
Deadfront

Meter Breaker 
Catalog Number

MBDF1M CMB1212B200BTS

CMB1212B200BTSD

CMB1212P200BTS

CMB1212P200BTSD

MBDF2M MB816B200BTS

MB816B200BTSCU

MB816P200BTS

MB816P200BTSCU

MB816P200STD

MBDF3M MB2040B200BTS

MB2040P200BTS

MB2040P200SD

MBDF4M MBE816P200TS

MBE816P200TSCU

MBDF5M MBE2040B150BF

MBE2040B150BS

MBE2040B200BF

MBE2040B200BS

MBDF6M MBE2040B200TF

MBE2040B200TS

MBE2040P200TF

MBE2040P200TS

MBDF7M CMBE3242B150BF

CMBE3242B150BS

CMBE3242B200BF

CMBE3242B200BS

CMB3242B150BS

CMB3242B200BS

MBDF8M CMBE4242B200BSH

CMBE4242B200BTF

CMBE4242B200BTS

MBDF9M MBE4040B200BSH

MBE4040B200BSHH

MBE4040B200BTF

MBE4040B200BTS

Meter Breaker with 
Interlock Cover Mechanical Interlock 

Deadfront
Meter Breaker 
Catalog Number

MBDF1AM CMB2424B200BTS

MBDF10M CMB24B200TFR

CMB24B200TSR

MBDF12M CMBX3242B200BTS

CMBX3242P200BTS

MBDF13M MBE3042B200BF

MBE3042B225BF

MBDF14M CMBE88B150BTF

CMBE88B150BTS

CMBE88B200BTF

CMBE88B200BTS

CMB88B150BTS

CMB88B200BTS

MBDF15M MBE48B150BTF

MBE48B150BTS

MBE48B200BTF

MBE48B200BTS

MBDF16M MBE88B150BTF

MBE88B150BTS

MBE88B200BTF

MBE88B200BTS

MBDF17M MBE2040BC200BTS

MBE2040BH200BTF

MBE2040BH200BTS

MBE2040B150BTF

MBE2040B150BTS

MBE2040B200BTF

MBE2040B200BTS

MBE2040B200BTSV

MBE2040B225BTF

MBE2040B225BTS
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4.2 Metering Products

Meter Breakers

Technical Data and Specifications

Wire Size Chart

Wire Size is Determined by the Circuit Breaker Installed 
in the Enclosure

Note
Use DS...H2 hubs for bottom endwalls (for all units). Use RH hubs for top endwalls on 
semi-flush units. Use DS...H2 hubs for top endwalls on surface devices.

Main
Wire Size Range Cu/Al 60  °C 
or 75  °C for Line Terminals

BR250 #14–4 kcmil

BR260 #4–1/0 kcmil

BR270  #4–1/0 kcmil

BR280 #4–1/0 kcmil

BR290 #4–1/0 kcmil

BR2100 #4–1/0 kcmil

BW2125 #2–300 kcmil

BW2150 #2–300 kcmil

BW2200 #2–300 kcmil

CSR2125 #2–300 kcmil

CSR2150 #2–300 kcmil

CSR2200 #2–300 kcmil

CSR2125N #1/0–250 kcmil

CSR2150N #1/0–250 kcmil

CSR2200N #1/0–250 kcmil

125 A main lugs —

200 A main lugs —

MCBK225 #2–300 kcmil

Wire/Application

Maximum

Wire Size
Ampere
Rating

Aluminum—Standard 250 kcmil 200

Aluminum—Service Entrance 250 kcmil 225

Copper—Standard and Service Entrance 250 kcmil 225
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4.2Metering Products

Meter Breakers

Dimensions and Knockouts
Approximate Dimensions in Inches (mm)

Box Styles—Five Different Styles (Shapes) of Product

Box Dimensions

Box
Number Height Width Depth

Box
Style

1 12.50 (317.5) 14.44 (366.7) 4.00 (101.6) A

2 23.88 (606.4) 14.44 (366.7) 5.38 (136.5) A

3 28.38 (720.7) 14.44 (366.7) 5.38 (136.5) A

4 34.13 (866.8) 14.44 (366.7) 5.38 (136.5) B

5 36.13 (917.6) 14.44 (366.7) 5.38 (136.5) B

6 43.38 (1101.7) 14.44 (366.7) 5.38 (136.5) B

7 46.88 (1190.6) 14.44 (366.7) 5.38 (136.5) B

8 19.75 (501.7) 7.50 (190.5) 4.00 (101.6) C

9 25.00 (635.0) 14.44 (366.7) 5.38 (136.5) C

10 32.38 (822.3) 14.44 (366.7) 5.38 (136.5) C

11 36.63 (930.3) 14.44 (366.7) 5.38 (136.5) C

12 34.38 (873.1) 22.00 (558.8) 5.38 (136.5) D

13 19.75 (501.7) 14.44 (366.7) 5.38 (136.5) E

14 39.91 (1013.7) 14.44 (366.7) 5.38 (136.5) C

15 23.88 (606.6) 13.00 (330.2) 4.94 (125.5) F

16 28.38 (720.9) 13.00 (330.2) 4.94 (125.5) F

17 34.19 (868.4) 22.13 (562.1) 5.00 (127.0) D

18 36.06 (915.9) 16.63 (422.4) 5.50 (139.7) A

19 28.38 (720.9) 14.44 (366.8) 4.94 (125.5) A

20 32.06 (814.3) 14.44 (366.8) 4.94 (125.5) C

21 25.50 (647.7) 14.44 (366.8) 4.94 (125.5) C

A B C D E F
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4.2 Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

Knockouts for Stucco and Surface Units Catalog Numbers—
CMBE3242B200BF, CMBE3242B225BF, MBE2040B200BF, 
MBE2040B150BF, MBE1428B100BF, MBE1212L200BTF, 
MBE1836B125BF and MBE1212L200BTS

Knockouts for Stucco and Surface Units Catalog Numbers— 
CMBE3242B150BS, CMBE3242B200BS, CMBE3242B225BS, 
CMBE1212L200BS, MBE2040B200BS, MBE1428B100BS, 
MBE1212L200BTS, CMB3242B150BS and CMB3242B200BS

Top Endwall (Surface)

Top Endwall (Stucco) 3

Bottom Endwall

Notes
1 For details regarding quantities, please contact the Technical Resource Center (TRC) 

at 1-877-ETN-CARE.
2 Use when DS H1 Type 1, 1.25 and 1.50-inch hubs are needed.
3 RH hubs are to be used for Top Endwall (Stucco) endwalls.

3-1/23-1/2
(88.9)88.9
3-1/2
(88.9)

Keyhole Knockouts on Sides for Stucco Units Only.Keyhole Knockouts on Sides for Stucco Units Only.

Top StuccoTTTop Stucco

4-15/16
(125.4)

Bottom

5-5/16
(134.9)

Top Surface

Bottom

4-15/16
(125.4)

Hub Provision
Catalog Number Quantity 

DS100H2 1

DS125H2 1

DS150H2 1

DS200H2 1

DS250H2 1

DS300H2 1

DS900AP (Adapter Plate if using DS___H1 hubs only) 2 1

Knockout Size 
Dimensions in Inches (mm) Quantity

1.25, 1.50, 2.00, 2.50 (31.8, 38.1, 50.8, 63.5) 1

1.00, 1.25, 1.50 (25.4, 31.8, 38.1) 1

0.50, 0.75, 1.00 (12.7, 19.1, 25.4) 1

0.50, 0.75 (12.7, 19.1) 3

0.50 (12.7) 3

Knockout Size 
Dimensions in Inches (mm) Quantity

0.50 (12.7) 7

0.50, 0.75 (12.7, 19.1) 4

0.50, 0.75, 1.00 (12.7, 19.1, 25.4) 1

1.00, 1.25, 1.50, 2.00 (25.4, 31.8, 38.1, 50.8) 1

1.25, 1.50, 2.00, 2.50, 3.00 (31.8, 38.1, 50.8, 63.5, 76.2) 1
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4.2Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

Knockouts for Stucco and Surface Units Catalog Numbers—
CMBE88B150BTF, CMBE88B200BTF, MBE24L125BTF, 
MBE24L200BTF, MBE48B200BTF, MBEB200BTF, 
MBE1224B100BTF and MBE1224B125BTF

Knockouts for Stucco and Surface Units Catalog Numbers— 
CMBB150BTS, CMBB200BTS, CMBP200BTS, 
CMBE24L125BTS, CMB24L125BTS, CMBE24L200BTS, 
CMBEB200BTS, CMBEB150BTS, CMBE88B150BTS, 
CMBP200BTS, CMBE88B200BTS, MBE24L125BTS, 
MBE24L200BTS, MBE48B150BTS, MBE48B200BTS, 
MBE88B200BTS, MBEB200BTS, MBE1224B100BTS, 
MBE1224B125BTS, CMB88B150BTS, CMB88B200BTS 
and MB48B200BTS

Top Endwall (Surface)

Top Endwall (Stucco) 3

Bottom Endwall

Notes
1 For details regarding quantities, please contact the Technical Resource Center (TRC) 

at 1-877-ETN-CARE.
2 Use when DS H1 Type 1, 1.25 and 1.50-inch hubs are needed.
3 RH hubs are to be used for Top Endwall (Stucco) endwalls.

Keyhole Knockouts on Sides for Stucco Units Only.

Top Stucco

Bottom

3-1/2
(88.9)

4-15/16
(125.4)

Top Surface

Bottom

5-5/16
(134.9)

4-15/16
(125.4)

Hub Provision
Catalog Number Quantity 

DS100H2 1

DS125H2 1

DS150H2 1

DS200H2 1

DS250H2 1

DS300H2 1

DS900AP (Adapter Plate if using DS___H1 hubs only) 2 1

Knockout Size 
Dimensions in Inches (mm) Quantity

1.25, 1.50, 2.00, 2.50 (31.8, 38.1, 50.8, 63.5) 1

1.00, 1.25, 1.50 (25.4, 31.8, 38.1) 1

0.50, 0.75, 1.00 (12.7, 19.1, 25.4) 1

0.50, 0.75 (12.7, 19.1) 3

0.50 (12.7) 3

Knockout Size 
Dimensions in Inches (mm) Quantity

0.50 (12.7) 7

0.50, 0.75 (12.7, 19.1) 4

0.50, 0.75, 1.00 (12.7, 19.1, 25.4) 1

1.00, 1.25, 1.50, 2.00 (25.4, 31.8, 38.1, 50.8) 1

1.25, 1.50, 2.00, 2.50, 3.00 (31.8, 38.1, 50.8, 63.5, 76.2) 1
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4.2 Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

Knockouts for Stucco and Surface Units Catalog Number— 
MMBE2040B200TF

Top Endwall (Surface)

Top Endwall (Stucco) 3

Knockouts for Stucco and Surface Units Catalog Numbers— 
MBE1224B100TS, MBE1224B125TS, MBE816P200TS, 
MBE816P200TSCU, MBE2040B200TS, CMB1212P200BTS, 
CMB1212P200BTSD, CMB1212B200BTS, MB1212L200BTS 
and CMB1212L200BTS

Bottom Endwall

Notes
1 For details regarding quantities, please contact the Technical Resource Center (TRC) 

at 1-877-ETN-CARE.
2 Use when DS H1 Type 1, 1.25 and 1.50-inch hubs are needed.
3 RH hubs are to be used for Top Endwall (Stucco) endwalls.

Hub Provision
Catalog Number Quantity

DS100H2 1

DS125H2 1

DS150H2 1

DS200H2 1

DS250H2 1

DS300H2 1

DS900AP (Adapter Plate) 2 1

Knockout Size 
Dimensions in Inches (mm) Quantity

1.25, 1.50, 2.00, 2.50 (31.8, 38.1, 50.8, 63.5) 1

1.00, 1.25, 1.50 (25.4, 31.8, 38.1) 1

0.50, 0.75, 1.00 (12.7, 19.1, 25.4) 1

0.50, 0.75 (12.7, 19.1) 3

0.50 (12.7) 3

Keyhole Knockouts on Sides for Stucco Units Only.

Top Stucco

Bottom

3.50
(88.9)

4.94
(125.4)

Knockout Size 
Dimensions in Inches (mm) Quantity

0.50 (12.7) 7

0.50, 0.75 (12.7, 19.1) 4

0.50, 0.75, 1.00 (12.7, 19.1, 25.4) 1

1.00, 1.25, 1.50, 2.00 (25.4, 31.8, 38.1, 50.8) 1

1.25, 1.50, 2.00, 2.50, 3.00 (31.8, 38.1, 50.8, 63.5, 76.2) 1

Top Surface

Bottom

5.31
(134.9)

4.94
(125.4)
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4.2Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

Knockouts for Stucco and Surface Units

Top Endwall (Surface)

Top Endwall (Stucco) 3

Bottom Endwall

Notes
1 For details regarding quantities, please contact the Technical Resource Center (TRC) 

at 1-877-ETN-CARE.
2 Use when DS H1 Type 1, 1.25 and 1.50-inch hubs are needed.
3 RH hubs are to be used for Top Endwall (Stucco) endwalls.

3.44
(87.3)

Top Surface

Top Flush

MBE4040B200BTF

Top Surface

Bottom Bottom

2-1/2-inch Hub

CMBE4242B200BTS
MBE4040B200BTS

MBE4040B200BSH

5.31
(134.9)

4.94
(125.4)

5.31
(134.9)

4.94
(125.4)

Hub Provision
Catalog Number Quantity

DS100H2 1

DS125H2 1

DS150H2 1

DS200H2 1

DS250H2 1

DS300H2 1

DS900AP  (Adapter Plate) 2 1

Knockout Size 
Dimensions in Inches (mm) Quantity

1.25, 1.50, 2.00, 2.50 (31.8, 38.1, 50.8, 63.5) 2

0.50, 0.75 (12.7, 19.1) 3

Knockout Size 
Dimensions in Inches (mm) Quantity

0.50, 0.75 (12.7, 19.1) 6

0.50, 0.75, 1, 1.25 (12.7, 19.1, 25.4, 31.8) 2

1.00, 1.25, 1.50, 2.00, 2.50 (25.4, 31.8, 38.1, 50.8, 63.5) 1

1.00, 1.25, 1.50, 2.00, 2.50, 3.00 (25.4, 31.8, 38.1, 50.8, 63.5, 76.2) 1
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4.2 Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

Knockout Configurations and Dimensions for Catalog 
Numbers MBER48B200BTS and CMBER88B200BTS

Knockout Configurations and Dimensions for 
Catalog Numbers CMBXP200BTS, CMBXB200BTS, 
CMBX1212P200BTS and CMBX3242P200BTS, 
CMBX3242B200BTS, CMBX1212B200BTS

Surface Unit Knockout Configurations and Dimensions for 
MBE2040B200BTS, MBE2040B225BTS, MBE2040B200BTF 
and MBE2040B225BTF

Semi-Flush Stucco Unit Knockout Configurations and 
Dimensions for MBE2040B200BTS, MBE2040B225BTS, 
MBE2040B200BTF and MBE2040B225BTF

Knockout Configurations and Dimensions for Catalog 
Numbers MBT48B125BTS, MBT48B150BTS, MBT48B200BTS 
and MBT48P200BTS

4-15/16"

Top Surface

Bottom End

Mounting Surface

5-5/16"

Bottom

Top Surface

4-15/16"

5-5/16"
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4.2Metering Products

Meter Breakers

Approximate Dimensions in Inches (mm)

Knockouts for Non-EUSERC Units Catalog Numbers—
MBB150BTS, MBB200BTS, MBP200BTS, MB816P200BTS, 
MB816P200BTSCU, MB816P200BTSD, MB816B200BTS, 
MB816B200BTSCU, MB2040P200BTS, MB2040B200BTS, 
MBP200BTSD, MBP200SD, MB816P200STD, 
MB2040B150SD, MB2040B200SD and MB2040P200SD

Top Endwall (Surface)

Knockouts for Non-EUSERC Units Catalog Number—
CHMMB100BTS

Bottom Endwall

Knockouts for Non-EUSERC Units Catalog Numbers— 
CMB2424B200BTS, MBB150BTSCR, MBB200BTSCR, 
MBB150BTSC, MBB200BTSC and CMB2436B200BTS

Bottom Endwall

Knockouts for Non-EUSERC Units Catalog Numbers—
CHMMB150BTS and CHMMB200BTS

Bottom Endwall

Notes
1 For details regarding quantities, please contact the Technical Resource Center (TRC) 

at 1-877-ETN-CARE.
2 Use when DS H1 Type 1, 1.25 and 1.50-inch hubs are needed.

Hub Provision
Catalog Number Quantity

DS100H2 1

DS125H2 1

DS150H2 1

DS200H2 1

DS250H2 1

DS300H2 1

DS900AP (Adapter Plate) 2 1

Knockout Size 
Dimensions in Inches (mm) Quantity

0.31 (7.9) 1

0.50 (12.7) 1

0.50, 0.75, 1.00, 1.25, 1.50, 2.00, 2.50 (12.7, 19.1, 25.4, 31.8, 38.1, 50.8, 63.5) 2

1,00, 1.25, 1.50, 2.00, 2.50 (25.4, 31.8, 38.1, 50.8, 63.5) 1

Top Surface

Bottom

5.31
(134.9)

4.94
(125.4)

Bottom

4.94
(125.4)

Knockout Size 
Dimensions in Inches (mm) Quantity

0.31 (7.9) 3

0.50 (12.7) 3

0.50, 0.75 (12.7, 19.1) 2

0.75, 1.00 (12.7, 25.4) 1

1.25, 1.50, 2.00, 2.50 (19.1, 38.1, 50.8, 63.5) 2

1.50, 2.00, 2.50, 3.00 (38.1, 50.8, 63.5, 76.2) 1

Knockout Size 
Dimensions in Inches (mm) Quantity

0.31 (7.9) 1

0.50 (12.7) 1

0.50, 0.75, 1.00, 1.25, 1.50, 2.00, 2.50 (12.7, 19.1, 25.4, 31.8, 38.1, 50.8, 63.5) 2

1.00, 1.25, 1.50, 2.00, 2.50, 3.00 (25.4, 31.8, 38.1, 50.8, 63.5, 76.2) 1

Bottom

4.94
(125.4)

5.31
(134.9)

Top Surface (Catalog Numbers with SC and SCR Suffix Only)

Bottom

4.94
(125.4)




