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30.5 mm Corrosion Resistant Watertight/Oiltight
E34 Series, Catalog Number Structure

Catalog Number Structure
Table 47-313. Non-illuminated Pushbuttons Catalog Numbering System

� Add X at end of Catalog Number to receive parts assembled from factory.

Table 47-314. Illuminated and Non-illuminated Push-Pulls Catalog Numbering System

� Add X at end of Catalog Number to receive parts assembled from factory.

E 3 4 P B 1 – 1 �

Operator

PB =
EB =
LB =
JB =

EVB =
EHB =

Flush
Extended
40 mm Mushroom
65 mm Mushroom
1/2 Shroud Vertical Mount
1/2 Shroud Horizontal Mount

Button Color

1 =
2 =
3 =
4 =
7 =
5 =
6 =
8 =

Black
Red
Green
Yellow
Gray
White
Blue
Orange

Circuit

Blank =
1 =
2 =
3 =

51 =
53 =

Operator Only
1NO-1NC
2NO
2NC
1NC
1NO

E 3 4 G D B 6 3 M 2 – 1 �

Operator

GDB =
GEB =
GFB =
GHB =

2-Position Maintained
3-Position Mom Push-Mom Pull
3-Position MT Push-Mom-Pull
3-Position Mom Push-Mom Pull

Circuit

Blank =
1 =
2 =
3 =

51 =
53 =

Operator Only
1NO-1NC
2NO
2NC
1NC
1NO

Incandescent
Light Unit

LED
Light Unit

Blank =
89 =
63 =
64 =
65 =
82 =
66 =
67 =
68 =
69 =
70 =
79 =
83 =
80 =
81 =

Non-ill.
24V/XFR
120V/XFR
208V/XFR
240V/XFR
277V/XFR
380V/XFR
480V/XFR
600V/XFR
6V/FV
12V/FV
24V/FV
32V/FV
120V/RES
240V/RES

Blank =
89L =
63L =
64L =
65L =
82L =
66L =
67L =
68L =
97L =

Non-ill.
24V/XFR
120V/XFR
208V/XFR
240V/XFR
277V/XFR
380V/XFR
480V/XFR
600V/XFR
Full Voltage

LED Voltage

Blank =
Blank =

06 =
12 =
24 =
48 =
60 =
2A =
2D =

Non-ill.
Incand.
6V AC/DC
12V AC/DC
24V AC/DC
48V AC/DC
60V AC/DC
120V AC
120V DC

Non-illuminated Illuminated

Button Incandescent LED Lens Type

C1 =
C2 =

C2N8 =
C3 =
C6 =

– =
J2 =

J2N8 =
– =
– =

Black 40 mm
Red 40 mm
Red 40 mm – “E” STOP
Green 40 mm
Blue 40 mm
Black 65 mm
Red 65 mm
Red 65 mm – “E” STOP
Green 65 mm
Yellow 65 mm

M2 =
M2N8 =

M3 =
M6 =
M9 =
M5 =
M0 =

RD =
ED =
GD =
LD =
AD =
WD =

– =

Red 40 mm
Red 40 mm – “E” STOP
Green 40 mm
Blue 40 mm
Amber 40 mm
White 40 mm
Clear 40 mm
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30.5 mm Corrosion Resistant Watertight/Oiltight
E34 Series, Catalog Number Structure

Table 47-315. Illuminated Pushbuttons Catalog Numbering System

� Add X at end of Catalog Number to receive parts assembled from factory.

Table 47-316. Standard Indicating Lights, PresTest and Master Test Catalog Numbering System

� Add X at end of Catalog Number to receive parts assembled from factory.

E 3 4 X B 2 4 V 2 – 1 �

Circuit

Blank =
1 =
2 =
3 =

51 =
53 =

Operator Only
1NO-1NC
2NO
2NC
1NC
1NOIncandescent Light Unit LED Light Unit

024 =
120 =
240 =
277 =
380 =
480 =
600 =
06 =
12 =
24 =
32 =
48 =

120 =
240 =

24V/XFR
120V/XFR
240V/XFR
277V/XFR
380V/XFR
480V/XFR
600V/XFR
6V/FV
12V/FV
24V/FV
32V/FV
48V/FV
120V/RES
240V/RES

024L =
120L =
240L =
277L =
380L =
480L =
600L =
497L =

24V/XFR
120V/XFR
240V/XFR
277V/XFR
380V/XFR
480V/XFR
600V/XFR
Full Voltage

LED Voltage

Blank =
06 =
12 =
24 =

Incand.
6V AC/DC
12V AC/DC
24V AC/DC

48 =
60 =
2A =
2D =

48V AC/DC
60V AC/DC
120V AC
120V DC

Incandescent Lens Color LED Lens Color

V2 =
V3 =
V4 =
V5 =
V6 =
V9 =
V0 =

Red
Green
Yellow
White
Blue
Amber
Clear

RD =
GD =
YD =

WD =
LD =
AD =

Red
Green
Yellow
White
Blue
Amber

Light Unit Type

XB =
CB =
SB =

Transformer
Full Voltage
Resistor

E 3 4 F B 0 6 H 2  �

Light Unit Type

Standard – 
Incandescent

Standard – 
LED

TB120 =
TB240 =
TB277 =
TB380 =
TB480 =
TB600 =

FB06 =
FB12 =
FB24 =
FB32 =
FB48 =

RB120 =
RB240 =
NB120 =
NB240 =

120V/XFR
240V/XFR
277V/XFR
380V/XFR
480V/XFR
600V/XFR
6V/FV
12V/FV
24V/FV
32V/FV
48V/FV
120V/RES
240V/RES
120V/Neon
240V/Neon

TB120L =
TB240L =
TB277L =
TB380L =
TB480L =
TB600L =
FB197L =

120V/XFR
240V/XFR
277V/XFR
380V/XFR
480V/XFR
600V/XFR
Full Voltage

PresTest – LED

TPB120L =
TPB240L =
TPB380L =
TPB480L =
TPB600L =
FPB297L =

120V/XFR
240V/XFR
380V/XFR
480V/XFR
600V/XFR
Full Voltage

PresTest – Incandescent

TPB120 =
TPB240 =
TPB380 =
TPB480 =
TPB600 =

FPB06 =
FPB12 =
FPB24 =
FPB32 =
FPB48 =

RPB120 =
RPB240 =

120V/XFR
240V/XFR
380V/XFR
480V/XFR
600V/XFR
6V/FV
12V/FV
24V/FV
32V/FV
48V/FV
120V/RES
240V/RES

LED Voltage

Blank =
06 =
12 =
24 =
48 =
60 =
2A =
2D =

Incand.
6V AC/DC
12V AC/DC
24V AC/DC
48V AC/DC
60V AC/DC
120V AC
120V DC

Plastic Glass Lens Color Plastic Glass Lens Color

Standard/Master – Incandescent Standard/Master/PresTest – LED

H2 =
H3 =
H4 =
H5 =
H6 =
H9 =
H0 =

G2 =
G3 =
G4 =
G5 =
G6 =
G9 =
G0 =

Red
Green
Yellow
White
Blue
Amber
Clear

RP =
GP =
YP =

WP =
LP =
AP =

RG =
GG =
YG =

WG =
LG =
AG =

Red
Green
Yellow
White
Blue
Amber

PresTest – Incandescent

V2 =
V3 =
V4 =
V5 =
V6 =
V9 =
V0 =

P2 =
P3 =
P4 =
P5 =
P6 =
P9 =
P0 =

Red
Green
Yellow
White
Blue
Amber
Clear
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30.5 mm Corrosion Resistant Watertight/Oiltight
E34 Series, Assembled Devices — Push-Pull Units

Push-Pull Units
■ Two- and Three-Position
■ Non-illuminated

Table 47-269. 2-Position Push-Pull Units Non-illuminated — UL (NEMA) Type 3, 3R, 4, 4X, 12, 13

� X = closed circuit, O = open circuit.
� To order different type or color buttons, substitute the underlined characters with appropriate Suffix Code from the table below. 

Example: E34GDBC6-1X.

Table 47-270. 3-Position Push-Pull Units Non-illuminated — UL (NEMA) Type 3, 3R, 4, 4X, 12, 13

� X = closed circuit, O = open circuit.
� To order different type or color buttons, substitute the underlined characters with appropriate Suffix Code from the Button and Color Selection Table 

below. Example: E34GDBC6-1X.

Table 47-271. Button and Color Selection Table

� Anodized aluminum may not be suitable for use on some corrosive applications.

Note: Use NEMA 4X 10250T operators where exposed to ultraviolet light, see Pages 47-115 – 47-165.

Operator Position � Button Type/Color � Push-Pull Contact Type Mounting Location

Pull Push Catalog 
Number

Price
U.S. $

A B

Maintained Push, Maintained Pull

O
X

X
O

40 mm/Red

40 mm Engraved
EMERGENCY STOP/Red

65 mm Alum. Engraved
EMERGENCY STOP/Red

E34GDBC2-1X

E34GDBC2N8-1X

E34GDBJ2N8-1X

1NO

1NC

Operator Position � Button Type/Color � Push-Pull Contact Type Mounting Location

Pull Intermediate Push Catalog
Number

Price
U.S. $

A B

Maintained Push, Momentary Pull

X
X

O
X

O
O

40 mm/ Black

40 mm/Red

40 mm Engraved
EMERGENCY STOP/Red

E34GFBC1-3X

E34GFBC2-3X

E34GFBC2N8-3X

1NC

1NC

Momentary Push, Momentary Pull

X
X

O
X

O
O

40 mm/Black

40 mm/Red

E34GEBC1-3X

E34GEBC2-3X

1NC

1NC

O
X

O
O

X
O

40 mm/Black

40 mm/Red

E34GHBC1-1X

E34GHBC2-1X

1NO

1NC

Standard — 40 mm Color Suffix
Code

Catalog
Number

Price
U.S. $

Jumbo Mushroom Head �

(Anodized) Aluminum — 65 mm
Color Suffix

Code
Catalog
Number

Price
U.S. $

Black
Red
Red (EMERG. STOP)
Green
Blue

C1
C2
C2N8
C3
C6

E34C1
E34C2
E34C2N8
E34C3
E34C6

Red
Red (EMER. STOP)

J2
J2N8

E34J2
E34J2N8

Accessories . . . . . . . . . . . . .  Pages 47-187 – 47-188
Dimensions. . . . . . . . . . . . . .  Page 47-191
Enclosures . . . . . . . . . . . . . .  Pages 47-185 – 47-186
Legend Plates  . . . . . . . . . . .  Page 47-184
Discount Symbol . . . . . . . . .  1CD1C
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30.5 mm Corrosion Resistant Watertight/Oiltight
E34 Series, Assembled Devices — Illuminated Push-Pull Units

Illuminated Push-Pull Units
■ Two-Position Maintained
■ Illuminated

Table 47-272. 2-Position Illuminated Maintained Push, Maintained Pull — UL (NEMA) Type 3, 3R, 4, 4X, 12, 13

� X = closed circuit, O = open circuit.
� To order different type or color lens, substitute the underlined characters with appropriate Suffix Code from Lens and Color Selection Table below. 

Example: E34GDB79 M3-1X. For LEDs with different voltages see ordering example on Page 47-176.

Table 47-273. Lens and Color Selection Table

Note: Use NEMA 4X 10250T operators where exposed to ultraviolet light, see 
Pages 47-115 – 47-165.

Illuminated 
Push-Pull Unit

Operator Position � Lamp Type Voltage Red Standard Push-Pull � Contact
Type

Mounting Location LED/Lamp
NumberMaintained — Pull Maintained — Push Catalog 

Number
Price
U.S. $

A B

O
X

X
O

LED Full Voltage 24V AC/DC E34GDB97LRD24-1X

1NO

1NC

Bayonet
Base120V AC/DC E34GDB97LRD2A-1X

Transformer 24V AC E34GDB89LRD06-1X

120V AC E34GDB63LRD06-1X

O
X

X
O

Incan-
descent

Full Voltage 24V AC/DC E34GDB79M2-1X

1NO

1NC

#757

Resistor 120V AC/DC E34GDB80M2-1X 120MB

Transformer 24V AC E34GDB89M2-1X #755

120V AC E34GDB63M2-1X

Type Color Incand.
Suffix Code

LED
Suffix Code

Catalog
Number

Price
U.S. $

Standard Red
Red (EMER. STOP)
Green
Blue
Amber
White
Clear

M2
M2N8
M3
M6
M9
M5
M0

RD
ED
GD
LD
AD
WD
CD

E34M2
E34M2N8
E34M3
E34M6
E34M9
E34M5
E34M0

Accessories . . . . . . . . . . . .  Pages 47-187 – 47-188
Additional Light Units . . . .  Page 47-176
Dimensions . . . . . . . . . . . . .  Page 47-191
Enclosures  . . . . . . . . . . . . .  Pages 47-185 – 47-186
Legend Plates. . . . . . . . . . .  Page 47-184
Replacement 

Lamps/LEDs . . . . . . . . . . Page 47-157
Discount Symbol . . . . . . . .  1CD1C



March 2008

CA08102001E For more information visit: www.eaton.com

47-173Pushbuttons & Indicating Lights

47

30.5 mm Corrosion Resistant Watertight/Oiltight
E34 Series, Assembled Devices — Illuminated Push-Pull Units

Illuminated Push-Pull Units 
(Continued)
■ Three-Position Momentary
■ Illuminated

Table 47-274. 3-Position Illuminated Momentary Push, Momentary Pull — UL (NEMA) Type 3, 3R, 4, 4X, 12, 13

� X = closed circuit, O = open circuit.
� To order different type or color lens, substitute the underlined characters with appropriate Suffix Code from Lens and Color Selection Table on the bottom 

of Page 47-172. Example: E34GEB79M3-3X. For LEDs with different voltages see ordering example on Page 47-176.

Note: Use NEMA 4X 10250T operators where exposed to ultraviolet light, see Pages 47-115 – 47-165.

Illuminated 
Push-Pull Unit

Operator Position � Lamp Type Voltage Red Standard 
Push-Pull �

Contact 
Type

Mounting 
Location 

LED/Lamp
Number

Momentary — 
Pull

Maintained —
Intermediate

Momentary — 
Push

Catalog 
Number

Price
U.S. $

A B

O
X

O
O

X
O

LED Full 
Voltage

24V AC/DC E34GHB97LRD24-1X

1NO

1NC

Bayonet
Base

120V AC E34GHB97LRD2A-1X

Trans-
former

24V AC E34GHB89LRD06-1X

120V AC E34GHB63LRD06-1X

X
X

O
X

O
O

Full 
Voltage

24V AC/DC E34GEB97LRD24-3X

1NC

1NC

Bayonet
Base

120V AC E34GEB97LRD2A-3X

Trans-
former

24V AC E34GEB89LRD06-3X

120V AC E34GEB63LRD06-3X

O
X

O
O

X
O

Incan-
descent

Full 
Voltage

24V AC/DC E34GHB79M2-1X

1NO

1NC

#757

Resistor 120V AC E34GHB80M2-1X 120MB

Trans-
former

24V AC E34GHB89M2-1X #755

120V AC E34GHB63M2-1X

X
X

O
X

O
O

Full 
Voltage

24V AC/DC E34GEB79M2-3X

1NC

1NC

#757

Resistor 120V AC E34GEB80M2-3X 120MB

Trans-
former

24V AC E34GEB89M2-3X #755

120V AC E34GEB63M2-3X

Accessories . . . . . . . . . . . . .  Pages 47-187 – 47-188
Additional Light Units . . . . .  Page 47-176
Dimensions. . . . . . . . . . . . . .  Page 47-191
Enclosures . . . . . . . . . . . . . .  Pages 47-185 – 47-186
Legend Plates  . . . . . . . . . . .  Page 47-184
Replacement 

Lamps/LEDs . . . . . . . . . . .  Page 47-157
Discount Symbol . . . . . . . . .  1CD1C
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Illuminated Push-Pull Units
(Continued)
■ Three-Position — Maintained Push, 

Momentary Pull
■ Illuminated

Table 47-275. 3-Position Illuminated Maintained Push, Momentary Pull — UL (NEMA) Type 3, 3R, 4, 4X, 12, 13

� X = closed circuit, O = open circuit.
� To order different type or color lens, substitute the underlined characters with appropriate Suffix Code from table on the bottom of Page 47-172. 

Example: E34GFB79M3-3X. For LEDs with different voltages see ordering example on Page 47-176.

Potentiometers
Table 47-276. Potentiometer with Knob and Standard Dial Plate — Linear Type ±10% — UL (NEMA) Type 3, 3R, 4, 4X, 12, 13

� Large dial plate with space for legend is available at no charge. To order, add Suffix 36 to Catalog Number. Example: E34PDB1F136. To order separately, 
see footnote � below.

� Large dial plate has space at top for 15 letters. 3/32 inch high. For custom stamped legend plates, order legend plate as separate item 10250TR30 and 
specify stamping.

� For use with commercially purchased potentiometers having shaft dimensions per dimension drawing on Page 47-161.

Note: Use NEMA 4X 10250T operators where exposed to ultraviolet light, see Pages 47-115 – 47-165.

Illuminated 
Push-Pull Unit

Operator Position � Lamp Type Voltage Red Standard 
Push-Pull �

Contact 
Type

Mounting Location LED/Lamp
Number

Momentary — 
Pull

Maintained —
Intermediate

Maintained — 
Push

Catalog 
Number

Price
U.S. $

A B

X
X

O
X

O
O

LED Full 
Voltage

24V AC/DC E34GFB97LRD24-3X

1NC

1NC

Bayonet
Base120V AC E34GFB97LRD2A-3X

Trans-
former

24V AC E34GFB89LRD06-3X

120V AC E34GFB63LRD06-3X

X
X

O
X

O
O

Incan-
descent

Full 
Voltage

24V AC/DC E34GFB79M2-3X

1NC

1NC

#757

Resistor 120V AC E34GFB80M2-3X 120MB

Trans-
former

24V AC E34GFB89M2-3X #755

120V AC E34GFB63M2-3X

Vertical or Horizontal
One-Hole Mounting

Potentiometer
Ohms

2 Watt (60V Max.) Single 
Potentiometer with Standard 
Aluminum Dial Plate ��

Dimensions in Inches (mm)

Catalog 
Number

Price
U.S. $

1000
2500
5000

10000
25000
50000

E34PDB1F1
E34PDB1F2
E34PDB1F5
E34PDB1F10
E34PDB1F25
E34PDB1F50

Operator Only � E34PDB1A0

Alternative – Black Plastic Large 
Legend with Standard Markings

E34LP99

With Standard 
Aluminum Dial Plate

Potentiometer

1.88
(47.8)

1.31
(33.3)1.09

(27.7) 1.0
(25.4)

0.75
(19.1)

0.94
(23.9)

0.94
(23.9)

0.94
(23.9)

Std. Dial Plate

Large Dial Plate

Accessories . . . . . . . . . . . .  Pages 47-187 – 47-188
Additional Light Units . . . .  Page 47-176
Dimensions . . . . . . . . . . . . .  Page 47-191
Enclosures  . . . . . . . . . . . . .  Pages 47-185 – 47-186
Legend Plates. . . . . . . . . . .  Page 47-184
Replacement 

Lamps/LEDs . . . . . . . . . .  Page 47-157
Discount Symbol . . . . . . . .  1CD1C
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