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Catalog Number Structure
For deciphering Catalog Numbers. Not all combinations are suitable for ordering.

Table 47-346. HT800 Catalog Numbering System for Pushbuttons, Push-Pulls and Indicating Lights 

� Maximum of (4) contact blocks per side or a total of (8) contact blocks recommended. 

Table 47-347. HT800 Selector Switch Catalog Numbering System 

� Maximum of (2) contact blocks per side or a total of (4) contacts blocks recommended. 
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Button Color

G = Green
H = Black
R = Red

Lens Color

A = Amber/Orange
B = Blue
C = Clear
G = Green
R = Red
W = White
Y = Yellow

Style

Pushbuttons
AA = Flush
AB = Extended
AE = Mushroomhead

Illuminated Pushbuttons
GB = Illuminated PB

Push-Pull Operators
CB = 2-Position, Maintained

Indicating Lights
HF = Full Voltage/Resistor Type
HB = Transformer Type

Push-to-Test Operators
GT = All Types

Light Unit Type/Voltage

F3 = 24V FV, LED
F7 = 120V FV, LED
L1 = 120V Transformer, LED
T1 = 120V Transformer, Incand.
V3 = 24V FV, Incand.
V7 = 120V Res., Incand.
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Switch Color

H = Black

Style

Selector Switches
JA = 2-Pos., Knob, Maint.
JB = 3-Pos., Knob, Maint.
JC = 4-Pos., Knob, Maint.
JD = 2-Pos., Lever, Maint.
JE = 3-Pos., Lever, Maint.
JF = 4-Pos., Lever, Maint.
JK = 2-Pos., Knob, Spr. Rtn., Left
JL = 2-Pos., Lever, Spr. Rtn., Left
JN = 2-Pos., Knob, Spr. Rtn., Right
JP = 2-Pos., Lever, Spr. Rtn., Right
JR = 3-Pos., Knob, Spr. Rtn., Left
JS = 3-Pos., Lever, Spr. Rtn., Left
JU = 3-Pos., Knob, Spr. Rtn., Right
JV = 3-Pos., Lever, Spr. Rtn., Right
JX = 3-Pos., Knob, Spr. Rtn., Both
JY = 3-Pos., Lever, Spr. Rtn., Both
LN = 4-Pos., Knob, Spr. Rtn., Pos 1 to 2
LP = 4-Pos., Lever, Spr. Rtn., Pos 1 to 2
LR = 4-Pos., Knob, Spr. Rtn., Pos 4 to 3
LS = 4-Pos., Lever, Spr. Rtn., Pos 4 to 3
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Cam Location/Type

1D – For all 3-Pos.
3A – For all 2-Pos.
8E – For all 4-Pos.



March 2008

47-200

CA08102001E

Pushbuttons & Indicating Lights

47

30.5 mm Watertight/Oiltight
HT800 Series, Indicating Light Units

Indicating Light Units
■ Incandescent or LED
■ Full Voltage or Transformer Type
■ Standard and PresTest Types
■ 24V and 120V

PresTest — This device incorporates a 
press-to-test feature whereby depress-
ing the lens disconnects the light from 
the source being monitored and con-
nects the lamp to a continuously ener-
gized circuit for immediate detection 
of faulty lamps. Table 47-324. Indicating Light Units — UL (NEMA) Type 3, 3R, 4, 4X, 12 and 13

� Light unit base operator without lens or bulb. 

Indicating Light Unit
Cat. No. HT8HFRV7

PresTest Light Unit
Cat. No. HT8GTRV7

Type Volts Lens
Color

Indicating Light PresTest

Catalog
Number

Price
U.S. $

Catalog
Number

Price
U.S. $

Incandescent
Full
Voltage

120V
AC/DC

No Lens �
Red
Green
Amber
Clear
White
Yellow
Blue

HT8HFFV
HT8HFRV7
HT8HFGV7
HT8HFAV7
HT8HFCV7
HT8HFWV7
HT8HFYV7
HT8HFBV7

HT8GTFV
HT8GTRV7
HT8GTGV7
HT8GTAV7
HT8GTCV7
HT8GTWV7
HT8GTYV7
HT8GTBV7

24V
AC/DC

No Lens �
Red
Green
Amber
Clear
White
Yellow
Blue

HT8HFFV
HT8HFRV3
HT8HFGV3
HT8HFAV3
HT8HFCV3
HT8HFWV3
HT8HFYV3
HT8HFBV3

HT8GTFV
HT8GTRV3
HT8GTGV3
HT8GTAV3
HT8GTCV3
HT8GTWV3
HT8GTYV3
HT8GTBV3

Transformer 120V AC
50/60 Hz

No Lens �
Red
Green
Amber
Clear
White
Yellow
Blue

HT8HBT1
HT8HBRT1
HT8HBGT1
HT8HBAT1
HT8HBCT1
HT8HBWT1
HT8HBYT1
HT8HBBT1

HT8GTT1
HT8GTRT1
HT8GTGT1
HT8GTAT1
HT8GTCT1
HT8GTWT1
HT8GTYT1
HT8GTBT1

LED
Full
Voltage

120V
AC/DC

No Lens �
Red
Green
Amber
Clear
White
Yellow
Blue

HT8HFFV
HT8HFRF7
HT8HFGF7
HT8HFAF7
HT8HFCF7
HT8HFWF7
HT8HFYF7
HT8HFBF7

HT8GTFV
HT8GTRF7
HT8GTGF7
HT8GTAF7
HT8GTCF7
HT8GTWF7
HT8GTYF7
HT8GTBF7

24V
AC/DC

No Lens �
Red
Green
Amber
Clear
White
Yellow
Blue

HT8HFFV
HT8HFRF3
HT8HFGF3
HT8HFAF3
HT8HFCF3
HT8HFWF3
HT8HFYF3
HT8HFBF3

HT8GTFV
HT8GTRF3
HT8GTGF3
HT8GTAF3
HT8GTCF3
HT8GTWF3
HT8GTYF3
HT8GTBF3

Transformer 120V AC
50/60 Hz

No Lens �
Red
Green
Amber
Clear
White
Yellow
Blue

HT8HBT1
HT8HBRL1
HT8HBGL1
HT8HBAL1
HT8HBCL1
HT8HBWL1
HT8HBYL1
HT8HBBL1

HT8GTT1
HT8GTRL1
HT8GTGL1
HT8GTAL1
HT8GTCL1
HT8GTWL1
HT8GTYL1
HT8GTBL1
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