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E49 DIN Limit Switches are designed
to International standards. The com-
ponents are modular in construction,
provide application flexibility, rapid
assembly and lowered inventory

Miniature, Nonmetallic Limit Switches Feature Modular Design
and Positive Opening N.C. Contacts for Reliable Sensing
in Space-Restrictive Light Industrial Applications

Modular
Construction

Six Different Head Designs for
Use in a Variety of Applications

Bayonet Mounted
Heads Can Be
Oriented in Four

Provides Flexibility
and Inventory
Cost Savings

Paositions

costs. Positive opening normally
closed contacts, fingerproof wire-
ready terminals, double insulated
nylon housing, stainless steel hard-
ware and environmental ratings to
NEMA 4, 4X, 6P, 13 — |P65/IP67 make
E49 the choice in many packaging,

Choose from
1/2" NPT or
20 mm
Conduit Entry

material handling, conveying, sorting Minia.ture .
and counting, positioning and end-of- Housing Size
travel applications. Fits into
Tight Spaces
Ratings and Approvals
B UL Listed
@ CSA Certified
B |[EC 947-5-1
 VDE 0660 Product Features
m CENELEC — EN50047 @ Nonmetallic housing with stainless steel hardware is ideal for corrosive
m NEMA A600 (AC15) environments
# NEMA BR300 (DC13) B “Fingerproof” terminals and double insulated enclosures protect against
& Direct opening N.C. contacts S accidental shock

Double insulated enclosure @ B Generouﬁs wm.ng space speeds ln'sta.llatlon _

m Electronically isolated contacts eliminate polarity restrictions for electrical
C € loads

m Positive opening N.C. contacts improve reliability by positively breaking

the N.C. contacts during operation, eliminating light welding/sticking
conditions

For the most current information
on this produet, visit our web site at:
www.sensingsolutions.com

For Customer Service in the U.S. call 1-800-356-1243,
in Canada call 1-800-268-3578.

For Application Assistance in the U.S. and Canada
call 1-800-426-9184.
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Model Selection — Miniature Limit Switches

Operating Head Type Specifications Catalog Numbers ©®
Travel to Travel to Travel to Total Trave! | Forceto Minimum Operating | Assembled Unit (Switch Body and Head)
Operate Operate Pos. | Reset Operate Return Head
Contacts Break N.C. | Contacts Csntacts Force Only 1N.0-1N.C. 2N.0. Contacts | ZN.C. Contacts
Contacts (Maximum) Contacts
Roller Lever 30° 38° 17.5° 65° 0.98in-lb 0.21in-lb | E49AP7 | E49ST1AP7 E49872AP7 E49S70AP7
Top 0.14in 0.17in 0.04in 0.24in 301b 1811 E49BP7 | E49S71BP7 E49S72BP7 E49S70BP7
Push (3.6 mm) (4.3 mm) {1.0 mm) (6.1 mm)
Top 0.14in 0.171in 0.041in 0.24in 311b 1.811b E49CP7 | E49S71CP7 E49872CP7 E49S70CP7
Push {3.6 mm) (4.3 mm) {1.0 mm} {6.1 mm)}
Roller
Rod Lever 30° 38° 17.5° 65° 0.98 in-lb 0.21in-lb | E49DP7 | E49S71DP7 E49S72DP7 E49S70DP7
Offset 0.131in 0.16in 0.08in 0.30in 1.11b 1110 E49EP7 | EA9STIEPT E49S72EP7 E49ST70EP7
Roller {3.3 mm} 4.1 mm) (2.0 mm) (7.6 mm)
Lever
Adjustable 30° 38° 17.5° 65° 0.98 in-lb 0.21in-Ib | E49UP7 | E49S71UP7 E498720P7 E49570UP7
Roller Lever
© /2" NPT conduit entry (bottom) supplied as standard. Catalog Number — Switch Body Only®|  E49S71 E49S872 E49S70
To order optional metric conduit thread (Pg13.5/M20x1.5),
add Suffix 20 listed Catalog Number — no change in price. ¢ ° " bt 12
Example: E49S71AP720 BA-18 No | 1B A4 yg| —iy— NC
1 1 )
23 22|28 524 121 1 22
IN.O.-IN.C. | 2N.O. 2N.C.
Contacts Contacts Contacts
Isolated Contacts — No Polarity Restriction
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Specifications
Mechanical Life 10,000,000 operations minimum
Electrical Life 500,000 operations minimum
Ambient Temperature
Operating -10° to 169°F {-20° to 70°C)
Storage -29° to 176°F (-30° to 80°C)
Enclosure Ratings NEMA 1, 2,3, 4, 4X, 6, 6P, 12, 13, IP65/1P67
Housing Material Nylon with stainless steel hardware
Ratings — Isolated Contacts, No Polarity Restriction
NEMA AG00 {AC15) 50 or 60 Hz NEMA R300 (DC13)
Rated Current Voltamperes Rated Current
Voltage Conti | Make [ Break Make [ Break Voltage
24V AC 10A 60A 6.0A 7200 VA 720VA § 24VDC 1.54
120V AC 10A 60A 6.0A 7200 VA 720 VA | 120vDC 0.22A
240V AC 10A 30A 3.0A 7200 VA 720 VA | 240V DC 0.11A
480V AC 10A 15A 1.5A 7200 VA 720 VA
600V AC 10A 12A 1.2A 7200 VA 720 VA
Approximate Dimensions in mm
Switch Body E49UP7 Adjustable
with E49BP7 Roller Lever Head

Top Push Head .
1
o

E
|
!
|

Y

20 HHe—=dH1) 14,51 J

2 .
2ihall 25

1) 2 NPT 1/2" - 14 Cable Entry

E43AP7 Roller E49CP7 Top Push
Lever Head Roller Head

E49DP7 Rod
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