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1.1
IEC Contactors and Starters

XT  IEC Power Control

Catalog Number Selection

XTSE Contactors

Product Selection

XTSE Safety Relay

XTSE Safety Contactor

Note
1   1NO and 1NC electronic compatible.

Conventional 
Thermal Current

Rated Operational Current Coil Voltage
AC-15 le (A) 110 V, 50 Hz; 120 V, 60 Hz 24 Vdc

lth (A) 220–240 V 380–415 V 500 V Auxiliary Contacts Catalog Number Catalog Number

16 6 4 1.5 4NO, 4NC XTSRE10B44A XTSRE10B44TD

16 6 4 1.5 3NO, 3NC+1NO, 1NC 1 XTSRE10BE44A XTSRE10BE44TD

Coil Voltage
Horsepower Rating (hp), Three-Phase 110 V, 50 Hz; 120 V, 60 Hz 24 Vdc
200/208 V 230/240 V 460/480 V 575/600 V Auxiliary Contacts Catalog Number Catalog Number

1-1/2 2 3 5 2NO, 3NC XTSE007B23A XTSE007B23TD

3 3 5 7-1/2 2NO, 3NC XTSE009B23A XTSE009B23TD

3 3 10 10 2NO, 3NC XTSE012B23A XTSE012B23TD

1-1/2 2 3 5 1NO, 2NC+1NO, 1NC 1 XTSE007BE23A XTSE007BE23TD

3 3 5 7-1/2 1NO, 2NC+1NO, 1NC 1 XTSE009BE23A XTSE009BE23TD

3 3 10 10 1NO, 2NC+1NO, 1NC 1 XTSE012BE23A XTSE012BE23TD

5 7-1/2 10 15 2NO, 3NC XTSE018C23A XTSE018C23TD

7-1/2 7-1/2 15 20 2NO, 3NC XTSE025C23A XTSE025C23TD

10 10 20 25 2NO, 3NC XTSE032C23A XTSE032C23TD

5 7-1/2 10 15 1NO, 2NC+1NO, 1NC 1 XTSE018CE23A XTSE018CE23TD

7-1/2 7-1/2 15 20 1NO, 2NC+1NO, 1NC 1 XTSE025CE23A XTSE025CE23TD

10 10 20 25 1NO, 2NC+1NO, 1NC 1 XTSE032CE23A XTSE032CE23TD

10 15 30 40 2NO, 2NC XTSE040D22A XTSE040D22TD

15 20 40 50 2NO, 2NC XTSE050D22A XTSE050D22TD

20 25 40 60 2NO, 2NC XTSE065D22A XTSE065D22TD

25 30 60 75 2NO, 2NC XTSE080F22A XTSE080F22TD

25 40 75 100 2NO, 2NC XTSE095F22A XTSE095F22TD

40 50 100 125 2NO, 2NC XTSE115G22A XTSE115G22TD

40 60 125 125 2NO, 2NC XTSE150G22A XTSE150G22TD

Type
SE = Three-pole FVNR 

IEC safety contactor
SRE = Auxiliary IEC safety

contactor relay

Designation
XT = XT line of IEC control

Frame Size Designation
B = 45 mm
C = 45 mm
D = 55 mm
F = 90 mm
G = 90 mm
BE = 45 mm electronic compatible 

auxiliary contact
CE = 45 mm electronic compatible 

auxiliary contact

Current Ratings, AC-3
007 = 7 A
009 = 9 A
012 = 12 A
018 = 18 A
025 = 25 A
032 = 32 A
040 = 40 A

050 = 50 A
065 = 65 A
080 = 80 A
095 = 95 A
115 = 115 A
150 = 150 A

Built-In Auxiliary Contact
22 = 2NO–2NC
23 = 2NO–3NC
44 = 4NO–4NC

Coil Codes
A = 110 V, 50 Hz; 120 V, 60 Hz
TD = 24 Vdc

XT SE 007 B 22 TD

XTSRE10B_

XTSE_B_

XTSE_C_

XTSE_D_

XTSE_F_




