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Starters — Non-reversing and Reversing
Dimensions and Shipping Weights
Not to be used for construction purposes unless approved.
Table 10. Open Non-reversing Starters Dimensions
NEMA | No. Fig. | Mounting Dimensions in Inches (mm) Weight,
Size of Screws Lbs. (kg)
Poles No. [Size |A  [B [c o [ TF [e [ v [k Tt [m
00,0,1 [2,3 |A |3 #10 3.31 6.42 4.61 6.00 [1.88 |1.66 23 | — .39 .59 4.48 27 | 350
(84.1) (163.1) | (117.1) | (152.4) | (47.8) | (42.2) |(5.8) (9.9) |(15.0) |(113.8) |(6.9) | (15.9)
2 2,3 |A |3 #10 3.31 7.7 4.94 675 |1.88 |1.66 23 |[— 41 77 453 27 | 430
(84.1) | (182.1) | (125.5) | (171.5) |(47.8) |(42.2) |(5.8) (10.4) |(19.6) |[(115.1) | (6.9) | (19.5)
3,4 2,3 |A |3 1/4in. | 4.63 9.94 6.75 9.25 |2.88 .94 38 [— .55 .80 6.36 27 [ 115.0
(117.6) |(252.5) |(171.5) |(235.0) | (73.2) | (23.9) |(9.7) (14.0) [(20.3) |(161.5) |(6.9) | (52.2)
5 3 B |4 3/8in. | 7.59 |[16.22 7.75 |11.00 |275 |[3.81 269 |[242 |.33 .33 7.00 27 | 29.0
(192.8) |(412.0) |(196.9) |(279.4) | (69.9) |(96.8) |(68.3) |(61.5) |(8.4) |(8.4) (177.8) | (6.9) | (13.2)
6 3 c |4 3/8in. | 9.25 |23.50 950 |11.00 |2.75 |[4.81 275 |3.06 |— 6.50 8.44 27 | 55.0
(235.0) | (596.9) |(241.3) |(279.4) |(69.9) |(122.2) |(69.9) |(77.7) (165.1) | (214.4) | (6.9) | (25.0)
7 3 [CEN [ORN (O] 37.88 2150 |11.75 |— — — — — — — — — | =
(962.2) | (546.1) | (298.5)
8 3 o o |¥ 37.88 [2150 [11.75 |— — — — — — — — - =
(962.2) |(546.1) |(298.5)
9 3 @
@ Refer to factory.
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Figure 3. Open Non-reversing Starters Dimensions

For more information visit: www.EatonElectrical.com CA03303001E



