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1.7 Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Dimensions
Approximate Dimensions in Inches (mm)

Mechanically Interlocked Pushbutton Operators

Lockout Pushbutton Operator Padlockable 
in the Down Position

Lockout Pushbutton Operator Padlockable 
in the Up Position—Mushroom Head

Lockout Pushbutton Operator Padlockable 
in the Up Position—Jumbo Mushroom Head

Potentiometer

Two-Position Joystick Operator

Four-Position Joystick Operator

0.89
(22.6)

Adjustable

0.88 (22.4)
for Each

Additional
Contact Block 1.07

(27.2)

1.62 (41.1)
Min.

2.5 (63.5)
Max.

2.03
(51.6)

2.0
(50.8)

1.09
(27.7)

1.13
(28.7)

1.78
(45.2)

1.5
(38.1)

1.63
(41.4)

2.5 (63.5)
2.0 (50.8)

1.75
(44.5)

2.5 (63.5)

2.31
(58.7)

2.38
(60.5)

1.75
(44.5)

Potentiometer A B C

2 watt single 1.31 (33.3) 0.94 (23.9) 0.94 (23.9)

25 watt—up to 25 mohms 2.38 (60.5) 1.19 (30.2) 0.81 (20.6)

50 mohms 2.56 (65) 1.69 (42.9) 1.25 (31.8)

1.88
(47.8)

1.31
(33.3)1.09

(27.7) 1.0
(25.4)

0.75
(19.1)

0.94
(23.9)

0.94
(23.9)

0.94
(23.9)

Std. Dial Plate

Large Dial Plate

2.06
(52.3) 2.5 (63.5)

main.

2.2 (55.9)
mom.

2.13
(54.1)

1.25
(31.8)

3.88
(98.6)

0.89
(22.6)

0.88 (22.4)
per Block

0.06 (1.5) to
0.26 (6.6)
Panel Thickness

Contact
Block

4.0
(101.6)

1.88
(47.8)

3.75
(95.3)

1.25
(31.8)

1.19
(30.2)0.88 (22.4)

Per Unit




