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Technical Data and Specifications

Dimensions
Table 8-26. General-Duty, Plug Fuse, 120, 120/240 Volt, 1-, 2-Pole Solid Neutral, Single Throw

Table 8-27. General-Duty, Non-Fusible, 240 Volt, 3-Pole, Single Throw

Note: Dimensions are for estimating purposes only.

Table 8-28. General-Duty, Fusible, 240 Volt, 3-Pole Solid Neutral, Single Throw

Note: Dimensions are for estimating purposes only.

Ampere 

Rating

NEMA 1

Dimensions in Inches (mm)

Height Width Depth

  30 6.88 (174.8) 4.94 (125.5) 3.44 (87.4)

Ampere

Rating

NEMA 1 NEMA 3R

Dimensions in Inches (mm) Weight

Lbs (kg)

Dimensions in Inches (mm) Weight

Lbs (kg)Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

  30  6.38
(162.1)

10.69
(271.5)

6.88
(174.8)

3.75
(95.2)

6
(2.724)

6.38
(162.1)

10.81
(274.6)

6.88
(174.8)

3.75
(95.2)

6
(2.724)

  60 8.69
(220.7)

14.19
(360.4)

7.38
(187.5)

4.21
(106.9)

9
(4.086)

8.69
(220.7)

14.38
(365.3)

7.38
(187.5)

4.21
(106.9)

9
(4.086)

100 9.13
(231.9)

18.81
(477.8)

7.38
(187.5)

4.23
(107.4)

12
(5.448)

9.13
(231.9)

19.25
(489.0)

7.38
(187.5)

4.23
(107.4)

12
(5.448)

200 16.00
(406.4)

25.25
(641.4)

11.25
(285.8)

6.14
(156.0)

48
(21.792)

16.00
(406.4)

25.50
(647.7)

11.25
(285.8)

6.14
(156.0)

55
(24.97)

400 23.00
(584.2)

44.75
(1136.7)

12.63
(320.8)

7.27
(184.7)

100
(45.4)

23.00
(584.2)

45.19
(1147.8)

12.63
(320.8)

7.27
(184.7)

105
(47.67)

600 24.00
(609.6)

52.25
(1327.2)

14.25
(362.0)

8.95
(227.3)

130
(59.02)

24.00
(609.6)

52.70
(1338.6)

14.25
(362.0)

8.95
(227.3)

135
(61.29)

Ampere

Rating

NEMA 1 NEMA 3R

Dimensions in Inches (mm) Weight

Lbs (kg)

Dimensions in Inches (mm) Weight

Lbs (kg)Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

  30 6.38
(162.1)

10.69
(271.5)

6.88
(174.8)

3.75
(95.2)

6
(2.724)

6.38
(162.1)

10.81
(274.6)

6.88
(174.8)

3.75
(95.2)

6
(2.724)

  60 8.69
(220.7)

14.19
(360.4)

7.38
(187.5)

4.21
(106.9)

10
(4.54)

8.69
(220.7)

14.38
(365.3)

7.38
(187.5)

4.21
(106.9)

10
(4.54)

100 9.13
(231.9)

18.81
(477.8)

7.38
(187.5)

4.23
(107.4)

14
(6.356)

9.13
(231.9)

19.25
(489.0)

7.38
(187.5)

4.23
(107.4)

14
(6.356)

200 16.00
(406.4)

24.75
(628.7)

11.25
(285.8)

6.14
(156.0)

48
(21.792)

16.00
(406.4)

25.50
(647.7)

11.25
(285.8)

6.14
(156.0)

55
(24.97)

400 23.00
(584.2)

44.75
(1136.7)

12.63
(320.8)

7.27
(184.7)

110
(49.94)

23.00
(584.2)

45.19
(1147.8)

12.63
(320.8)

7.27
(184.7)

115
(52.21)

600 24.00
(609.6)

52.25
(1327.2)

14.25
(362.0)

8.95
(227.3)

145
(65.83)

24.00
(609.6)

52.70
(1338.6)

14.25
(362.0)

8.95
(227.3)

150
(68.1)

Figure 8-1. NEMA 1-3R 30 – 100 Amperes
General-Duty Non-Fusible
and Fusible Single Throw
Note: Figure is not applicable to plug fuse.

Figure 8-2. NEMA 1-3R 200 – 600 Amperes
General-Duty Non-Fusible
and Fusible Single Throw
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Technical Data and Specifications

Dimensions
Table 8-29. General-Duty, Non-Fusible, 240 Volt, 2-Pole Solid Neutral, Double Throw, Compact Design

Table 8-30. General-Duty, Non-Fusible, 240 Volt, 2-Pole Solid Neutral, 
Double Throw, Quick-Make, Quick-Break Design

Ampere 

Rating

NEMA 3R

Dimensions in Inches (mm) Weight

Lbs (kg)Height (H) Width (W) Depth (D) Depth (D2)

  30
  60
100

14.69 (373.1)
14.69 (373.1)
14.69 (373.1)

9.63 (244.6)
9.63 (244.6)
9.63 (244.6)

10.81 (274.6)
10.81 (274.6)
10.81 (274.6)

5.23 (132.8)
5.23 (132.8)
5.23 (132.8)

12 (5.5)
12 (5.5)
12 (5.5)

Ampere 

Rating

NEMA 3R

Dimensions in Inches (mm) Weight

Lbs (kg)Height (H) Width (W) Depth (D) Depth (D2)

  30
  60
100

24.63 (625.6)
24.63 (625.6)
24.63 (625.6)

11.94 (303.3)
11.94 (303.3)
11.94 (303.3)

  9.88 (251.0)
  9.88 (251.0)
  9.88 (251.0)

5.38 (136.7)
5.38 (136.7)
5.38 (136.7)

  34 (15.4)
  34 (15.4)
  34 (15.4)

200
400

37.38 (949.5)
53.81 (1366.8)

19.56 (496.8)
23.13 (587.5)

11.25 (285.8)
12.50 (317.6)

6.10 (154.9)
8.88 (225.6)

  80 (36.3)
140 (63.6)

Figure 8-3. NEMA 3R 30 – 400 Amperes
General-Duty Non-Fusible Double Throw
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Dimensions
Note: Dimensions are for estimating purposes only.

Table 8-31. Heavy-Duty, Non-Fusible, 600 Volt, 3-Pole, Single Throw

Table 8-32. Heavy-Duty, Fusible, 240 Volt and 600 Volt, 3-Pole Solid Neutral, Single Throw

Ampere

Rating

NEMA 1, 3R NEMA 12, 4X Stainless Steel, 4

Dimensions in Inches (mm) Weight

Lbs (kg)

Dimensions in Inches (mm) Weight

Lbs (kg)Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

    30 8.13
(206.5)

15.88
(403.4)

10.00 
(254.0)

5.25
(133.3)

16
(7.264)

8.13
(206.5)

12.13
(308.1)

10.00
(254.0)

5.50
(139.7)

17
(7.718)

    60 8.13
(206.5)

15.88
(403.4)

10.00
(254.0)

5.25
(133.3)

16
(7.264)

8.13
(206.5)

12.13
(308.1)

10.00
(254.0)

5.50
(139.7)

17
(7.718)

  100 11.13
(282.7)

21.69
(550.9)

10.00
(254.0)

5.25
(133.3)

22
(9.988)

11.13
(282.7)

24.00
(609.6)

10.25
(260.4)

5.50
(139.7)

28
(12.712)

  200 16.00
(406.4)

27.63
(701.8)

11.25
(285.8)

6.14
(156.0)

46
(20.884)

16.00
(406.4)

34.38
(873.3)

11.50
(292.1)

6.44
(163.6)

55
(24.97)

  400 23.00
(584.2)

45.19
(1147.8)

12.63
(320.8)

7.27
(184.7)

110
(49.94)

23.00
(584.2)

57.63
(1463.8)

12.63
(320.8)

7.19
(182.6)

125
(56.75)

  600 24.00
(609.6)

52.70
(1338.6)

14.25
(362.0)

8.95
(227.3)

135
(61.29)

24.00
(609.6)

63.00
(1600.2)

14.25
(362.0)

8.88
(225.6)

167
(75.818)

  800 25.38
(644.7)

56.69
(1439.9)

14.25
(362.0)

8.95
(227.3)

158
(71.732)

25.38
(644.7)

71.75
(1822.5)

14.25
(362.0)

8.88
(225.6)

175
(79.45)

1200 41.47
(1053.3)

70.31
(1785.9)

19.94
(506.5)

12.44
(316.0)

430
(195.22)

41.47
(1053.3)

70.31
(1785.9)

19.94
(506.5)

13.51
(343.2)

475
(215.65)

Ampere

Rating

NEMA 1, 3R NEMA 12, 4X Stainless Steel, 4

Dimensions in Inches (mm) Weight

Lbs (kg)

Dimensions in Inches (mm) Weight

Lbs (kg)Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

    30 8.13
(206.5)

15.88
(403.4)

10.00
(254.0)

5.25
(133.3)

20
(9.08)

8.13
(206.5)

17.88
(454.2)

10.00
(254.0)

5.50
(139.7)

22
(9.988)

    60 8.13
(206.5)

15.88
(403.4)

10.00
(254.0)

5.25
(133.3)

20
(9.08)

8.13
(206.5)

17.88
(454.2)

10.00
(254.0)

5.50
(139.7)

22
(9.988)

  100 11.13
(282.7)

21.69
(550.9)

10.00
(254.0)

5.25
(133.3)

27
(12.258)

11.13
(282.7)

24.00
(609.6)

10.25
(260.4)

5.50
(139.7)

30
(13.62)

  200 16.00
(406.4)

27.63
(701.8)

11.25
(285.8)

6.14
(156.0)

52
(23.608)

16.00
(406.4)

34.38
(873.3)

11.50
(292.1)

6.44
(163.6)

61
(27.694)

  400 23.00
(584.2)

45.19
(1147.8)

12.63
(320.8)

7.27
(184.7)

120
(54.48)

23.00
(584.2)

57.63
(1463.8)

12.63
(320.8)

7.19
(182.6)

135
(61.29)

  600 24.00
(609.6)

52.70
(1338.6)

14.25
(362.0)

8.95
(227.3)

153
(69.462)

24.00
(609.6)

63.00
(1600.2)

14.25
(362.0)

8.88
(225.6)

203
(92.162)

  800 25.38
(644.7)

56.69
(1439.9)

14.25
(362.0)

8.95
(227.3)

168
(76.272)

25.38
(644.7)

71.75
(1822.5)

14.25
(362.0)

8.88
(225.6)

213
(96.702)

1200 41.47
(1053.3)

70.31
(1785.9)

19.94
(506.5)

12.44
(316.0)

465
(211.11)

41.47
(1053.3)

70.31
(1785.9)

19.94
(506.5)

13.51
(343.2)

510
(231.54)

Figure 8-4. NEMA 1-3R Heavy-Duty
30 – 1200 Amperes

Figure 8-5. NEMA 4, 4X and 12 Heavy-Duty 
30 – 1200 Amperes
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Safety Switches
Technical Data and Specifications

Dimensions
Note: Dimensions are for estimating purposes only.

Table 8-33. Heavy-Duty, Non-Fusible, 240 Volt and 600 Volt, 3-Pole, Double Throw

Table 8-34. Heavy-Duty, Fusible, 240 Volt and 600 Volt, 3-Pole, Double Throw

Ampere

Rating

NEMA 1, 3R NEMA 12, 4X Stainless Steel

Dimensions in Inches (mm) Weight

Lbs (kg)

Dimensions in Inches (mm) Weight

Lbs (kg)Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

  30 11.94
(303.3)

24.63
(625.6)

9.88
(251.0)

5.38
(136.7)

34
(15.436)

12.00
(304.8)

25.88
(657.4)

10.25
(260.4)

5.50
(139.7)

60
(27.24)

  60 11.94
(303.3)

24.63
(625.6)

9.88
(251.0)

5.38
(136.7)

34
(15.436)

12.00
(304.8)

25.88
(657.4)

10.25
(260.4)

5.50
(139.7)

60
(27.24)

100 11.94
(303.3)

24.63
(625.6)

9.88
(251.0)

5.38
(136.7)

34
(15.436)

12.00
(304.8)

25.88
(657.4)

10.25
(260.4)

5.50
(139.7)

60
(27.24)

200 19.56
(496.8)

37.38
(949.5)

11.25
(285.8)

6.10
(154.9)

80
(36.32)

19.50
(495.3)

41.00
(1041.4)

11.63
(295.4)

6.48
(164.6)

105
(47.67)

400 23.13
(587.5)

53.81
(1366.8)

12.50
(317.5)

7.25
(184.2)

140
(63.56)

23.00
(584.2)

57.50
(1460.5)

12.50
(317.5)

7.25
(184.2)

185
(83.99)

600 24.13
(612.9)

63.31
(1608.1)

14.13
(358.9)

8.88
(225.6)

175
(79.45)

— — — — —

800 24.13
(612.9)

63.31
(1608.1)

14.13
(358.9)

8.88
(225.6)

175
(79.45)

— — — — —

Ampere

Rating

NEMA 1, 3R NEMA 12, 4X Stainless Steel

Dimensions in Inches (mm) Weight

Lbs (kg)

Dimensions in Inches (mm) Weight

Lbs (kg)Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

Width 

(W)

Height 

(H)

Depth 

(D)

Depth 

(D2)

  30 11.94
(303.3)

36.63
(930.4)

9.88
(251.0)

5.38
(136.7)

44
(19.976)

12.00
(304.8)

39.81
(1011.2)

10.25
(260.4)

5.50
(139.7)

45
(20.43)

  60 11.94
(303.3)

36.63
(930.4)

9.88
(251.0)

5.38
(136.7)

44
(19.976)

12.00
(304.8)

39.81
(1011.2)

10.25
(260.4)

5.50
(139.7)

45
(20.43)

100 11.94
(303.3)

36.63
(930.4)

9.88
(251.0)

5.38
(136.7)

44
(19.976)

12.00
(304.8)

39.81
(1011.2)

10.25
(260.4)

5.50
(139.7)

45
(20.43)

200 19.56
(496.8)

50.88
(1292.4)

11.25
(285.8)

6.10
(154.9)

95
(43.13)

19.56
(496.8)

55.63
(1413.0)

11.63
(295.4)

6.46
(164.1)

100
(45.4)

400 25.38
(644.7)

74.75
(1898.7)

14.13
(358.9)

8.88
(225.6)

230
(104.42)

25.38
(644.7)

74.75
(1898.7)

14.13
(358.9)

8.92
(226.6)

260
(118.04)

600 27.44
(697.0)

86.13
(2187.7)

14.13
(358.9)

8.88
(225.6)

320
(145.28)

— — — — —

Figure 8-6. NEMA 1-3R Double Throw
30 – 800 Amperes

Figure 8-7. NEMA 12-4X Double Throw 
30 – 400 Amperes
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