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1.9Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Mounting Options

Panel Thickness
● Minimum: 0.06 in (1.6 mm)
● Maximum: 0.25 in (8 mm) including legend plate
● Maximum can be increased to 0.375 in (15.9 mm) using optional retaining nut

● Indicating light: 10250TA30
● Pushbutton/selector switch: 10250TA31

Mounting Matrix

Mounting Options in Inches (mm) 

Horizontal mounting means terminals are located top and bottom of contact block.  
Vertical mounting means terminals are left and right of contact block.  
This allows close spacing of adjacent operators with easy access to terminals.

Locating nib hole or notch is 0.14 in (3.6 mm) #29 drill.

Drilling Dimensions in Inches (mm)

Legend
Plate

Dimensions in Inches (mm)
A B C D

Small 1.63 (41.3) 2.25 (57.2) 2.25 (57.2) 1.63 (41.3)

Medium 1.75 (44.5) 2.25 (57.2) 2.25 (57.2) 1.75 (44.5)

Large 2.25 (57.2) 2.25 (57.2) 2.25 (57.2) 2.25 (57.2)

B
Min.

C
Min.

0.6
(15.2)

A
Min.

1.22
(31)

D
Min.

Horizontal Mounting Vertical Mounting

0.14 (3.6)
Dia.

Terminals on Top

Terminals at Side

0.6
(15.2)

1.20
(30.5)

0.14 (3.6)
Dia.
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1.9 Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Dimensions
Approximate Dimensions in Inches (mm)

Mechanically Interlocked Pushbutton Operators

Lockout Pushbutton Operator Padlockable  
in the Down Position

Lockout Pushbutton Operator Padlockable  
in the Up Position—Mushroom Head

Lockout Pushbutton Operator Padlockable  
in the Up Position—Jumbo Mushroom Head

Potentiometer

Two-Position Joystick Operator

Four-Position Joystick Operator

0.89
(22.6)

Adjustable

0.88 (22.4)
for Each

Additional
Contact Block 1.07

(27.2)

1.62 (41.1)
Min.

2.5 (63.5)
Max.

2.03
(51.6)

2.0
(50.8)

1.09
(27.7)

1.13
(28.7)

1.78
(45.2)

1.5
(38.1)

1.63
(41.4)

2.5 (63.5)
2.0 (50.8)

1.75
(44.5)

2.5 (63.5)

2.31
(58.7)

2.38
(60.5)

1.75
(44.5)

Potentiometer A B C

2 watt single 1.31 (33.3) 0.94 (23.9) 0.94 (23.9)

25 watt—up to 25 mohms 2.38 (60.5) 1.19 (30.2) 0.81 (20.6)

50 mohms 2.56 (65.0) 1.69 (42.9) 1.25 (31.8)

1.88
(47.8)

1.31
(33.3)1.09

(27.7) 1.0
(25.4)

0.75
(19.1)

0.94
(23.9)

0.94
(23.9)

0.94
(23.9)

Std. Dial Plate

Large Dial Plate

2.06
(52.3) 2.5 (63.5)

main.

2.2 (55.9)
mom.

2.13
(54.1)

1.25
(31.8)

3.88
(98.6)

0.89
(22.6)

0.88 (22.4)
per Block

0.06 (1.5) to
0.26 (6.6)
Panel Thickness

Contact
Block

4.0
(101.6)

1.88
(47.8)

3.75
(95.3)

1.25
(31.8)

1.19
(30.2)0.88 (22.4)

Per Unit
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1.9Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

Key Operated Pushbutton Operator

Latch-In, Twist-to-Release Operator  
Only with Button

Operator and Cam

 
Special Rotor Latch

1.38
(35.1)

1.13
(28.7)

1.5
(38.1)

1.5
(38.1)

0.86
(21.8)

0.24 (6) 1.55 (39.3)
Spring Return   

2.37 (60.3)
Auto-Latch

1.38
(35.1)

1.13
(28.7)

1.53
(38.9)

0.38 (9.7)
Long

Button
Only

1.38
(35.1)

1.13
(28.7)

1.53
(38.9)

0.38 (9.7)
Long

Button
Only
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1.9 Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

Surface Mounting

Die Cast, Polyester and Stainless Steel Enclosures

Notes
1 Depth given is for two contact block deep stations. One contact block deep stations subtract 3/4 in (19.1 mm).
2 No conduit entrance holes provided. Drill as required.

A
Surface

D C

B
E

4 Mtg. Holes — 10-32 Screw Size for 
1 – 4 Element Die Cast/

Stainless Steel Enclosure
7/32 Screw Size for

Polyester

Number of
Elements

Element
Arrangement

Wide
A

High
B

Deep
C

Mounting Conduit
EntranceD E

Die Cast

1 In-line 3.88 (98.6) 4.00 (101.6) 3.00 (76.3) 1 2.69 (68.3) 3.25 (82.6) 3/4

2 3.88 (98.6) 5.88 (149.4) 3.00 (76.3) 1 2.69 (68.3) 5.13 (130.3)

3 3.88 (98.6) 7.75 (196.9) 3.00 (76.3) 1 2.69 (68.3) 7.00 (177.8) 1

4 3.88 (98.6) 9.63 (244.6) 3.00 (76.3) 1 2.69 (68.3) 8.88 (225.6)

Polyester

1 In-line 3.81 (96.8) 6.63 (168.4) 3.38 (85.9) 2.94 (74.7) 4.88 (124.0) 2

2 3.81 (96.8) 6.63 (168.4) 3.38 (85.9) 2.94 (74.7) 4.88 (124.0)

3 3.81 (96.8) 8.88 (225.6) 3.38 (85.9) 2.94 (74.7) 7.13 (181.1)

4 3.81 (96.8) 11.13 (282.7) 3.38 (85.9) 2.94 (74.7) 9.38 (238.3)

Stainless Steel

1 In-line 3.00 (76.2) 3.50 (88.9) 3.00 (76.2) 1.50 (38.1) 4.25 (108.0) 2

2 3.50 (88.9) 6.75 (171.5) 3.00 (76.2) 1.50 (38.1) 7.50 (190.5)

3 3.50 (88.9) 9.00 (228.6) 3.00 (76.2) 1.50 (38.1) 9.00 (228.6)

4 3.50 (88.9) 11.25 (285.8) 3.00 (76.2) 1.50 (38.1) 12.00 (304.8)
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1.9Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

Flush Mounting

Die Cast and Stainless Steel Covers Only

Notes
1 Depth given is for flat cover. Deep cover is 3/4 in (19.1 mm) deeper.
2 Depth given includes pull box. 

A
Surface or Pendant

D C

B
E

4 Mtg. Holes - 10-32 Screw Size
for 1-11 Element Encl, 1/4-20
Screw Size for 12 Element

and Larger

Number of
Elements

Wide
A

High
B

Deep
C

Mounting
D E

Die Cast

1 3.88 (98.6) 4.00 (101.6) 0.25 (6.4) 1 3.50 (88.9) 3.63 (92.2)

2 3.88 (98.6) 5.88 (149.4) 0.25 (6.4) 1 3.50 (88.9) 5.50 (139.7)

3 3.88 (98.6) 7.75 (196.9) 0.25 (6.4) 1 3.50 (88.9) 6.00 (152.4)

4 3.88 (98.6) 9.63 (244.6) 0.25 (6.4) 1 3.50 (88.9) 9.25 (235.0)

Stainless Steel

1 5.00 (127.0) 5.00 (127.0) 2.50 (63.5) 2 3.25 (82.6) 1.88 (47.8)

2 5.00 (127.0) 6.88 (174.8) 2.50 (63.5) 2 3.25 (82.6) 3.63 (92.2)

3 5.00 (127.0) 8.63 (219.2) 2.50 (63.5) 2 3.25 (82.6) 5.50 (139.7)

4 5.00 (127.0) 10.50 (266.7) 2.50 (63.5) 2 3.25 (82.6) 7.25 (184.2)
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1.9 Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

Flush and Long Pushbutton Half Shroud

Mushroom and Jumbo Head Pushbutton

 
Pushbutton with Cylinder Lock

Illuminated Pushbutton

Push-Pull Switch

Flush Pushbutton Operator with  
Padlock Attachment

Mushroom Head Pushbutton Operator  
with Padlock Attachment

Indicating Light—Transformer Type

1.81
(46) 1.09

(27.7)
1.06

(26.9)

0.38
(9.7)

1.38
(35.1)

1.78
(45.2)

Long
Button
Only

Half Shroud Is Same as Long Pushbutton with 
Lower Half of Guard Ring Cut Back

1.13
(28.7)0.88 (22.4)

for Each
Additional

Contact Block

1.75
(44.5)

1.63
(41.4)

1.5
(38.1)

2.5
(63.5)

0.06 (1.5) to 0.25 (6.4)
Panel Thickness

1.91
(48.5)

1.13
(28.7)

1.38
(35.1)

1.09
(27.7)

1.09
(27.7)

0.69
(17.5)

1.13
(28.7)

1.38
(35.1)

2.63
(66.8)

1.65
(41.9)

1.78
(45.2)

0.25
(6.4)

0.06 (1.5) to 0.25 (6.4)
Panel Thickness

0.88
(22.4)

0.88
(22.4)

1.13
(28.7)

2.03
(51.6)

2.0
(50.8)

1.09
(27.7)

1.13
(28.7)

1.78
(45.2)

1.5
(38.1)

1.63
(41.4)

2.5
(63.5)

2.0
(50.8)

1.75
(44.5)

1.8
(45.7)

A

1.78
(45.2)

1.1
(27.9)

1.38
(35.1)
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1.9Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

PresTest Indicating Light—Transformer Type

Jumbo Mushroom Head Pushbutton Operator  
with Padlock Attachment

Indicating Light—Resistor and Neon Type

PresTest Indicating Light—Resistor Type

 
Master Test Indicating Light

Potentiometer Shaft

Lens A

Plastic 1.38 (35.1)

Glass 1.56 (39.6)

2.19
(55.6)

1.94
(49.3)

1.56
(39.6)

1.38
(35.1)

1.78
(45.2)

2.5
(63.5)

2.31
(58.7)

2.38
(60.5)

1.75
(44.5)

1.81
(46) A1.1

(27.9)

1.78
(45.2)

1.38
(35.1)

Description B C

Relay type 4.38 (111.2) 4.28 (108.7)

Solid-state type 2.94 (74.7) 2.88 (73.2)

Operator
Catalog Number A B

10250T330 0.38 (9.7) dia. x
0.38 (9.7) long

0.25 (6.4) dia. x
0.63 (16) long

1.88
(47.8)

1.88
(47.8)

1.56
(39.6)

1.78
(45.2)

1.38
(35.1)

1.63
(41.4)

B
Spade Terminal

A
Screw Terminal

1.78
(45.2)

1.38
(35.1)

Plastic 1.38 (35.1)
Glass 1.59 (40.4)

Shaft Dimensions of Potentiometer
That C-H Operator Will Accept

A

B
Shaft

Threaded
Bushing
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1.9 Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

Coin Operated Selector Switch

Key Operated Selector Switch

Illuminated Selector Switch

 
Roto-Push

Wobble Stick Catalog No. 10250TA5

Lever Operator—For Use with Two  
Vertically Mounted Flush Pushbuttons  
Catalog No. 10250TA14

Flexible Boot—For Protecting  
Flush or Long Pushbutton  
Catalog No. 10250TA3 Typical

Transparent Flexible Boot— 
For Illuminated Pushbutton  
Catalog No. 10250TA25

Operator Dim. A

Knob 1.38 (35.1)

Lever 1.50 (38.1)

Coin slot 1.38 (35.1)

A
Lever

Knob
Coin Slot

1.38
(35.1)

1.13
(28.7)

1.75
(44.5)

1.38
(35.1)

1.13
(28.7)

1.09
(27.7)

1.96
(49.8)

1.38
(35.1)

1.13
(28.7)

1.53
(38.9)

0.38 (9.7)
Long

Button
Only

1.38
(35.1)

1.44
(36.6)

1.22
(31)

2.44
(62)

21°

21°

1.88
(47.8)3.75

(95.3)

2.19
(55.6)

3.59
(91.2)

Cam

1.59
(40.4)

1.47
(37.3)

1.33
(33.8)

1.59
(40.4)

1.88
(47.8)
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1.9Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

Padlock Attachment—For Knob Selector Switch  
Catalog No. 10250TA11

Padlock Attachment—For Flush Pushbutton  
Catalog No. 10250TA2

Padlock Attachment—For Extended Pushbutton  
Catalog No. 10250TA26

 
Maintained Pushbutton  
Catalog No. 10250TA66 Typical

Maintained Contact Attachment  
Catalog No. 10250TA17 Typical

Padlock Cover Guard for Flush Pushbutton  
Catalog No. 10250TA36

Padlock Attachment for Maintained Push-Pull Operator 
Catalog No. 10250TA64

Protecting Shroud for Jumbo Mushroom Head Button 
Catalog No. 10250TA56

1.63
(41.4)

0.44
(11.2)

0.75
(19.1) 0.84

(21.3)

0.94
(23.9)

1.63
(41.4)

0.25
(6.4)

2.06
(52.3)

0.38
(9.7)

0.84
(21.3)

1.5
(38.1)

1.06
(26.9)

0.89
(22.6)

Adjustable

0.88
(22.4)

for Each
Additional

Contact
Block

1.07
(27.2)

1.62 (41.1)
Min.

2.5 (63.5)
Max.

0.97
(24.6)

0.91
(23.1)

1.63 (41.4)
Min.

2.31 (58.7)
Max.

1.13
(28.7)

0.38
(9.7)

1.16
(29.5)

1.0
(25.4)

1.91
(48.5)

2.19
(55.6)

0.75
(19.1)

0.91
(23.1)

2.19
(55.6)

1.47
(37.3)

1.25
(31.8)

0.38
(9.7)

0.94
(23.9)

1.65
(41.9)

3.25
(82.6)
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1.9 Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

Protecting Shroud for 
Mushroom Head Button 
Catalog No. 10250TA6

Protecting Shroud for 
Illuminated Pushbutton 
Catalog No. 10250TA15

Padlock Hasp or  
Flip-Up Guard  
Catalog No. 10250TA38

Extended Retaining Nut 
Catalog No. 10250TA12

Lever for  
Roto-Push Operator  
Catalog No. 10250TA13

1.53
(38.9)

1.69
(42.9)

1.75
(44.5)

1.50
(38.1)

0.84
(21.3) 1.50

(38.1)

1.75
(44.5)

1.38
(35.1)

1.31
(33.3)

1.25
(31.8)

0.44
(11.2)

1.81
(46)

Panel Drilling and Minimum Spacing

Notes
Locating nib hole or notch is 1.36–1.4 in (34.5–35.6 mm) #29 drill.
1 If jumbo plates are to be placed one above the other vertically, add 0.13 (3.3) to minimum 

dimensions listed.

Legend
Plate

A 
Min.

B 
Min.

1 or 2 Circuit Contact Blocks

Small or none 1.63 (41.4) 2.25 (57.2)

Standard 1.75 (44.5) 2.25 (57.2)

Jumbo 1 2.25 (57.2) 2.25 (57.2)

Extra large 2.50 (63.5) 2.60 (66.0)

4 Circuit Contact Block 10250T44

Small or none 1.88 (47.8) 2.25 (57.2)

Standard 1.88 (47.8) 2.25 (57.2)

Jumbo 1 2.25 (57.2) 2.25 (57.2)

Extra large 2.50 (63.5) 2.60 (66.0)

B
Min.

A
Min.

0.6
(15.2)

A
Min. 1.22

(31)

B
Min.

Horizontal Rows Vertical Rows

Terminals on Top

Terminals at
Side
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1.9Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Approximate Dimensions in Inches (mm)

Multiple Button Guard

Master Test Module, Flasher Module and Legend Plate

Notes
Locating nib hole or notch is 1.36–1.4 in (34.5–35.6 mm) #29 drill.
1 For plastic legend plate, Dimension B is 1.12 (28.4).

Chain Hook Bracket

Number of
Elements A

2 4.0 (101.6)

3 5.88 (149.4)

4 7.88 (200.2)

7 13.38 (339.9)

Legend
Plate A B

1/2 Round Legend Plates

Small 1.56 (39.6) 0.91 (23.1)

Standard 1.59 (40.4) 1.07 (27.2)

Jumbo 2.06 (52.3) 1.53 (38.9)

Square Legend Plates

Small 1.59 (40.4) sq. 0.90 (22.9)

Standard 1.75 (44.5) sq. 1.06 (26.9) 1

Jumbo 2.19 (55.6) sq. 1.50 (38.1)

Extra large 2.44 (62.0) sq. 1.63 (41.4)

2.16
(54.9)

1.31
(33.3)

1.88
(47.8)

0.75
(19.1)

A

1.63
(41.4)

1.14
(29)

6 Mounting Holes

1.78
(45.2) A

1.31
(33.3)

Master Test Module,
Flasher Module

Legend Plate

B

Enclosure Size
(No. of Elements)

Wide
A

High
B

Deep
C

Mounting
D E

2, 3 and 4 3.75 
(95.3)

1.94 
(49.3)

0.13 
(3.3)

2.69 
(68.3)

1.38 
(35.1)

6 and 7 4.0 
(101.6)

2.19 
(55.6)

0.13 
(3.3)

2.88 
(73.2)

1.63 
(41.4)

A C
D

B E

0.38 (9.7)
Dia. Hole




