
Volume 4—Circuit Protection V4-T2-23
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2.2Molded Case Circuit Breakers

Series G

EG-Frame—65 kAIC at 480 Vac 

Load Terminals 

Notes
1   For bulk pack 24, add suffix BP24 and order quantities of 24.
2   For bulk pack 12, add suffix BP12 and order quantities of 12.
3   For bulk pack 8, add suffix BP8 and order quantities of 8.

Maximum 
Continuous 
Amps at 40 °C 

Single-Pole Two-Pole Three-Pole
Fixed Thermal, Fixed Magnetic Fixed Thermal, Fixed Magnetic Fixed Thermal, Fixed Magnetic
Catalog 
Number 1

Catalog 
Number 2

Catalog 
Number 3

15 EGH1015FFB EGH2015FFB EGH3015FFB

20 EGH1020FFB EGH2020FFB EGH3020FFB

25 EGH1025FFB EGH2025FFB EGH3025FFB

30 EGH1030FFB EGH2030FFB EGH3030FFB

35 EGH1035FFB EGH2035FFB EGH3035FFB

40 EGH1040FFB EGH2040FFB EGH3040FFB

45 EGH1045FFB EGH2045FFB EGH3045FFB

50 EGH1050FFB EGH2050FFB EGH3050FFB

60 EGH1060FFB EGH2060FFB EGH3060FFB

70 EGH1070FFB EGH2070FFB EGH3070FFB

80 EGH1080FFB EGH2080FFB EGH3080FFB

90 EGH1090FFB EGH2090FFB EGH3090FFB

100 EGH1100FFB EGH2100FFB EGH3100FFB

110 EGH1110FFB EGH2110FFB EGH3110FFB

125 EGH1125FFB EGH2125FFB EGH3125FFB

Maximum Breaker 
Amps

Terminal, 
Body 
Material Wire Type

Metric Wire 
Range mm2 AWG Wire Range

(Package of Three Terminals)
Catalog
Number

Standard Cu/Al Pressure Type Terminals

15–50 Aluminum Cu/Al 2.5–50 #14–1/0 3TA125EF

60–125 Aluminum Cu/Al 16–70 #6–3/0 3TA150EF

EG-Frame




