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Photoelectric Sensors
Enhanced 50 Series™
PG.05E.25.T.E

Enhanced 50 Series™ 
Photoelectric Sensors
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The new Enhanced versions of the 
Cutler-Hammer® 50 Series™ Photo-
electric Sensors from Eaton’s 
electrical business offer flexibility, 
durability and high optical perfor-
mance in a cost-effective self-
contained package. Choose from 
three output types, four time delay 
functions, six sensing modes and 
four connection styles to tailor the 
sensor to exactly meet your needs.

Sensors are available in thru-beam, 
reflex, polarized reflex, diffuse 
reflective, clear object, and fiber 
optic sensing modes. Brackets are 
available for easy mounting and to 
allow precise adjustment of sensor 
alignment.

Approvals
■ CSA Approved
■ Certified to UL Standard, UL 508

For the most current information 
on this product, visit our web site:
www.EatonElectrical.com

High Performance Sensors for Demanding Applications

Product Features
■ High optical performance models including a 500-foot (152m) Thru-Beam and a 

10-foot (3m) Diffuse Reflective unit
■ Output options include a 10 Amp SPDT relay
■ All units offer light/dark selection
■ Logic options include ON-delay, OFF-delay and One-Shot delay
■ Fiber optic sensors operate in thru-beam or diffuse reflective mode depend-

ing on the fiber optic cable selected
■ Fully potted construction for use in areas subject to washdown, high shock 

and/or vibration
■ Choice of pre-wired power cable, built-in mini-connector, built-in micro-

connector and pigtail micro-connector versions. Standard pre-wired cable 
length is 6 feet (1.8m)

■ Variety of brackets available including ball swivel

Connection Options 

For Customer Service in the U.S. call 1-800-356-1243,
in Canada call 1-800-268-3578.

For Application Assistance in the U.S. and Canada
call 1-800-426-9184.

High
Performance
Optics

Power, Output and
Alignment Indicator

LEDs

Choose from Cable, Built-In Mini-
Connector, Built-In Micro-Connector 
or Pigtail Micro-Connector

Time Delay 
Versions 
Available

Rugged Sealed 
Construction with 
Industry Standard 
Size and Mounting

Variety of
Output

Configurations
Including 10A

SPDT Relay

Visible and Infrared 
Fiber Optic Models

Cable 
Version

Micro QD (body)Mini QD (body) Micro QD
(pigtail)
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Enhanced 50 Series™

Model Selection — Sensors

� For brackets compatible with these sensors, see Accessories on Page 6-19.

See listing of compatible connector cables on Page 6-14.

Fast turn product with typical one day lead-time to shipment.

Voltage
Range

Sensing
Range 

Optimum
Range 

Sensing
Beam

Thru-Beam
Component

Output Type Time
Delay

Connection
Type 

Catalog 
Number

Thru-Beam
Standard Range �

Field of View: 2.4° 

For a complete system, 
order one Sensor and 

one Detector

10 – 40V DC 200 ft.
(61m)

0.1 – 100 ft.
(0.03 – 31m)

Infrared Source N/A N/A 6-foot Cable 1150E-6517

Detector NPN/PNP
250 mA

no 1250E-6517

yes 1250E-8517

Source N/A N/A 4-pin Micro DC
Connector

1150E-6547

Detector NPN/PNP
250 mA

no 1250E-6547

yes 1250E-8547

Source N/A N/A 4-pin Micro DC
Connector 
(pigtail)

1150E-6537

Detector NPN/PNP
250 mA

no 1250E-6537

yes 1250E-8537

Source N/A N/A 4-pin Mini-
Connector

1150E-6507

Detector NPN/PNP
250 mA

no 1250E-6507

yes 1250E-8507

12 – 240V DC
24 – 240V AC

Source N/A N/A 6-foot Cable 1150E-6513

Detector Solid-State 
Relay
300 mA @ 
240V AC/DC

no 1250E-6513

yes 1250E-8513

SPDT EM Relay
10A @ 120V AC

no 1250E-6514

yes 1250E-8514

Source N/A N/A 4-pin Micro AC
Connector

1150E-6543

Detector Solid-State 
Relay
300 mA @ 
240V AC/DC

no 1250E-6543

yes 1250E-8543

Source N/A N/A 4-pin Micro AC
Connector (pigtail)

1150E-6534

Detector Solid-State 
Relay
300 mA @ 
240V AC/DC

no 1250E-6533

yes 1250E-8533

SPDT EM Relay
10A @ 120V AC

no 5-pin Micro AC
Connector (pigtail)

1250E-6534

yes 1250E-8534

Source N/A N/A 4-pin Mini-
Connector

1150E-6504

Detector Solid-State 
Relay
300 mA @ 
240V AC/DC

no 1250E-6503

yes 1250E-8503

SPDT EM Relay
10A @ 120V AC

no 5-pin Mini-
Connector

1250E-6504

yes 1250E-8504
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Enhanced 50 Series™

Model Selection — Sensors (Continued) 

� For brackets compatible with these sensors, see Accessories on Page 6-19.

See listing of compatible connector cables on Page 6-14.

Fast turn product with typical one day lead-time to shipment.

Voltage
Range

Sensing
Range 

Optimum
Range 

Sensing
Beam

Thru-Beam
Component

Output Type Time
Delay

Connection
Type 

Catalog 
Number

Thru-Beam
Extended Range �

Field of View: 2.4° 

For a complete system, 
order one Sensor and 

one Detector

10 – 40V DC 500 ft.
(152m)

0.1 – 250 ft.
(0.03 – 77m)

Infrared Source N/A N/A 6-foot Cable 1151E-6517

Detector NPN/PNP 
250 mA

no 1251E-6517

yes 1251E-8517

Source N/A N/A 4-pin Micro DC 
Connector

1151E-6547

Detector NPN/PNP 
250 mA

no 1251E-6547

yes 1251E-8547

Source N/A N/A 4-pin Micro DC 
Connector (pigtail)

1151E-6537

Detector NPN/PNP 
250 mA

no 1251E-6537

yes 1251E-8537

Source N/A N/A 4-pin Mini-
Connector

1151E-6507

Detector NPN/PNP 
250 mA

no 1251E-6507

yes 1251E-8507

12 – 240V DC 
24 – 240V AC

Source N/A N/A 6-foot Cable 1151E-6513

Detector Solid-State 
Relay
300 mA @ 240V 
AC/DC

no 1251E-6513

yes 1251E-8513

SPDT EM Relay
10A @ 120V AC

no 1251E-6514

yes 1251E-8514

Source N/A N/A 4-pin Micro AC 
Connector

1151E-6543

Detector Solid-State 
Relay
300 mA @ 
240V AC/DC

no 1251E-6543

yes 1251E-8543

Source N/A N/A 4-pin Micro AC 
Connector (pigtail)

1151E-6534

Detector Solid-State 
Relay
300 mA @ 
240V AC/DC

no 1251E-6533

yes 1251E-8533

SPDT EM Relay
10A @ 120V AC

no 5-pin Micro AC 
Connector (pigtail)

1251E-6534

yes 1251E-8534

Source N/A N/A 4-pin Mini-
Connector

1151E-6504

Detector Solid-State 
Relay
300 mA @ 
240V AC/DC

no 1251E-6503

yes 1251E-8503

SPDT EM Relay
10A @ 120V AC

no 5-pin Mini-
Connector

1251E-6504

yes 1251E-8504
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Enhanced 50 Series™

Model Selection — Sensors (Continued) 

� Ranges based on 3-inch retroreflector for reflex sensors.
� Polarized sensors may not operate with reflective tape. Test tape selection before installation.
� For brackets compatible with these sensors, see Accessories on Page 6-19.

See listing of compatible connector cables on Page 6-14.

Fast turn product with typical one day lead-time to shipment.

Voltage
Range

Sensing 
Range �

Optimum 
Range �

Sensing
Beam

Output Type Time 
Delay

Connection
Type 

Catalog 
Number

Standard Reflex �

Field of View: 1.0°

For a complete system, order one 
Sensor and one Retroreflector 

(see Section 8)

10 – 40V DC 30 ft.
(9m)

0.5 – 15 ft.
(0.2 – 4.6m)

Visible Red NPN/PNP
250 mA

no 6-foot Cable 1450E-6517

yes 1450E-8517

no 4-pin Micro DC 
Connector

1450E-6547

yes 1450E-8547

no 4-pin Micro DC 
Connector (pigtail)

1450E-6537

yes 1450E-8537

no 4-pin Mini-Connector 1450E-6507

yes 1450E-8507

12 – 240V DC 
24 – 240V AC

Solid-State 
Relay
300 mA @ 
240V AC/DC

no 6-foot Cable 1450E-6513

yes 1450E-8513

no 4-pin Micro AC 
Connector

1450E-6543

yes 1450E-8543

no 4-pin Micro AC 
Connector (pigtail)

1450E-6533

yes 1450E-8533

no 4-pin Mini-Connector 1450E-6503

yes 1450E-8503

SPDT EM Relay
10A @ 120V AC

no 6-foot Cable 1450E-6514

yes 1450E-8514

no 5-pin Micro AC 
Connector (pigtail)

1450E-6534

yes 1450E-8534

no 5-pin Mini-Connector 1450E-6504

yes 1450E-8504

Polarized Reflex ��

Field of View: 1.0°

For a complete system, order one 
Sensor and one Retroreflector 

(see Section 8)

10 – 40V DC 16 ft.
(4.9m)

0.5 – 8 ft.
(0.2 – 2.5m)

Visible Red NPN/PNP
250 mA

no 6-foot Cable 1451E-6517

yes 1451E-8517

no 4-pin Micro DC 
Connector

1451E-6547

yes 1451E-8547

no 4-pin Micro DC 
Connector (pigtail)

1451E-6537

yes 1451E-8537

no 4-pin Mini-Connector 1451E-6507

yes 1451E-8507

12 – 240V DC 
24 – 240V AC

Solid-State 
Relay
300 mA @ 
240V AC/DC

no 6-foot Cable 1451E-6513

yes 1451E-8513

no 4-pin Micro AC 
Connector 

1451E-6543

yes 1451E-8543

no 4-pin Micro AC 
Connector (pigtail)

1451E-6533

yes 1451E-8533

no 4-pin Mini-Connector 1451E-6503

yes 1451E-8503

SPDT EM Relay
10A @ 120V AC

no 6-foot Cable 1451E-6514

yes 1451E-8514

no 5-pin Micro AC 
Connector (pigtail)

1451E-6534

yes 1451E-8534

no 5-pin Mini-Connector 1451E-6504

yes 1451E-8504
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Model Selection — Sensors (Continued) 

� Ranges based on 90% reflectance white card for diffuse reflective sensors.
� For brackets compatible with these sensors, see Accessories on Page 6-19.

See listing of compatible connector cables on Page 6-14.

Fast turn product with typical one day lead-time to shipment.

Voltage
Range

Sensing 
Range �

Optimum 
Range �

Sensing
Beam

Output Type Time 
Delay

Connection
Type 

Catalog 
Number

Diffuse Reflective �

Field of View: 2.8° 

10 – 40V DC 5 ft.
(1.5m)

1 – 30 in.
(25 – 
760 mm)

Infrared NPN/PNP
250 mA

no 6-foot Cable 1350E-6517

yes 1350E-8517

no 4-pin Micro DC 
Connector

1350E-6547

yes 1350E-8547

no 4-pin Micro DC 
Connector (pigtail)

1350E-6537

yes 1350E-8537

no 4-pin Mini-Connector 1350E-6507

yes 1350E-8507

12 – 240V DC 
24 – 240V AC

Solid-State 
Relay
300 mA @ 
240V AC/DC

no 6-foot Cable 1350E-6513

yes 1350E-8513

no 4-pin Micro AC 
Connector

1350E-6543

yes 1350E-8543

no 4-pin Micro AC 
Connector (pigtail)

1350E-6533

yes 1350E-8533

no 4-pin Mini-Connector 1350E-6503

yes 1350E-8503

SPDT EM Relay
10A @ 120V AC

no 6-foot Cable 1350E-6514

yes 1350E-8514

no 5-pin Micro AC 
Connector (pigtail)

1350E-6534

yes 1350E-8534

no 5-pin Mini-Connector 1350E-6504

yes 1350E-8504

Diffuse Reflective
Extended Range �

Field of View: 2.8°

10 – 40V DC 10 ft.
(3m)

1 – 60 in.
(25 – 
1520 mm)

Infrared NPN/PNP
250 mA

no 6-foot Cable 1351E-6517

yes 1351E-8517

no 4-pin Micro DC 
Connector

1351E-6547

yes 1351E-8547

no 4-pin Micro DC 
Connector (pigtail)

1351E-6537

yes 1351E-8537

no 4-pin Mini-Connector 1351E-6507

yes 1351E-8507

12 – 240V DC 
24 – 240V AC

Solid-State 
Relay
300 mA @ 
240V AC/DC

no 6-foot Cable 1351E-6513

yes 1351E-8513

no 4-pin Micro AC 
Connector 

1351E-6543

yes 1351E-8543

no 4-pin Micro AC 
Connector (pigtail)

1351E-6533

yes 1351E-8533

no 4-pin Mini-Connector 1351E-6503

yes 1351E-8503

SPDT EM Relay
10A @ 120V AC

no 6-foot Cable 1351E-6514

yes 1351E-8514

no 5-pin Micro AC 
Connector (pigtail)

1351E-6534

yes 1351E-8534

no 5-pin Mini-Connector 1351E-6504

yes 1351E-8504
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Enhanced 50 Series™

Model Selection — Sensors (Continued) 

� For brackets compatible with these sensors, see Accessories on Page 6-19.
� Contact Eaton’s Cutler-Hammer Sensors Applications Support at 800-426-9184 for information on availability of these models.
� Diffuse mode — up to 6 inches (152 mm); Thru-beam — up to 35 inches (890 mm).

See listing of compatible connector cables on Page 6-14 and Pages 6-15 and 6-16.

Fast turn product with typical one day lead-time to shipment.

Voltage
Range

Sensing 
Range 

Optimum 
Range 

Sensing
Beam

Output Type Time 
Delay

Connection
Type 

Catalog 
Number

Clear Object Detector ��

Field of View: 0.68°

For a complete system, order one 
Sensor and one Retroreflector 

(see Section 8)

10 – 40V DC 45 in.
(1.2m)

1 – 24 in.
(25 –
610 mm)

Visible Red NPN/PNP
250 mA

no 6-foot Cable 1452E-6517

yes 1452E-8517

no 4-pin Micro DC 
Connector 

1452E-6547

yes 1452E-8547

no 4-pin Micro DC 
Connector (pigtail)

1452E-6537

yes 1452E-8537

no 4-pin Mini-Connector 1452E-6507

yes 1452E-8507

12 – 240V DC 
24 – 240V AC

Solid-State 
Relay
300 mA @ 
240V AC/DC

no 6-foot Cable 1452E-6513

yes 1452E-8513

no 4-pin Micro AC 
Connector

1452E-6543

yes 1452E-8543

no 4-pin Micro AC 
Connector (pigtail)

1452E-6533

yes 1452E-8533

no 4-pin Mini-Connector 1452E-6503

yes 1452E-8503

SPDT EM Relay
10A @ 120V AC

no 6-foot Cable 1452E-6514

yes 1452E-8514

no 5-pin Micro AC 
Connector (pigtail)

1452E-6534

yes 1452E-8534

no 5-pin Mini-Connector 1452E-6504

yes 1452E-8504

Fiber Optic Infrared �

Field of View: Depends on 
fiber selected

For a complete system, order one 
Sensor and one Fiber Optic Cable 

(see Pages 6-15 and 6-16)

Infrared Fiber Optic Sensors
are compatible with Glass

Fiber Optic Cables

10 – 40V DC Depends 
on fiber 
selected 
�

Depends on 
fiber 
selected 

Infrared NPN/PNP
250 mA

no 6-foot Cable 1550E-6517

yes 1550E-8517

no 4-pin Micro DC 
Connector 

1550E-6547

yes 1550E-8547

no 4-pin Micro DC 
Connector (pigtail)

1550E-6537

yes 1550E-8537

no 4-pin Mini-Connector 1550E-6507

yes 1550E-8507

12 – 240V DC 
24 – 240V AC

Solid-State 
Relay
300 mA @ 
240V AC/DC

no 6-foot Cable 1550E-6513

yes 1550E-8513

no 4-pin Micro AC 
Connector 

1550E-6543

yes 1550E-8543

no 4-pin Micro AC 
Connector (pigtail)

1550E-6533

yes 1550E-8533

no 4-pin Mini-Connector 1550E-6503

yes 1550E-8503

SPDT EM Relay
10A @ 120V AC

no 6-foot Cable 1550E-6514

yes 1550E-8514

no 5-pin Micro AC 
Connector (pigtail)

1550E-6534

yes 1550E-8534

no 5-pin Mini-Connector 1550E-6504

yes 1550E-8504
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Model Selection — Sensors (Continued) 

� For brackets compatible with these sensors, see Accessories on Page 6-19.
� Diffuse mode — up to 3 inches (76 mm); Thru-beam — up to 35 inches (890 mm).

See listing of compatible connector cables on Page 6-17.

Model Selection — Compatible Connector Cables �

� For a full selection of connector cables, see Section 10.

Fast turn product with typical one day lead-time to shipment.

Voltage
Range

Sensing 
Range 

Optimum 
Range 

Sensing
Beam

Output Type Time 
Delay

Connection
Type 

Catalog 
Number

Fiber Optic Visible �

Field of View: Depends on 
fiber selected

For a complete system, order one 
Sensor and one Fiber Optic Cable 

(see Page 6-17)

Visible Fiber Optic Sensors
are compatible with Plastic

Fiber Optic Cables only

10 – 40V DC Depends 
on fiber 
selected 
�

Depends on 
fiber 
selected 

Visible Red NPN/PNP
250 mA

no 6-foot Cable 1551E-6517

yes 1551E-8517

no 4-pin Micro DC 
Connector 

1551E-6547

yes 1551E-8547

no 4-pin Micro DC 
Connector (pigtail)

1551E-6537

yes 1551E-8537

no 4-pin Mini-Connector 1551E-6507

yes 1551E-8507

12 – 240V DC 
24 – 240V AC

Solid-State 
Relay
300 mA @ 
240V AC/DC

no 6-foot Cable 1551E-6513

yes 1551E-8513

no 4-pin Micro AC 
Connector 

1551E-6543

yes 1551E-8543

no 4-pin Micro AC 
Connector (pigtail)

1551E-6533

yes 1551E-8533

no 4-pin Mini-Connector 1551E-6503

yes 1551E-8503

SPDT EM Relay
10A @ 120V AC

no 6-foot Cable 1551E-6514

yes 1551E-8514

no 5-pin Micro AC 
Connector (pigtail)

1551E-6534

yes 1551E-8534

no 5-pin Mini-Connector 1551E-6504

yes 1551E-8504

Voltage 
Style

Number 
of Pins

Gauge Length Catalog Number Pin Configuration/Wire Colors
(Face View Female Shown)PVC Jacket PUR Jacket IRR PUR Jacket

Standard Cables — Micro Style
AC 4-pin

4-wire
22 AWG 6.0 feet (2m) CSAS4F4CY2202 CSAS4F4RY2202 CSAS4F4IO2202

DC 4-pin
4-wire

22 AWG 6.0 feet (2m) CSDS4A4CY2202 CSDS4A4RY2202 CSDS4A4IO2202

5-pin
5-wire

22 AWG 6.0 feet (2m) CSDR5A5CY2202 — —

Voltage
Style

Number 
of Pins

Gauge Length Catalog Number Pin Configuration/Wire Colors
(Face View Female Shown)

Standard Cables — Mini Style
AC/DC 4-pin, 

4-wire
16 AWG 6 feet (2m) CSMS4A4CY1602

5-pin, 
5-wire

16 AWG 6 feet (2m) CSMS5A5CY1602

Micro Style 
Straight Female 2-Red/White

3-Red
4-Green

1-Red/Black

1-Brown
2-White
3-Blue
4-Black

1-Brown
2-White
3-Blue
4-Black
5-Green/Yellow

1 2

3 4
5

Mini Style 
Straight Female

Current Rating 
@ 600V
3-pin: 13A
4-pin: 10A

1-Black
2-Blue
3-Brown
4-White

1-Black
2-Blue
3-Orange
4-Brown
5-White
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