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2.3 NEMA Contactors and Starters

A200 Series

Product Selection

Heaters 
Enter heaters as separate 
item by listing catalog 
number from tables, 
Pages V5-T2-139 and 
V5-T2-140, as required per 
starter. 

Relays 

Thermal Type A Overload Relay 1

Technical Data and Specifications

Control Contact Ratings 

Notes
1 For alarm contact (Form C), add Suffix B. Available only as factory modification on Type A relay.
2 Three-pole Type B overload relay is a suitable alternative to a three-pole Type A overload relay in 

manual reset mode. For example, BA13JP for AA13P, BN23J for AN23A, and so on. (See Page V5-T2-131.)

Motor Full 
Load Amps

Panel Mounted Starter Replacement 
Ambient Comp. Non-Comp. Ambient Comp. Non-Comp.
Catalog Number Catalog Number Catalog Number Catalog Number

Single-Pole (One NC Contact)

0.25–26.2 AA11P AN11P AA11A AN11A

26.3–45 AA21P AN21P AA21A AN21A

19–90 AA31P AN31P AA31A AN31A

19–135 AA41P AN41P AA41A AN41A

Three-Pole (One NC Contact)

0.25–26.2 AA13P 2 AN13P 2 AA13A 2 AN13A 2

26.3–45 AA23P 2 AN23P 2 AA23A 2 AN23A 2

19–90 AA33P 2 AN33P 2 AA33A 2 AN33A 2

19–135 AA43P 2 AN43P 2 AA43A 2 AN43A 2

AC
Volts

Normally Closed Normally Open

Make Break Make Break

Three-Pole Control Contact Ratings

24–120 20A 2A 0.5A 0.5A

120–600 2400 VA 240 VA 600 VA 60 VA

Single-Pole Control Contact Ratings

24–120 30A 3A 10A 1A

120–600 3600 VA 360 VA 1200 VA 120 VA

Type A Overload Relay 
Single-Pole Panel 
Mounting




