
eaton corporation Enclosure Power Distribution Units14

Fl
ex

PD
U

s 
an

d 
H

ot
 S

w
ap

 M
ai

nt
en

an
ce

 B
yp

as
s

FlexPDUs
Eaton FlexPDUs increase power distribution from a single UPS. 

• 3-foot cord allows easy connection close to UPS without cable clutter 
•  Mounting bracket attaches directly to UPS
•  Mounting bracket allows for vertical, 1U or UPS attachment

Hot Swap Maintenance Bypass
Hot Swap MBPs enable easy UPS replacement without interruption to the connected load. Placing the Hot Swap MBP in bypass mode 
provides utility power to equipment while the UPS is being serviced.

Catalog Number Style Number Input Plug Breaker Max kW Function Cord 
(ft) Orientation Receptacles Dimensions  

(H x W x D, in)

EHBPL1500R-PDU1U 58115 5-15P None 1.44 BA 8 2U (6) 5-15R 2.1 x 17.3 x 3.8

EHBPL2000R-PDU1U 58120 5-20P None 1.92 BA 8 2U (6) 5-15R 2.1 x 17.3 x 3.8

EHBPL3000R-PDU1U 58130 L5-30P (2) 20A 2.88 BA 3.3 2U (5) 5-20R 2.1 x 17.3 x 3.8

Hot Swap MBP mounted  
in rack with 3U UPS

Catalog Number Style Number Input Plug Breaker Max kW Function Cord 
(ft)1 Orientation Receptacles Dimensions  

(H x W x D, in)

EFLX1500R-PDU1U 58015 5-15P None 1.44 BA 3 1U (12) 5-15R,  
(1) C19 1.7 x 17.3 x 2.3

EFLX2000R-PDU1U 58020 5-20P None 1.92 BA 3 1U (12) 5-20R 1.7 x 17.3 x 2.3

EFLX2000R-PDU1UL 58021 5-20P None 1.92 BA 3 1U (5) L5-20R 2.0 x 17.3 x 3.0

EFLXI3000R-PDU1UIEC 68438 C20 Inlet (2) 20A 3.33 BA 3 1U (12) C13, (1) C19 1.7 x 17.3 x 2.3

1. Includes C19 to C14 and C19 to C20 jumper cables
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EFLXI3000R-PDU1UIEC

EFLX2000R-PDU1UL

EFLX1500R-PDU1U

FlexPDU mounted with 2U UPS

EHBPL3000R-PDU1U


