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6.1 Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Product Selection

Non-Fused Pullouts

Fused Pullouts

For Service Entrance applications, see footnotes below.

Molded Case Switch

Notes
1   For replacement pullout head, order part number 96-3258-4.
2   To obtain a Service Entrance Rating, the addition of a DPFG (ground bar kit) is required.
3   For replacement molded case switch, order part number BR260NA.

Main 
Ampere
Rating

Maximum hp Rating Wire Size
Range Cu/Al
60 °C or 75 °C

Catalog 
Number120 V 240 V

Galvanized Steel

60 — 10 #14–3 DPU222R 1

Non-Metallic/Polycarbonate Enclosure

60 — 10 #14–2 ACD222URNM-A2 1

Main 
Ampere
Rating

Maximum hp Rating Wire Size
Range Cu/Al
60 °C or 75 °C

Catalog 
Number120 V 240 V

Galvanized Steel

30 2 2 3 #14–3 DPF221R 1

60 2 3 10 #14–3 DPF222R 1

Non-Metallic

30 2 3 #14–2 ACD221RNM-A2 1

60 3 10 #14–2 ACD222RNM-A2 1

Main
Ampere
Rating

Maximum hp Rating Wire Size 
Range Cu/Al
60 °C or 75 °C

Catalog 
Number120 V 240 V

Galvanized Steel

60 — 10 #14–3 DPB222R 3

Non-Metallic/Polycarbonate Enclosure

60 — 10 #14–2 B60NARNM-A2 3

DPU222R

DPF222R

DPB222R




