
38 Quick Select Guide

Connections: 
    • Solder x Solder (illustrated)
    • Flare external x external 
    • Flare internal x external 
    • Socket 

Moisture indicator 
    • Green for dry
    • Yellow for wet

High visibility view port

Corrosion resistant  
brass body design

SGP - Sight Glasses
Danfoss sight glasses are designed to accurately indicate the presence of moisture in refrigeration and air-conditioning systems. When system 
moisture content rises above permissible levels, the “dry/green” indicator will change to yellow indicating a “wet” system. The indication of 
dangerous moisture levels is essential in helping prevent the formation of harmful acids which are detrimental to the system.

Features
SGP

Danfoss
Type Version Connection  

(in.)

Ambient 
temperature 

(°F)

Maximum working 
pressure 

(psig)

Danfoss 
Code No.

SGP 6 N
Flare  

int. x ext.1

1⁄4 x 1⁄4

–60 to 175 750

014L0171

SGP 10 N 3⁄8 x 3⁄8 014L0172

SGP 12 N 1⁄2 x 1⁄2 014L0173

SGP 6s N

ODF x ODF solder

1⁄4 x 1⁄4 014L0181

SGP 10s N 3⁄8 x 3⁄8 014L0182

SGP 12s N 1⁄2 x 1⁄2 014L0183

SGP 16s N 5⁄8 x 5⁄8 014L0145

SGP 22s N 7⁄8 x 7⁄8 014L0186

SGP 1⁄2 RN NPT  1⁄2 014L0006

1 Can be screwed directly onto Danfoss filter drier.
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