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 EDI reserves the right to change these specifications at any time without notice
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 Max. Instantaneous Forward Voltage Drop 
VF =1.2 V @  I F =Pulse Test:
Pulse Width < 300      Duty  cycle  < 2.0%S

SERIES DESIGNA TIONS

Max. Peak Surge Current, IFSM (8.3ms) See Figure2
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VPI 2505 VPI 2510 VPI 2520 VPI 2540 VPI 2560 VPI 2580 VPI 25100 VPI 25120

FPI 4005 FPI 4010 FPI 4020 FPI 4040 FPI 4060 FPI 4080 FPI 40100 FPI 40120

MPI 4005 MPI 4010 MPI 4020 MPI 4040 MPI 4060 MPI 4080 MPI 40100 MPI 40120

MPI 5005 MPI 5010 MPI 5020 MPI 5040 MPI 5060 MPI 5080 MPI 50100 MPI 50120

UPI 5005 UPI 5010 UPI 5020 UPI 5040 UPI 5060 UPI 5080 UPI 50100 UPI 50120

KPI 5005 KPI 5010 KPI 5020 KPI 5040 KPI 5060 KPI 5080 KPI 50100 KPI 50120

UPI 6005 UPI 6010 UPI 6020 UPI 6040 UPI 6060 UPI 6080 UPI 60100 UPI 60120

KPI 6005 KPI 6010 KPI 6020 KPI 6040 KPI 6060 KPI 6080 KPI 60100 KPI 60120

ELECTRICAL CHARACTERISTICS PER  LEG
(at TA=25  C Unl ess Oth erw ise Spe ci fie d)

Average Forward Current.lF(Av.)
O

TC 55 C See Figure3

                          MINIBRIDGE
 25,40,50 and 60 AMPERE BRIDGE RECTIFIERS

NOTES: These  bridges  are also  available in fast  recovery and in positive and negative
               center  tap  and in  doubler  configurations. Consult  Factory.

Max. D.C. Reverse Current @ PRV and 25

Max. D.C. Reverse Current @ PRV and 100



Figure  2

Figure  3NON-REPETITIVE SURGE CURRENT

100

1 2 4 6 10 20 40 608

NUMBER  OF  CYCLES  AT 60 CPS

M
A

X
.

P
E

A
K

S
U

R
G

E
C

U
R

R
E

N
T

IF
S

M

NOTE: For large capacitive load derate  by up to 20%

PI SERIES  MECHANICAL OUTLINE

21 GRAY OAKS AVENUE    *   YONKERS.  NEW YORK 10710   914-965-4400    *   FAX 914-965-5531    *  1-800-678-0828

ELECTRONIC  DEVICES, INC.  DESIGNERS  AND  MANUFACTURERS OF SOLID STATE DEVICES SINCE 1951.
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Dielectric  test  voltage  2,500  volts  rms, max. 50-60Hz

METAL HEAT  SINK
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NOTES:     1. Corrosion resistant terminals designed for .250 female quick connector, wrap around or solder.
                   2. A thin  film  of  silicone  thermal  compound  is  recommended  between  the  Minibridge
                       case  and  mounting  surface  for  improved  thermal  conduction.


