
Jacketed Metallic

Conduit Type Page

TYPE LA 7

TYPE LT 8

TYPE LTFG 9

TYPE EF 10

TYPE LOR 10

TYPE CBLA 11

TYPE CSA 12

TYPE ATLA 13

TYPE AT 14

TYPE ATX 14

TYPE VJC 15

TYPE ALT 15

TYPE ZHLA 16

TYPE CEA 17

TYPE ACEA 18

Distinctive Characteristics Include:

UL listed, CSA certifi edzz

Halogen-freezz

Flame-resistantzz

High impact and crush strengthzz

Resistant to many chemicalszz

Sunlight-resistantzz

Withstands extreme temperature rangeszz

Applications / Vertical Markets:

Passenger Rail Vehicle Wiringzz

Industrial Control Equipmentzz

Machine Toolszz

Textile Machineryzz

Molding / Extrusion Equipmentzz

Fiber Opticszz

Medical Equipmentzz

Food and Parmaceutical Equipmentzz

Healthcarezz

Data Centerszz

Waste Water Treatmentzz

Utilityzz

We can blend 
to any color 
preference 
for quick 
identification 
of circuits.
See page 19 for details.

9 NEW

Electri-Flex offers the broadest variety of liquidtight flexible metal conduits, ranging from UL 
listed and CSA certified products to specialized conduits designed for extreme temperatures, 
non-halogen, low smoke, RFI shielding and food grade applications.

These conduits offer the advantages of a flexible sealed raceway coupled with the strength of a 
metal core. For more information on our Jacketed Metallic Conduits, see below for an overview 
or continue through this section.
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