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Feed through and ground terminal blocks
Insulation displacement
ADO - ADO, v DIN 3

D 2,5/8... .ADO - 2.5 mm? blocks - 8 mm .315" spacing

2 wires of the same gauge
and nature
per ADO connection

ot IEC
Characteristics NEC DN uL CSA
Screw Solid - - -
Wire size Stranded - .
mm2/ AWG Solid 1-2.5mm?
ADO Sivamed Ve S 16-14 AWG i 16-14 AWG
Voltage \ 1000 600 600
Current A 24 25 25
Short circuit current (D 2,5/8.PI.ADO) Als 300 A/1s
Rated wire size mm2/ AWG 2.5 mm? 16 AWG 16 AWG
Selection
Description Type Packaging Catalog number
Standard block grey D 2,5/8.ADO 50 019905906
Standard block orange D 2,5/8.ADO 50 019906003
Standard block blue D 2,5/8.N.ADO 50 019906120
Standard block black D 2,5/8.ADO 50 019908925
Standard block red D 2,5/8.ADO 50 019908713
Standard block yellow D 2,5/8.ADO 50 019909210
Standard block ivory D 2,5/8.ADO 50 019908824
Standard block green D 2,5/8.ADO 50 019914804
Accessories
Description Type Packaging Catalog number
End stop (light grey) screwless | BADL 9mm 50 039990302
with screw | BAM2 9.9 mm 50 039996701
End section grey FEMAD3 3 mm 20 019934105
yellow FEMAD3 3 mm 20 019934307
Assembled jumper bar 2 poles BJMI8 41A 10 017666916
(with IP20 protection) 3 poles BJMI8 41 A 10 017667013
4 poles BJMI8 4 A 10 017667100
5 poles BJMI8 41 A 10 017667201
10 poles BJMI8 41 A 10 017667302

D 2,5/8.PADO - 2.5 mm? ground block with rail contact - 8 mm .315" spacing

ot IEC
Characteristics NFC DN UL CSA
Screw Solid - - -
Wire size Stranded - .
mm2/ AWG Solid 1-2.5mm?
AD i 16-14 AWG | 16-14 AW
© Stranded 1-25mm? 6 G 16 G
Short circuit current Als 300 A/1s - -
Rated wire size mm?/ AWG 2.5 mm? 14 AWG 14 AWG
Selection
Description | Type | Packaging | Catalog number
Ground block, green body/yellow marking | D25//8PADO | 50 [ 019909117
Accessories
Description Type Packaging Catalog number
End section yellow FEMAD3 3 mm 20 019934307
grey FEMAD3 3 mm 20 019934105

2 wires of the same gauge
and nature
per ADO connection



