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Notes: 1. Does not include receptacle.  Use with standard receptacles of same electrical ratings.  
2. More than one face size available on the market. Check for 2.53” face diameter.
3. 2715 - FS07 not listed.

Single Outlet Cover Plates - FS Series

Face
View

NEMA
Configuration

Electrical Ratings
FS Female
Receptacle

2705 
Male Inlet

Std Opening

2705 
Male Inlet 

Large OpeningAmps Volts

15A Straight Blade & Locking 20A Straight Blade

Flip Seal Cover w/ weatherproof boot only 2700-FS (1) 1 7/16” Dia. 2” Dia.

Non-NEMA 10/15 Amp 125/250 Volt 2715-FS07 (3)

5-15 15 Amp 125 Volt 2715-FS10 2705-15 2705-15A

5-20 20 Amp 125 Volt 2715-FS12 2705-20 2705-20A

6-15 15 Amp 250 Volt 2715-FS14

6-20 20 Amp 250 Volt 2715-FS16

L5-15 15 Amp 125 Volt 2715-FS20 2705-L15 2705-L15A

L6-15 15 Amp 250 Volt 2715-FS22

L7-15 15 Amp 277 Volt 2715-FS24

20A & 30A Locking, 3-Wire

Flip Seal Cover w/ weatherproof boot only 2800-FS (1) 2 1/8” Dia.

L5-20 20 Amp 125 Volt 2820-FS10 2705-L20

L6-20 20 Amp 250 Volt 2820-FS12

L7-20 20 Amp 277 Volt 2820-FS14

Non-NEMA 20 Amp 125/250 Volt 2820-FS16

Non-NEMA 20 Amp/10 Amp 250 Volt/600 Volt 2820-FS17

L5-30 30 Amp 125 Volt 2830-FS10(2)

L6-30 30 Amp 250 Volt 2830-FS12(2)

L7-30 30 Amp 277 Volt 2830-FS14(2)

Non-NEMA 30 Amp 125/250 Volt 2830-FS16

20A & 30A Locking, 4-Wire

Flip Seal Cover w/ weatherproof boot only 2900-FS (1) 2 1/8” Dia.

L14-20 20 Amp 125/250 Volt 2920-FS20 2705-L142

L15-20 20 Amp 250 Volt, 3 ø 2920-FS22

L16-20 20 Amp 480 Volt, 3 ø 2920-FS24 2705-L162

L14-30 30 Amp 125/250 Volt 2930-FS20

L15-30 30 Amp 250 Volt, 3 ø 2930-FS22

L16-30 30 Amp 480 Volt, 3 ø 2930-FS24

L17-30 30 Amp 600 Volt, 3 ø 2930-FS26  

L18-30 30 Amp 120/208 Volt, 3 ø wye 2930-FS30

Non-NEMA 30 Amp 120/208 Volt, 3 ø wye 2930-FS28

Made in
the USA




