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the USA

6234WFS with 
1610-PWDX 

pendant style

6212NFS Box with
1610-PWDX “pendant

non-metallic” style

2-Sided 1610-PWDX
on 6234WFT 

enclosure

6234WFS 
with 

1610-PWDX 
pendant style

6212 NFSF box with 1610-PWDX assembly

NOTICE:
*The NEC restricts the use of metallic “job”

boxes for use in temporary relocateable power
cords.  Only use non-metallic enclosures

designed and tested to meet compliance.

Part Number Description
NEMA 
Config

Amps Volts

PWDX Dual Receptacle & Cover Assembly/ Prewired

Straight

1610-PWDX Receptacle & Flip Cover, Duplex, All Weather, 5-15, Weather Resistant 5-15 15 125

1612-PWDX Receptacle & Flip Cover, Duplex, All Weather, 5-20, Weather Resistant 5-20 20 125

1614-PWDX Receptacle & Flip Cover, Duplex, All Weather, 6-15, Weather Resistant 6-15 15 250

1616-PWDX Receptacle & Flip Cover, Duplex, All Weather, 6-20, Weather Resistant 6-20 20 250

Locking

1620-PWDX Receptacle & Flip Cover, Duplex, All Weather, L5-15 L5-15 15 125

1622-PWDX Receptacle & Flip Cover, Duplex, All Weather, L6-15 L6-15 15 250

1624-PWDX Receptacle & Flip Cover, Duplex, All Weather, L7-15 L7-15 15 277

1610-PWDX 1612-PWDX 1614-PWDX 1616-PWDX 1620-PWDX 1622-PWDX 1624-PWDX




