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• NEMA rated 1, 3, 4, 4X and 12 (depending on model)  
• IP65 suitability enclosure ratings 
• Available in 2 to 12 button configurations
• Single, 2-speed, and 3-speed models available 
• Neoprene boots surround buttons to seals out dirt and moisture
• 2-piece enclosure simplifies field wiring 
• Soft pressure and positive indent switches provide optimum   
   tactile feedback so you can feel when switch has been engaged 
• Contacts rated at 5A/120VAC and 5A/240VAC 
• 2 Amps at 12V/24DC 
• Up to 100 G shock resistance 
• Ambient temperature rated 5°F to 160° F (-15° to 70°C) operation   
  (model 5503 rated to 50°C/122°F)

• Overhead crane control
• Workstations 
• Monorail and hoist control 
• Assembly lines 
• Conveyor and elevator control 
• Other industrial machines

Standard Features: Applications:

Bushing Sizes:

Dimensions:

CE
RTIFIED

COMPANY
9001

Pendant P/N Bushing P/N Cable Diameter

5502 55CG1 0.30-0.41

5502-2 55CG1 0.30-0.41

5504 55CG2 0.30-0.41

5504-A 55CG2 0.41-0.53

5504-E 55CG2 0.41-0.53

5506 55CG3 0.52-0.65

5506-A 55CG3 0.52-0.65

5506-E 55CG3 0.52-0.65

5508 55CG3 0.52-0.65

5508-A 55CG3 0.52-0.65

5508-E 55CG4 0.64-0.77

5510 55CG4 0.64-0.77

5512 55CG4 0.64-0.77

Buttons “A” Dim. “B” Dim.

2 4.49 in. 3.07 in.

4 7.09 in. 3.07 in.

6 10.31 in. 3.23 in.

8 12.68 in. 3.23 in.

10 15.24 in. 3.43 in.

12 17.60 in. 3.43 in.

Cable packing 
gland ensures 

water tight seal

Pilot Light & 
Horn Switch

Stainless steel 
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and threaded 
inserts
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booted buttons 
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and moisture
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Part Number Number of 
Buttons

Electrical 
Rating

Button Description Listing

5502 2 5A/120VAC (1) 1 SPEED MOMENTARY BUTTONS 1 NO / 1 NO (55S08) cULus

5502-2 2 5A/120VAC (1) 2 SPEED MOMENTARY BUTTONS 2 NO / 2 NO (55S15) cULus

5504 4 5A/120VAC (2) 1 SPEED MOMENTARY BUTTONS 1 NO / 1 NO (55S08) cULus

5504-2 4 5A/120VAC (2) 2 SPEED MOMENTARY BUTTONS 2 NO / 2 NO (55S15) cULus

5504-A 4 5A/120VAC (1) MOMENTARY ON/OFF (55S03), (1) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO (55S09) cULus

5504-E 4 5A/120VAC (1) E-STOP (55S26), (1) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO (55S09) cULus

5506 6 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (2) 1 SPEED MOMENTARY BUTTONS 1 NO / 1 NO (55S08) cULus

5506-2 6 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (2) 2 SPEED MOMENTARY BUTTONS 2 NO / 2 NO (55S15) cULus

5506-A 8 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (2) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO 
(55S09)

cULus

5506-E 6 5A/120VAC (1) E-STOP (55S26), (2) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO (55S09) cULus

5508 8 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (3) 1 SPEED MOMENTARY BUTTONS 1 NO / 1 NO (55S08) cULus

5508-2 8 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (3) 2 SPEED MOMENTARY BUTTONS 2 NO / 2 NO (55S15) cULus

5508-A 8 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (3) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO 
(55S09)

cULus

5508-E 8 5A/120VAC (1) E-STOP (55S26), (3) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO (55S09) cULus

5510 10 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (4) 1 SPEED MOMENTARY BUTTONS 1 NO / 1 NO (55S08) cULus

5510-A 10 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (4) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO 
(55S09)

cULus

5510-E 10 5A/120VAC (1) E-STOP (55S26), (4) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO (55S09) cULus

5512 12 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (5) 1 SPEED MOMENTARY BUTTONS 1 NO / 1 NO (55S08) cULus

5512-A 12 5A/120VAC (1) MAINTAINED ON/OFF BUTTON 1 NO (55S01), (5) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO 
(55S09)

cULus

5512-E 12 5A/120VAC (1) E-STOP (55S26), (5) 1 SPEED MOMENTARY BUTTONS 1NC + 1NO / 1 NC + NO (55S09) cULus

Selection Guide:

L1000834A


