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Non-Contact Safety Systems CMS

Subject to technical modifications; no responsibility is accepted for the accuracy of this information.
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Dimension drawing

 f For use with evaluation unit CMS-E-AR
 f Cube-shaped version 88 x 25 mm
 f With connection cable

Read heads/actuators design A

Center offset m at s = 3 mm

Read heads and actuators design A

Actuator
Active face

0.34 mm²
(6 x 0.25 mm²
on CMS-R-AXR)

Ordering table (Read heads and actuators each incl. 2 safety screws M4 x 14)

Circuit diagram
not actuated

Assured switch-on 
distance sao 

[mm]

Assured switch-off 
distance sar 

[mm]
Cable type Cable length

[m]
Read head

Order no./item
Actuator

Order no./item

BN
YE

WH
GN

6 18

V
PVC

3 084583
CMS-R-AXD-03V

084591
CMS-M-AB5 085732

CMS-R-AXD-05V
P

PUR 5 103858
CMS-R-AXD-05P

18 34

V
PVC

1 102385
CMS-R-AXE-01V

085654
CMS-M-AG

3 084584
CMS-R-AXE-03V

5 085733
CMS-R-AXE-05V

P
PUR 5 103859

CMS-R-AXE-05P

BN

WH

6 18

V
PVC

3 084585
CMS-R-AXF-03V

084591
CMS-M-AB5 085734

CMS-R-AXF-05V
P

PUR 5 103860
CMS-R-AXF-05P

18 34

V
PVC

3 084586
CMS-R-AXG-03V

085654
CMS-M-AG5 085735

CMS-R-AXG-05V
P

PUR 5 103861
CMS-R-AXG-05P

BN
YE

WH
PK
GY

GN
Rv
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For contact status 
indication and LED:  

7

23

For contact status 
indication and LED: 

15

V
PVC 5 093975 1)

CMS-R-AXR-05VL
093976
CMS-M-AIP

PUR 5 103863 1)

CMS-R-AXR-05PL

1) No approvals

Alignment of read head and actuator

XY

ZApproach 
direction

Alignment 
marking

Note:
The dimensions of the actuators are the same as 
those of the read heads, although the former have 
no connection cable or plug connector.

Yellow LED indicator
Only on version CMS-R-AXR


