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Non-Contact Safety Systems CMS

Subject to technical modifications; no responsibility is accepted for the accuracy of this information.
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Dimension drawing

ff In combination with evaluation units 
CMS-E-AR

ff Cylindrical version M25
ff With connection cable or  
plug connector M8

Read heads design C
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Read heads and actuators design C
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Dimension drawing

Actuator design C

Actuator

Active face

Ordering table (Actuator incl. 1 screw M5 x 25)

Circuit diagram
not actuated

Assured switch-on 
distance sao 

[mm]

Assured switch-off 
distance sar 

[mm]
Cable type Cable length

[m]
Read head

Order no./item
Actuator

Order no./item

BN
YE

WH
GN

1
4

2
3

7 16

V
PVC

3 084574
CMS-R-CXA-03V

084577
CMS-M-CA

5 085739
CMS-R-CXA-05V

P
PUR 5 103870

CMS-R-CXA-05P

Plug connectors M8 103965
CMS-R-CXA-SC
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WH

1
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7 16

V
PVC

3 084576
CMS-R-CXB-03V

5 085740
CMS-R-CXB-05V

P
PUR 5 103871

CMS-R-CXB-05P

Plug connectors M8 103966
CMS-R-CXB-SC
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Read head
Active face

Alignment of read head and actuator

XY

ZApproach 
direction

Alignment 
marking

With connection cable

With plug connector M8

Connector  
assignment

View of connection side
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For connection cables see Accessories, page 54


