
Indoor Air Quality Carbon Monoxide Meters/Monitors

CO10 Carbon Monoxide (CO) Meter
Check CO level in all environments up to 1000ppm
• Auto Zero at start up
• Displays CO levels from 0 to 1000ppm
• 1ppm resolution with ±5% or ±10ppm basic accuracy (whichever is greater)
• Utilizes a stabilized electrochemical gas specific (CO) fast response sensor
• Audible alarm starts at 35ppm
• Memory stores 10 readings
• Ergonomic pocket size housing
• Max Hold, Data hold buttons, and Auto Power off features
• Dimensions/Weight: 6.3x2.2x1.57” (160x56x40mm)/6.35oz (180g)

ORDERING
CO10 Carbon Monoxide Meter

CO30 Carbon Monoxide (CO) Monitor
Programmable audible alarm, with high decibel beeper
• Wall mount or desktop monitor alternately displays Carbon Monoxide

(CO) concentration, Air Temperature, and Relative Humidity readings
• Bright tri-colored LED indicator: Green <10ppm, Yellow = 10 to 29ppm, Red >30ppm
• LCD displays alarm icon, LED light turns red, and loud audible beeper

sounds when indoor CO level exceeds set point (adjustable)
• Adjustable audible alarm sounds when reading exceeds one of the selected ranges
• “ZERO” Re-Calibration function
• Manual Temperature and Relative Humidity Compensation (adjustable)
• CO Calibration function in fresh air
• Four display error codes for troubleshooting and Low battery indicator
• Recover to factory setting function

SPECIFICATIONS RANGE RESOLUTION BASIC ACCURACY
Carbon Monoxide (CO) 0 to 999ppm 1ppm ±5% of rdg or ±10ppm

Temperature (Air) 32 to 122°F (0 to 50°C) 0.1°F/°C ±2°F/1°C

Relative Humidity 20 to 90%RH 1%RH ±5%RH @ 25°C

Dimensions/Wt 4.4x4.3x2.1" (113x108x53mm)/ 5.6oz (159g)

ORDERING
CO30 Carbon Monoxide CO Monitor

CO50 Desktop Carbon Monoxide (CO) Monitor
Measures Carbon Monoxide (CO) concentration, Air Temperature & Humidity
with extra loud beeping alarm (>85dB sound level at 3 meters away)
• Visibly bright LED (green & red) indicates indoor CO warning level
• Extra loud audible beeping alarm level meets UL2013 Standard (>85dB @

3 meters); defaults alarm threshold at 30ppm CO level (user adjustable)
• Displays Date (Year, Month, Day) and time; Max function for CO readings
• Internal memory for manually storing up to 99 readings with easy recall function
• 1 year warranty
• Complete with Universal AC adapter (UA100-240) and multiple plug types

SPECIFICATIONS RANGE RESOLUTION BASIC ACCURACY
Carbon Monoxide (CO) 0 to 999ppm 1ppm ±2ppm

Temperature (Air) 14 to 140°F (-10 to 60°C) 0.1°F/°C ±1.2°F/0.6°C

Relative Humidity 10 to 90%RH 0.1%RH ±5%RH @ 25°C

Dimensions/Wt 6.1 x 3.4 x 3.2" (155 x 87 x 81mm)/ 5.8oz (165g)

ORDERING
CO50 Desktop Carbon Monoxide CO Monitor

Watch the

www.extech.com/video

Video

Includes built-in stand, side cover,
Universal AC Adaptor (multi-plugs US,
EU, UK, and AU), and 4 AAA batteries;
1 year warranty

Includes 9V battery,
protective holster, and case;
1 year warranty

104 ÿ Indicates products that are available with optional calibration traceable to NIST. See page 160 for a complete listing.




