
PROVIDES  SPEAKER/
AMPLIFIER TERMINATION  
WITH SELECTONE®

COMMAND UNITS 

• 300CK — required by every 
speaker/amplifier used with 
command units 300MB, 300MC,
300SCW-1, 300VSC-1, or
300VSC-1044SB

• 300CKS — required by every
speaker/amplifier used with the
Federal Signal supervised 
command unit 300SSC

• UL and cUL Listed, CSA Certified,
CSFM Approved

SelecTone ®

Connector  Kits

Models 300CK and 300CKS

Federal Signal’s Models 300CK and 300CKS are the connector kits
that allow SelecTone® speaker/ amplifiers to be used with
SelecTone Command Units. 

When creating a SelecTone system based on a Command 
Center, rather than individual tone modules, each SelecTone
speaker/amplifier requires a connector kit.

The Model 300CK connector kit is a circuit board which is
installed in the tone module receptacle of a SelecTone
speaker/amplifier, making it possible to transfer audio signals
from the command unit to the individual speaker/amplifier.

Similarly, the Model 300CKS Supervised Connector Kit is required
for each speaker/amplifier in a supervised SelecTone system.
Model 300CKS receives the audio signal from the Model 300SSC
command unit and conducts the signal to the speaker/amplifier.

Connector kits are required for every SelecTone speaker/amplifier
unit in a SelecTone employee alarm and communication system.
The Model 300CK is used in non-supervised SelecTone systems
with Models 300MB, 300MC, 300VSC-1, 300VSC-1044SB and
300SCW-1. The Model 300CKS supervised connector kit is used
with the Model 300SSC supervised command unit.
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The 300CKS is required with every speaker/amplifier (Models
50GC, 300GC, 302GC, etc.) when used with Model 300SSC

Supervised Command Unit.

A 300CK is required with every speaker/amplifier (Models 50GC,
300GC, 302GC, etc.) when used with Models 300MB, 300MC,

300VSC-1 or 300SCW-1 Command Units. (Optionally, an AM25CK
could be used inplace of the 300CK to create a "balanced" line)

Model 300CKSModel 300CK

300CK 300CK 300CK

300CK INTERCONNECTIONS from
300SCW-1, 300VSC-1, 300VSC-
1044SB, 300MB, 300MC
(300CK installed in speaker/amplifier)

Signal

Common

300CKS INTERCONNECTIONS 
from 300SSC
(300CKS installed in speaker/amplifier)

300CKS 300CKS 300CKS

Signal

Common

Power Supervision

End of Line
Resistors
installed…

SPEAKER/AMPLIFIER
Connector kits are used instead of tone modules when SelecTone speaker/amplifiers are used in a SelecTone®

system, rather than individually. Connector kits are customer installed in the tone module receptacle of each
speaker/amplifier.

H O W  T O  O R D E R
• Please refer to Model Number Index

300CK/300CKS beginning on page 378
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