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Positioners CMSX
Accessories

Mounting bridge DARQ-K-P-…

� Mounting bridge for mounting on

standard actuators as per

VDI/VDE 3845

� Mounting screws included in the

scope of delivery

� Material:

High-alloy stainless steel

� Contains paint-wetting impairment

substances, RoHS compliant

1 Screw

DIN 912 M5x16 (4x)

2 Screw

DIN 912 M4x12 (4x)

Dimensions and ordering data

B1 B3 D1 D2 D3 D4 H1 H2 H3 L1 L2 L3 W1 CRC1) Weight Part No. Type

    [g]

65 30 50 35 4.5 5.4 45 5 3 110 81.6 78.4 45° 2 350 q2197135 DARQ-K-P-A1-F05-20-R1

55 380 q2197136 DARQ-K-P-A1-F05-30-R1

55 160 131.6 128.4 460 2197137 DARQ-K-P-A2-F05-30-R1

1) Corrosion resistance class 2 according to Festo standard 940070 

Components subject to moderate corrosion stress. Externally visible parts with primarily decorative surface requirements which are in direct contact with the surrounding industrial environment or media such as

coolants or lubricating agents.

Festo core product range qReady for dispatch from the Festo factory in 24 hours

wReady for dispatch in 5 days maximum from stock




