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ACCESSORIES
Order symbol Description

PVC Back Panels

APBP66
APBP86
APBP88
APBP108
APBP1010
APBP1210
APBP1412
APBP1614
APBP1816

Painted Steel Back Panels

ABP66
ABP86
ABP88
ABP108
ABP1010
ABP1210
ABP1412
ABP1614
ABP1816

Aluminum Back Panels

ALBP66
ALBP86
ALBP88
ALBP108
ALBP1210
ALBP1010
ALBP1412
ALBP1614
ALBP1816

Fixed Aluminum Dead Front Panels

ADFP66
ADFP86
ADFP88
ADFP108
ADFP1010
ADFP1210
ADFP1412
ADFP1614
ADFP1816

Mounting Foot Kits

AMFK Mounting Foot Kit - ARCA
AMFKSS SS Mounting Foot Kit - ARCA

Mounting Flange Sets 
AMFL6 Mounting Flange Set for 6” wide enclosure
AMFL8 Mounting Flange Set for 8” wide enclosure
AMFL10 Mounting Flange Set for 10” wide enclosure
AMFL12 Mounting Flange Set for 12” wide enclosure
AMFL14 Mounting Flange Set for 14” wide enclosure
AMFL16 Mounting Flange Set for 16” wide enclosure
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ACCESSORIES
Order symbol Description

Variable Depth Back Panel Kits

AVBK3 Back Panel Kit - 3” Base
AVBK4 Back Panel Kit - 4” base
AVBK5 Back Panel Kit - 5” Base
AVBK6 Back Panel Kit - 6” Base

Latches

AQRL Plastic Latch
ASSLL SS Lockable Latch
ASSQL SS Quick Release Latch
ATSS SS Twist Latch

Hinged Inner Aluminum Panels

ASPK66 Hinged Panel Kit incl. AL Panel
ASPK86 Hinged Panel Kit incl. AL Panel
ASPK88 Hinged Panel Kit incl. AL Panel
ASPK108 Hinged Panel Kit incl. AL Panel
ASPK1010 Hinged Panel Kit incl. AL Panel
ASPK1210 Hinged Panel Kit incl. AL Panel
ASPK1412 Hinged Panel Kit incl. AL Panel

ASPK1614 Hinged Panel Kit incl. AL Panel
ASPK1816 Hinged Panel Kit incl. AL Panel
ASPHK6 Hinged Panel Kit w/o Panel
ASPHK8 Hinged Panel Kit w/o Panel
ASPHK10 Hinged Panel Kit w/o Panel
ASPHK12 Hinged Panel Kit w/o Panel
ASPHK14 Hinged Panel Kit w/o Panel
ASPHK16 Hinged Panel Kit w/o Panel
ASPHK18 Hinged Panel Kit w/o Panel

ARCA technical information
Confirmity to standardsProperty Polycarbonate (PC)

Ingress Protection (EN 60529) IP 66/67 USA Enclosures for Electrical Equipment
UL Type 4, 4X, 6, 6P, 12 and 13

NRTL Listing
Underwriters Laboratories UL
cUL Listed under UL 508
SGS FIMKO CE Conformity

RoHS directive 2002/95/EC

GostR -  Gost Russian certificate of conformity

Impact Resistance (EN 62262) Impact rating per UL 508 / UL 50
Temperature Range Celsius -40°. . .140°C
(short term) Fahrenheit -40°. . .284°F
Temperature Range Celsius -40°. . .80°C
(continuous) Fahrenheit -40°. . .175°F
Electrical Insulation Totally insulated B
Color RAL 7035 - Light Gray
Cover screws and hardware 10-32, stainless steel
Accessory mounting screws 10-32, stainless steel
Gasket Polyurethane, formed in place
Flammability rating Enclosure flammability rating  

per UL 508
Toxicity Non-Toxic, halogen free,

RoHS compliant

Data subject to change without notice.  
*Consult separate raw material data for more detailed information


