
Conduit Bending

USA  800.624.4320   l   fax 800.799.3779   l   www.gardnerbender.com
CANADA  905.564.5749   l   fax 905.564.0305

38

Electric Sidewinder® Bender
Bends 1⁄2" to 2" conduit:

 • Rigid  • Rigid aluminum (schedule 40 max.)

 • IMC  • EMT conduit  

 • PVC-coated rigid (40 mil)

• Up to 180 degree one-shot bends in 1⁄2" through 2" conduit.

•  The handle detaches and pivots out of the way  
for offset bending.

•  Competitor shoes are interchangeable  
(Greenlee, Current, etc.).

• 110/115 V AC

• 20 AMP

 Conduit  
 Size EMT IMC Rigid

 1⁄ 2" 41⁄4" 43⁄8" 43⁄8"

 3⁄ 4" 53⁄8" 41⁄2" 41⁄2"

 1" 63⁄4" 53⁄4" 53⁄4"

 11⁄4" 83⁄4" 71⁄4" 71⁄4"

 11⁄2" 89⁄32" 89⁄32" 81⁄4"

 2" 99⁄16" 99⁄16" 91⁄2"

Centerline Radius Chart:

Electric Sidewinder® Shoe Groups

Bender & Shoe 
Groups can 

be purchased as a kit  
or individually.

note:

More Shoe Sets available on following page...

B2555

Part # Description Capacity/Range Weight

B2555 Electric Sidewinder® w/o Shoes — 270 lbs

B2555RIG Electric Sidewinder® w/ Rigid Shoe Group  1⁄2"-2" Rigid & 1⁄2"-11⁄4" IMC conduit 365 lbs

B2555EMT Electric Sidewinder® w/ EMT Shoe Group 1⁄2" - 2" EMT conduit 430 lbs

B2555PVC Electric Sidewinder® w/ PVC Shoe Group  1⁄2" - 2" 40 mil PVC-Coated conduit 365 lbs

 Part # Conduit Description Weight I.D. #

 RS-5125 1⁄ 2" & 11⁄4" Rigid and IMC Bending Shoe 43 lbs 1

 RSR-5125 1⁄ 2" & 11⁄4" Rigid and IMC Support Roller 8 lbs 2

 RS-152 11⁄2" & 2" Rigid Bending Shoe 36 lbs 3

 RSR-152 11⁄2" & 2" Rigid Support Roller 6 lbs 4

 BX-1 — Metal Storage Box 36 lbs —

                                     Total Weight: 129 lbs

Rigid Shoe Group (1⁄2" to 2")
BRIG-52 

1 2 3 4


