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Battery Charging Clips
Designed specifically for battery and testing equipment 
applications, 5 - 50 Amp.

• Available in versatile sizes.

 Part # Pkg Qty Description

 14-505 4/card 5 Amp

 14-510 4/card 10 Amp

 14-520 2/card 20 Amp

 Part # Pkg Qty Description

 14-530 2/card 30 Amp

 14-550 1/card 50 Amp

Insulated Battery Clamps
For battery, battery charger and testing equipment applications.

• Copper-clad clamp.

• Handle grips are insulated and color-coded for easy identification.

 Part # Pkg Qty Description

 14-610 2/card (1 red & 1 black) 10 Amp Copper Clad

 14-630 2/card (1 red & 1 black) 30 Amp Copper Clad

Alligator Clips
Multi-purpose alligator clips for home, auto and marine applications.

• Available with insulating sleeve.

 Part # Pkg Qty Description

 14-075 4/card Non-Ins. #22 - #14 AWG 11⁄4" 

 14-076 4/card Non-Ins. #22 - #14 AWG 2" 

 14-077 2/card Barrel-Ins. #22 - #14 AWG 2" 

 14-078 2/card Fully-Ins. #22 - #14 AWG 2" 

14-078

14-076

14-077

Primary Wire
Tinned copper wire provides maximum protection against corrosion  
and electrolysis.

• Ultra-flexible (Type 3) stranding.

• Resists salt water, battery acid, oil, gasoline and UV radiation.

• Insulation is heat and abrasion-resistant.

• Packaged in small spools.

• Rated to 600 V and 105 °C (221 °F) maximum.

 Part # Pkg Qty Wire Gauge Length

 AMW-332 1/clam 12 AWG 12 FT

 AMW-334 1/clam 14 AWG 18 FT

 AMW-336 1/clam 16 AWG 25 FT

 AMW-338 1/clam 18 AWG 35 FT

         Part # Pkg Qty Wire Gauge Length

 AMW-312 1/clam 12 AWG 12 FT

 AMW-314 1/clam 14 AWG 18 FT

 AMW-316 1/clam 16 AWG 25 FT

 AMW-318 1/clam 18 AWG 35 FT

 

 AMW-322 1/clam 12 AWG 12 FT

 AMW-324 1/clam 14 AWG 18 FT

 AMW-326 1/clam 16 AWG 25 FT

 AMW-328 1/clam 18 AWG 35 
FT 




