
Dimensions 

2200 Series 

Mini 4 Pin • No Connector 

Code B 

Mini 4 Pin • With Connector 

Code A I .!J!g_ I 

f 
IP67 Cable (Waterproof) 

Code F 

� 35.0 

24 AWG Shielded PVC 
IP65 or NEMA4 Cable 

Code
� 

L-��-1
24 AWG Shielded PVC 

2600 Series 

10-6 or 8-4 Mil-C Connector

10-6 Code C

8-4 Code 1
Large DIN 43650 Plug 

Code G 

Conduit Connector with Cable 

Code3
� 

24 AWG Shielded PVC I< 43 I
m 

Conduit Connector with Flying Leads

·�
Code� 
with length "U" I--- 1.70/43 -I 

Moulded, Immersible Cable 

CodeM � 

24 AWG, Vent, Shielded, � Polyurethane ¥£-

2200/2600 Setias/ p3of4 / 3-APR-14 

mV Gauge/Absolute 
Amplttied Gauge 

Amplified Absolute 

Maximum diameter 1.07" (27.3 mm) 

mV Gauge/Absolute 
Amplified Gauge 

Amplified Absolute 

Maximum diameter 1.07" (27.3 mm) 

PSIBAR® CVD TYPES 

1/8-27 NPT 

Code 

,t,.

08 

1/4 - 18 NPT 

Code 
�

Code OJ 
02 with 
with snubber 
snubber 

-'.::1 � 
0

io
9 

1/4-18 NPT Internal 

Code 

lJ OE 

:'.j )- 02�5 
1/2-14 NPT 

Code 

fo1--�-: OH 

7/16-20 UNF-2A 

Code 

� 
04 

:i � 0;1
5 

9/16-18 UNF-2A 

Code 

'1lw 
1P 

G 1/8 Internal 

Code 

@ 09 

G 1/4 External 

Code 

�';Y 

01 

R 1/4 

Code 

�1--...
DA 

Nose Cone - Black Acetal 

Code 
lb 19 

)+. --) 0.75 
19 

Nose Cone Sink Weight 

] 

UOE 




