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Wire Ferrule Crimping Tool 26 - 13 AWG

spECiFiCaTiOns

range 26 - 13 AWG (.14 - 2.5 mm²)
Length 6.9" (175 mm)
Weight .4 lbs. (0.2 kg)

Wire Ferrule Crimping Tool 20 - 13 AWG

• Makes trapezoidal crimps. 
• Includes cutter and replaceable stripper blade set.

• Crimps single and twin cable wire ferrules.
• End-loading type tool that makes trapezoidal crimps.

WIRE FERRULE CRIMPING TOOLS

CaT. nO. upC nO. dEsCripTiOn

K1GL 02633 Wire Ferrule Crimper

Wire Ferrule Crimping Tool 26 - 10 AWG
• Makes trapezoidal crimps with full-cycle ratchet mechanism to assure 

complete crimps.
• Crimps single and twin cable wire ferrules.
• Adjusts automatically to correct crimp size.

CaT. nO. upC nO. dEsCripTiOn

K32GL 02637 Wire Ferrule Crimper

Wire Ferrule Crimping Tool 10 - 6 AWG
• Makes trapezoidal crimp with full-cycle ratchet mechanism to assure 

complete crimps.
• Crimps single and twin cable wire ferrules.
• Adjusts automatically to correct crimp size.

CaT. nO. upC nO. dEsCripTiOn

K34GL 02638 Wire Ferrule Crimper

spECiFiCaTiOns

range Single cable wire ferrules:  20 - 13 AWG ( .5 - 2.5 mm²) 
Twin wire ferrules:  2 x 20  - 2 x 15 AWG ( 2 x .5 - 2 x 1.5 mm²)

Length 7.90" (200 mm)
Weight .5 lbs. (0.2 kg)

spECiFiCaTiOns

range Single cable wire ferrules:  26 - 10 AWG (.14 - 6 mm²) 
Twin wire ferrules:  2 x 20  - 2 x 13 AWG (2 x .5 - 2 x 2.5 mm²)

Length 8.4" (213 mm)
Weight 1.1 lbs. (.4 kg)

spECiFiCaTiOns

range Single cable wire ferrules:  10 - 6 AWG (6 - 16 mm²) 
Twin wire ferrules:  2 x 11  - 2 x 10 AWG (2 x 4 - 2 x 6 mm²)

Length 8.9" (225 mm)
Weight 1.1 lbs. (0.4 kg)

CaT. nO. upC nO. dEsCripTiOn

K36GL 02639 Wire Ferrule Crimper
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Wire Ferrule Crimping Tool 25 - 10 AWG

spECiFiCaTiOns

range 25 - 10 AWG  (0.14 - 6 mm²)
Length 6.9" (175 mm)
Weight 1.1 lbs. (0.4 kg)

Wire Ferrule Crimping Tool 7 - 1/0 AWG

• Makes square-shaped crimps.
• Full-cycle ratchet mechanism assures complete crimps.
• Adjusts automatically to correct crimp size.

• Makes trapezoidal crimps with full-cycle ratchet mechanism to assure 
complete crimps.

• Crimps single and twin cable wire ferrules.

CaT. nO. upC nO. dEsCripTiOn

K30GL 02636 Wire Ferrule Crimper

Wire Ferrule Crimping Tool 1/0 - 3/0 AWG
• Makes trapezoidal crimps with full-cycle ratchet mechanism to assure 

complete crimps.

CaT. nO. upC nO. dEsCripTiOn

K29GL 02635 WIre Ferrule Crimper

spECiFiCaTiOns

range Single cable wire ferrules:  7 - 1/0 AWG (10 - 50 mm²) 
Twin wire ferrules:  2 x 11 - 2 x 5 AWG (2 x 4 - 2 x 16 mm²)

Length 13.2" (335 mm)
Weight 1.8 lbs. (0.8 kg)

spECiFiCaTiOns

range 1/0 - 3/0 AWG (50 - 90 mm²)
Length 13.2" (335 mm)
Weight 1.8 lbs. (0.8 kg)

CaT. nO. upC nO. dEsCripTiOn

K28GL 02634 Wire Ferrule Crimper
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The 1600 Series is Paladin Toots' premium crimper family designed
for the professionaI that demands superior quatity and retiabi[ity.
I t  is the most widety used toolamongst broadcast insta[ters and
professionaI cab[e assembtv companies.
Most of the 1600 Series cimpers for industiol and electical
appLicotions have o fixed-die system, This ensures that the
die sets are properLy aLigned ond the tooL is fadory caLi-
brated. These dies are made of on even higher grade steel
and are doubLe-pLated to ensure the proper ruggedness.
Features:
N Precision-ca[ibrated crimp profiles
N Finest-quality tool steel
N Long-lasting tool that detivers over 75.000 crimp cyctes
N Uttra-smooth, advanced ratcheting system with bujtt-in safety retease
N Rugged, double-ptated jaw design for increased life span
N Lifetime warranty
Advantages:
,W Smattest grip hand tool on the market with the longest life span avaitable
N True ergonomic rubber handles that are soft  and

won't quickly wear out or break
N Lowest hand-force of the [ong-tife crimp too[s on the market

without compromising superior cr imp force
W No breakover hand force - the effort required by most crimpers to

make the last click at the end of the cycte to comptete the crimp -
the tool  does the work

TechnicaI Weight

l@qlort&qe
Die set

qleug --
Crimp tool frame

19 oz.  (538 g)

1600
1600.9

/ ou[-fottt \(*sd*)
\I7

2 oz.  (57 g)

Part Number

Reptacement  handtes
Thumb screws (1 set) 2307

Reduced handte grip distance
makes it easy for both small

and large hands

Rugged, doubLe-
plated jaw design
for increased
life span

Precision ratchet
for precision
cri  m pi ng.

94
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Tool & Die: 1605*
erm=- Die Ontv: NONE

Sm-

Too[ & Die: 1625*
Die 0nty: N0NE

,AL
T ( J , H:il

1t . -

.e@
rdw

(g€

E- Toot & Die: 1635
ffi Die 0nty: NONE

Too[ & Die: 1618*
Die 0nty: N0NE

Tool & Die: 1631*
Die 0nty: NONE

Tool & Die: 1645*
Die 0nty: N0NE

Too[ & Die: 1646*-- Die ontv: NoNE
G

Too[ & Die: 901353*
Die 0nly: N0NE

Toot & Die: 1647
Die 0nly: 2681

Too[ & Die: 1648*
Die Onty: N0NE

Too[ & Die: 901435
Die 0nty: NONE

Toot & Die: 1649*
Die 0nly: NONE

Tool, & Die: 56730*
Die 0nty: N0NE

l o \
aT;"-:_f
l F g t r t r u  I

Solid or stranded
wire,22-1,4 AWG
(.34-2.5 mm')

76 - 7 4 (Blue) / 22 - 18 ( Red)
(1.5-2.5/.34-.75 mn')
TerminalE[[ipticaI
2-teveI

Solid or stranded
wire,22-74 AWG
(.34-2.5 mm')

76 -Iaptue) /22-18( Red)
(7.5-2.5/.34-.75 mn')
TerminalEtLiptical
1-teveI

AMP (Tyco)
U [tra-fast/Faston
termina[s

Solid or stranded
wire, 20-10 AWG
(.5-6.0 mm')

72-70 / 76-1.4 / 20- 18 AWG
(4-6/1..5-2.5/
.5-.75 nm')
Termina[, Indent

Standard commerciaI
terminats

Non-insulated
terminats & lugs

Solid or stranded
wire,22-72 AWG
(.34-4 nn')

22-1.8/16-t4 F-Iype
(.34-.75/7.5-2.5 nn')

Stranded wire,
24-t4 AWG
(.2-2.5 nm'?)

24-22/18-14 F-Type
(..2-.34/.7s-2.5 nn'z)

Motex/Watdom/
Leoco type connectors

Stranded wire,
30-18 AWG
(.05-.75 mm'?)

30-24/22-1.8 F-Type
(.05-.2/.34-.75 nn')

Open barrel D-sub
contact pins

Stranded wire,
28-20 AWG
(.08- .5 mm'?)

28-24/22-20 F-Type
(.08-.2/.34-.5 nn')

For standard
D-sub pins on[y

Open barrel HD-sub
contact pins

Stranded wire,
28-24 AWG
(.08-.2 mm'?)

28-24 F-Iype
(.08-.2 mm')

For high-density
D-sub pins only

Stranded wire,
20-10 AWG
(.5-6 mm')

20-10 Trapezoid
(.5-6.0 mm')

For DIN or US type
wire ferrutes

Insutated & Non-
insulated Ferrules

Stranded wire,
20-12 AWG
(.5-4 mm')

20-72 lrapezoid
(.5-4.0 mm')

For DIN or US type
wire ferrules

Stranded wire,
24-1.0 AWG
(.2-6 mm')

24-70 Trapezoid
(.2-6.0 mm')

Rotatabte crimp die

Stranded wire,
10-6 AWG
(6-16 mm')

10/8/6 Trapezoid
(6/10/1.6 nn')

For DIN or US type
wire feirules

Insulated & Non-
insutated Ferrules

Stranded wire,
20-10 AWG
( . 5 -6  mm '? )

20-L0 Trapezoid
(.5-6.0 mm')

Front [oading crimp die

*The die sets for these toots are not removable or interchanqeab|'e. See Daqe 7.

innovations n- .com 
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Angled heod

Higher cimp force

The 8000 Series CrimpALL@ was designed with user satisfaction
in mind. This world-ctass cr imp tooI is designed for superior
comfort and ease of use. It is an exceptional value and
uses the same die sets as our 1300 Series crimpers.
Features:
N Ultra-smooth, fuLty ratcheting crimp cycle with

buil,t-in safety release
,W Interchangeable die sets of heat-treated steel for long life
$N Soft. rubber-embedded handles
Ns Long-lasting tooI that delivers over 50,000 crimp cyctes
xs Rugged, doub[e-plated jaw design to jncrease l i fe span
N 1O-year warranty
Advantages:
N Angted head to prevent awkward wrist bending during operation
N Reduced handle grip distance makes it easy for both smatl

and large hands
uw Higher crimp force produced with less hand force so hand

doesn't tire as quick[y
N No breakover hand force - the effort required by most crimpers

to make the last ctick at the end of the cycle to complete the
cr imp - the CrimpALL does the workl

N Manufactured using the newest fine btanking technotogies
w EZI-Change" die screws make changing dies quick and easy -

no screwdriver required

Technica[ Weight Length
CrimpALL@ tool frame 21 oz. (600 g) g.ea" (250 tnttD
Die set 2 oz .  (57  g)

0rdering Part number
CrimpALL@ tooI frame
Replacemelt rZl{!qgql!,. ,crews (2) 2303

8000

t'No 
breakover Jorce

Lonyard ho[e

Reduced gip distance

Ultra-smooth ratchet design
makes this tool a dream to use

Comfortable to use
for any size hand.

The first crimp tooI with
a doub[e-plated jaw design

for Longer l i fe span

Reptacement fixed die screvlf?)
Reptacement handtes

2306

96
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Fax 800.272.5257

Insulated Termjnals and Lugs. Sotid or Stranded Wire. 22-10 AWG (.34-6 mm'),
1 2 - 1 0 (YetLow)/ 1.6 -1.a (Blue) / 22 - 1 8 ( Red ) (6 - 4 / 2.5 -1.5 / .3 4-.7 5 mm'),
For Large Professional Terminats (Panduit, T & B, etc.)

Toot & Die: 8021
Die 0nty: 2035

Insulated Terminats and Lugs, Solid or Stranded Wite,22-72 AWG (.34-4.0 mm'),
1 2 (Ye LLo w)/1 6 -1.4(Btue) / 22- 1.8 ( Red ) (a/r. 5 - 2.5 / .3 4-.7 5 nn'),
For Standard Commercja[ Terminats (Hardware Store Brands)

Toot & Die: 8022
Die 0nty: 2040

lnsulated Terminals and Lugs, Solid or Stranded Wire,26-L4 AWG (.10-2.5 mm'),
76-1,4(BLue)/22-78(Red)/22-26(Yetl.ow) (1'.5-2.5/.34-.75/.34-.10 nn'),
For Smalter Wire Barrel Terminals

Toot & Die: 8023
Die 0nty: 2029

Non-Insulated Terminals and Lugs, Solid or Stranded W\re,22-8 AWG (.34-10 mm'),
t0 -8 / 74- 12 / 1.8 - 1.6 / 22-20 (6 - 10 / 2.s - 4 / .7 5 - 1.5 /'3 4-.50 nn')
For Standard Commercial Termina[s

Zo  \  Too t&D ie :8024
Yrv-g Die 0ntv: 2031
5o t

0pen Barrel Non-Insulated Termjnals and Lugs - narrow Stranded Wire,
22-74 AWG (.34-2.5 mm'), F-Type* * , 22-78/16-74/1'2-70,
(.34-.7 5 /1,.5-2.5 / 4-6 mm'), For Standard Co m mercia I Termi na [s

Toot & Die: 8026
Die Onty: 2033

Open Barrel Non-Insutated Terminats and Lugs - wide, Stranded Wire,
22-1.4 AWG (.34-2,5 mm'), F-Type**, 16-t4/22-1.8 (1.5-2.5/.34-.75 mm'?)
For Standard Commercial Termina[s

/,,o-) Toot & Die: 8027
f"--# Die 0nty: 2096
\_9_-/

0pen Barrel Box and Round Contact Pins, Stranded Wire,
30-18 AWG (.05-.75 mm'), F-Type**, 30-24/22-18 (.05-'2/.34-.75 nn')
Molex/Waldom/Leoco Type Connectors

,"c:*' Toot & Die: 8028
l--'-'-- Die Only: 2092*

Open Barrel D-Sub Contact Pjns, Stranded Wire. 28-20 AWG (.08-.5 mm'),
F-Type* *, 28-24 / 22-20 (.08-.2 /.34-.5 nn')
For Standard D-sub Pins 0nlv

Toot & Die: 8029
Die 0nty: 2097

zi=)#

F

q-

N0TE: For the crimpers and die sets above, the pin AWG sjze must be inside the range of the crimp area AWG sjze to wo.rk.
For exampte, if the area isfor 28-24 AWG. the pin must have an AWG size rating between 28-24, no smatter and no larger'
In this exampte, a 28-22 AWG rated pin wil.L not work; it is too large in size.
*Not for use on hardened stee[ brass or phosphor bronze contocts
**This is aLso known os "B-Type."

Insulated & Non-Insutated Wire Ferrules, Stranded Wire, 22-10 AWG
(. 34-6. 0 nn'), 22 -20 / 1,8-16 / 74-1.2 / 70 (.3 4-.50 / .7 5 -1'.5 / 2.5 - 4 / 6 nn')
For DIN or US Type Wire Ferrules

/,,o \ Too[ & Die: 8025
ffi Die 0nty: 2095qw

innovationsr* 97
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Ratchet gear settings

EZI-Change"
Thumb Screws

Patadin's 1300 Series is the original interchangeabte-die crimping
system - a[[ the rest are mere copies of our innovation. It continues
to be the answer for precision-crimping at an affordable price with
over 45 die sets avaitable for the most poputar connectors. See
crimp chart for specific connector and crimp dimensions.

Features:
N Fully-ratcheting cycte with built-in safety release
N Interchanqeab[e die sets of heat-treated steel for lonq life

Easy to use and maintajn
Avaitabte as comptete tool with die set inserted or
separate tooI frame and individuaI die sets
Foam-tined case avaitab[e to hotd frame and 6 die sets toqether

N Five-year warranty

Advantages:
N EZI-Change" die screws make changing dies quick and easy -

no screwdriver reouired
W Most precise and tightest tolerances on die sets in the industry
N Six ratchet gear settings for optimum crimp performance

(see page for 1.1.5 for additionat detail.s)

TechnicaI Weight Length

Qiml' too!
Die set

frame to.+ o_Z_(195) 8 .9 "  (225  mm)
2 oz  (57  q)

Ordering Part Number
Crimp tooI frame 1,302
Replacement EZi-Chanqe'" die screws (2) 2303
Replacement fixed die screws (2) 2306

Tiple-p lated ratchet gear
ovfond< fnnl t i fo

Fu[Ly ratcheting action and
buiLt-in safety release.

N

N

W

Replacement handtes
1300 crimp case

1300.9

98 om w. innovations
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N0TE: For the crimpers and die sets above, the pin AWG size must be inside the range of the crimp area AWG size to work.
For example, if the area isfor 28-24 AWG, the pin must have an AWG size rating between 28-24, no smatter and no larger.
In this exampte, a 28-22 AWG rated pin wilt not work; it is too large in size.

*Not fur use on hardened steel, bross or phosphor bronze contads
**This is also known as "B-Type."

Toot & Die: 1305
Die Onty: 2035

Insulated Terminats and Lugs, Solid or Stranded Wire,22-'1.0 AWG (.34-6 mm').
1 2 - 1 0 (Ye ttow)/\ 6 - M(Btue) / 22 - 1 8 ( Red ) (6 - 4 / 2.5 -1..s / .3 4-.7 5 m m'),
For Large Professional Terminats (Panduit, T & B, etc.)

Toot & Die: 1308
Die Onty: 2040

Insulated Terminats and Lugs, Solid or Stranded Wire,22-1.2 AWG (.34-4.0 mm'),
1 2 (Ye ttow)/1 6 - t a (Blue) / 22 - 1,8 ( Red ) (a/t. 5- 2.5 / .3 4-.7 5 nm'),
For Standard Commercial Terminats (Hardware Store Brands)

Toot & Die: 1334
Die Onty: 2029

Insulated Terminats and Lugs, Solid or Stranded Wire, 26-1,4 AWG (.10-2.5 mm'),
76 - 74 (BLue) / 22 - 78 (Red) / 22 -2 6 (Ye tto w) (I.5 -2.5 / .3 4-.7 5 / .3 4-.10 nm'),
For Smaller Wire Barre[ Terminals

*4q Toot & Die: 1322
IYY-v.-l Die Ontv: 2031go t

Non-Insulated Terminals and Lugs, Sotid or Stranded Mre, 22-8 AWG (.34-10 mm'),
t0 -8 / 1,4 -t2 / 18 - 1,6 / 22 -20 (6 -10 / 2.5 - 4 / .7 5 - t.5 / .3 4-.50 n n')
For Standard Commercial Terminals

0pen Barrel Non-Insulated Terminals and Lugs - narrow, Stranded Wire,
22-74 AWG (.34-2.5 mm'?), F-Type*., 22-78/76-74/72-70,
(.34-.7 5 /I.5-2.5 / 4-6 nn'), For Standard Co m mercial Termina [s

Too[ & Die: 1306
Die 0nty: 2033

Toot & Die: 1358
Die 0nty: 2096

0pen Barre[ Non-Insutated Terminats and Lugs - wide, Stranded Wire,
22-14 AWG (.34-2.5 mm'), F-Type**, 76-74/22-1.8 (1.5-2.5/.34-.75 mm')
For Standard CommerciaL Termina[s

/''o )
f-;-;_-l

a---^---l
\ r /  - /

Too[ & Die: 1357
Die Onty: 2092*

0pen Barre[ Box and Round Contact Pjns, Stranded Wire,
30-18 AWG (.05-.75 mm'?). F-Type**, 30-24/22-78 (.05-.2/.34-.75 nn')
Molex/Waldom/Leoco Type Con nectors

Toot & Die: 1359
Die 0nly: 2097

0pen Barrel D-Sub Contact Pins, Stranded Wire, 28-20 AWG (.08-.5 mm'),
F-Type* *, 28-24/22-20 (.08-.2/.34-.5 nm'z)
For Standard D-sub Pins 0nl.v

Toot & Die: 1360
Die 0nty: 2095

Insulated & Non-Insulated Wire Ferrules, Stranded Wire, 22-10 AWG
(. 34-6.0 nn'), 22-20 / 1,8-1,6 / 14-72 / 70 (.3 4-.s0 / .7 5 -1.5 / 2.5 - 4 / 6 nn')
For DIN or US Type Wire Ferrutes

innovations *,- ot &' 99
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ProfessionaI crimping tooI for
insulated termina[ lugs with a wire
range of AWG 20-10 (0.1.-6.0 mm').

K Fixed steel die system
K Built-in locator
K Crimps insutated terminal [ugs,

cabte [ugs and para[[eI  and
co r i : l  cn l i r oc

K Durabte steel construction for
long life

M Long ergonomic handles for
low-effort operation

N Color-coded crimp areas for
size identification

W Lifetime warranty
Technical
Weight 25 oz. (71.0 q)

( (  I  ) o E

Crimping tool for 4- or 8-indent crimp-
ing of ctosed-barre[ D-sub contacts.

W Comfortabte handtes for
low-effort operation

W 4-Indent cr imper for AWG 26-20
(0.14-0.50 mm') D-sub contacts
(P/N 1440)

W 4-Indent crimper for AWG 20-12
(0.50-4.0 mm') D-sub contacts
(P/N 1,441,)

W 8-Indent cr imper for AWG 26-20
(0.14-0.50 mm') D-sub contacts
(P /N 1.442)

M 8-Indent cr imper for AWG 20-12
(0.50-4.0 mm') D-sub contacts
(P/N 1,443)

N$ AdjustabLe pin height locator
(P/Ns 1,aa0 and 1442 onLy)

W 0ne-year warranty
Technical
W.iglr t  11 0..  (312 g)

0rdering Part Number
4-Indent D-sub crimper
(26-20 AWG)
8-Indent D-sub crimper
(26-20 AWG)
4-Indent D-sub crimper
(20-12 AWG)
A-fndent D-sub crirpet
(20-12 AWG)

Not for use on hardened steel, bross or
phosphor bronze contods

Professiona[-quality cri m ping
tooI for non-insulated termina[ [ugs
with a wire range of AWG 20-10
(0 .5-6 .0  mm' ) .

W Fixed steel die system
w Crimps non-insutated terminal

[ugs, cab[e [ugs, and parat lel  and
seriaI sptices

W Bui[ t- in termina[ locator
N Durabte steel construction for

l"ong l"ife
W Ergonomicalty designed handtes

for low-effort operation
W Lifetime warranty
Technical
Weight

Crimp profile

t4 oz. (400 g)

Crimp profile Sma[t: AWG 20-18 (0.5-0.75 mm')
Red: AWG 20-16 (0.5-1.5 mm') Medium: AWG 16-14 (1.1-?llt1

AWG 16-14 (L.5-2.5 mm') Large:  AWG 12-10 (4.0-6.0 mm')B[ue:
Yetlow:

1"440 Ordering Part Number

1,442

1,441

1,443

AWG 12-10 (4.0-6.0 mm') Weight 1.4 oz. (400n \
J I

9I49!ns
HTN 211

Part Number

100
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Professiona[-quatity crim ping toots for non-i nsulated
terminal lugs with a wire range of 8-4 AWG (10-25 mm,).
Fixed steel die system. Both modets have durable steel
construction for long [ife. Lifetime warranty.

CTN 25 D4:
I Crimps rotled and brazed lugs
I Crimps pin-type lugs
I Crimps para[[e[ and seriaI sptices
I Conforms to DIN 46234
I Lifetime warranty

CTN 25 D5:
I Crimps tube lugs and sptices
I Conforms to DIN 46235
f Lifetime warranty

Technical
Weight 24 oz. (685 g)

0rdering Part Number
CTN 25 D4 900622
CTN 25 D5

Professionat-quality crimping tooI for insutated and
non-insutated wire ferrutes with a ranqe of 20-10 AWG
(0.5-6 .0  mm' ) .

I Fixed steel die system
I Ferrules conform to DIN 46228 Pt.1, and 4
I Ferrule insertion from the side of the tool
f SingLe tool for entire wire range (no additionaL

dies are required)
I Durabte steel construction for long life
I Ergonomic handles for low-effort operation
r Lifetime warranty

TechnicaI
Crimper Weight 15.2 oz. (a30 q)
Die Weight 2.A oz.  (57 g)

0rdering Part Number
Wire Ferrule Crimper LO4 I

Replacement die set

fr

{
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Professionat-quatity rotary crimping
tool for insutated and non-insutated
w'ire ferrules with a wjre range of
24-10 AWG (0.25-6.0 mm'z).

N Rotating die for front or side
ferru[e insertion

W Crimps conform to EN 60947-1 &
DIN 46228 Pt.  1 and 4

N Hardened steeI die system for
[ong life

W Singte tool for entire wire range
(no addit ionaI dies are required)

W Durable steel construction for
long life

m* Ergonomic handles for
low-effort operation

W Lifetime warranty

Technical
Weight 13 oz. (368 g)

Part Number

Professionat-quatity crimping tooI
for insutated and non-insutated wire
ferrutes with a wire range of
4-1./0 AWG (25-50 mm'?).

N Fixed steel die system
W Ferrutes conform to DIN 46228

Pt.  1 and 4
N Ferrule insertion from the side of

the tooI
N Singte tooI for entire wire range

(no additionaI dies are required)
N Ergonomic handles for

low-effort operation
W Two crimp profites
W Lifetime warranty

rqglqlqt
Weight 24.7 oz.  (700 g)

Cuts and strips wire and crimps wire
ferrutes. Professiona[-quality mutti-
functional tool for use with Weidmiitl"er
ferrutes in strip form for a wire
range of 20-14 AWG (0.5-2.5 mm').

$s One tool performs three
functions: cut, strip and crimp

iN Automatic ferrute feed into
crimping station

W Strip-form ferrules for easy loading
W Front-feed for wire stripping
w Side-feed for wire cutting and

ferrule crimping
W Ferrules conform to DIN 46228

part 4
W Lifetime warranty

Technical
Weight _ 7.4 oz. (?10 g)

Ordering _
P7 50

Part Number Length

q4ery
PZ 6 ROTO

10 .24 "  (260  mm)

0rdering Part Number
stripax@ plus 2.5 902000
Replacement cutting btade* 2110
*Tool must be returned to foctory for stipping
btade replacement service

901435

702
W"***  
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