
• Intelli-CRIMP® technology includes a 
pressure sensor that monitors the 
crimping force of each crimp and 
provides the operator with a visual
and audible alert if the force is 
below specifications

• Retraction Stop Repeat (RSR) allows 
the operator to partially retract the  
ram and then the tool repeats the 
retraction for subsequent crimps

• Two-stage hydraulic system provides 
fast advance and power speeds,  
saving time

• Forward handle position improves  
tool balance

• Crimping head rotates 350°

• Use optional CCX blades and adapters 
(see page 26)

• U.S. Patent #6,206,663, #6,532,790 E6CCXLX

CAT. NO. UPC NO. DESCRIPTION

E6CCXLX11 61158 Multi Tool, 6T Li-ion, STD, 120V
E6CCXLX12 61159 Multi Tool, 6T Li-ion, STD, 12V
E6CCXLX22 00001 Multi Tool, 6T Li-ion, STD, 230V
E6CCXLX120 61161 Multi Tool, 6T Li-ion, STD, 120V AC
E6CCXLX230 61162 Multi Tool, 6T Li-ion, STD, 230V AC
E6CCXLXB 61163 Multi Tool, 6T Li-ion, STD, Bare

E12CCXLX

E6CCXLX

Crimping dies on page 19
Crimping Dies for 12 Ton Tools

Crimping dies on page 18
Crimping Dies for 6 Ton Tools

EC12CCXLX

CAT. NO. UPC NO. DESCRIPTION

E12CCXLX11 61146 Multi Tool, 12T Li-ion, STD, 120V
E12CCXLX12 61147 Multi Tool, 12T Li-ion, STD, 12V
E12CCXLX22 61148 Multi Tool, 12T Li-ion, STD, 230V
E12CCXLX120 61149 Multi Tool, 12T Li-ion, STD, 120V AC
E12CCXLX230 61150 Multi Tool, 12T Li-ion, STD, 230V AC
E12CCXLXB 61151 Multi Tool, 12T Li-ion, STD, Bare

6 AND 12 TON CCX 
MULTI-TOOLS 
E12CCXLX, E6CCXLX

ACCESSORIES

CAT. NO. UPC NO. DESCRIPTION

05167 05167 18V 4.0Ah Li-ion Battery
52178 52178 120V Li-ion Battery Charger
52179 52179 230V Li-ion Battery Charger
52180 52180 12V Li-ion Battery Charger
10122 10122 Carrying Case
12274 12274 Carrying Strap

SPECIFICATIONS

• Crimping Force: E12CCXLX – 24,000 lbs (107kN) 12 Ton, 
E6CCXLX – 12,000 lbs (53kN) 6 Ton

• Length: E12CCXLX – 16-1/2" (419mm)  
E6CCXLX – 15-1/2" (394mm) 

• Weight: E12CCXLX – 15 lbs (6.8kg)  
E6CCXLX – 14 lbs (6.3kg)

• Battery: E12CCXLX – 18V 4.0Ah Li-ion  
E6CCXLX – 18V 4.0Ah Li-ion

• Battery Charge Time: E12CCXLX – 25 minutes  
E6CCXLX – 40 minutes
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