## 7-Piece Combination Ratcheting Wrench Set - Standard



- Compact reversible switch allows a $15^{\circ}$ offset of the box end for clearance of obstacles.
- "Five-degree" ratcheting design for versatility and ease of use in tight spaces.
- Polished chrome finish for superior corrosion resistance.
- Precision heads for accurate fastener fit.
- Hardened for durability and longer life.
- Exceeds ASME/ANSI specifications.
- Lifetime limited warranty.
- Note: This is not an insulated tool.

| CAT. NO. | UPC NO. | DESCRIPTION |
| :--- | :--- | :--- |
| 0354-01 | 55501 | 7-Piece Combination Ratcheting Wrench Set: Contains - <br>  |
|  | Sizes $1 / 4^{\prime \prime}, 5 / 16^{\prime \prime}, 3 / 8^{\prime \prime}, 7 / 16^{\prime \prime}, 1 / 2^{\prime \prime}, 9 / 16^{\prime \prime} \& 5 / 8^{\prime \prime}$ |  |

## Combination Ratcheting Wrenches - Standard



- Compact reversible switch allows a $15^{\circ}$ offset of the box end for clearance of obstacles.
- "Five-degree" ratcheting design for versatility and ease of use in tight spaces.
- Polished chrome finish for superior corrosion resistance.
- Precision heads for accurate fastener fit.
- Hardened for durability and longer life.
- Exceeds ASME/ANSI specifications.
- Lifetime limited warranty.
- Note: This is not an insulated tool.

| SPECIFICATIONS | 1/4" | 5/16 | 3/8" | 7/16" |
| :---: | :---: | :---: | :---: | :---: |
| Overall Length | 5-5/16" ( 13.5 cm ) 5-5/16" ( 13.5 cm ) 6-1/8" ( 15.9 cm ) |  |  | cm) 6-1/2" (16.8 cm) |
| Weight | . $09 \mathrm{lbs} .(.04 \mathrm{~kg}) \quad .08 \mathrm{lbs} .(.08 \mathrm{~kg})$ |  | . $12 \mathrm{lbs} .(.05 \mathrm{~kg}$ ) | kg) . $16 \mathrm{lbs} .(.07 \mathrm{~kg}$ ) |
| SPECIFICATIONS | 1/2" |  | $16^{\prime \prime}$ | 5/8" |
| Overall Length | 7" (18 cm) | 7-3/8 | $9 \mathrm{~cm})$ | 8-3/8" ${ }^{\text {" }}$ (21.6 cm) |
| Weight | . 22 lbs ( (. 10 kg ) | . 26 lbs | (12 kg) | . 37 lbs . (.17 kg) |
| SPECIFICATIONS | 11/16" |  | 4' | 13/16" |
| Overall Length | 9-1/16" $(23 \mathrm{~cm})$ | ) 9-3/4 | .8cm) $\quad 1$ | 11-1/8" (28.3 cm) |
| Weight | . $45 \mathrm{lbs} .(.2 \mathrm{~kg}$ ) | . 53 lbs . | (. 24 kg ) | . $79 \mathrm{lbs} .(.36 \mathrm{~kg}$ ) |
| SPECIFICATIONS | 7/8' |  | /16" | 1" |
| Overall Length | 11-1/8" (28.3 cm) | ) 12-11/16 | (32.2 cm) 12 | 12-11/16" (32.2 cm) |
| Weight | . $79 \mathrm{lbs} .(.36 \mathrm{~kg}$ ) | 1.1 llbs | $(.5 \mathrm{~kg})$ | $1.1 \mathrm{lbs} .(.5 \mathrm{~kg}$ ) |
| SPECIFICATIONS | 1-1/16 |  | -1/8 | 1-1/4 |
| Overall Length | $14^{\prime \prime}(35.6 \mathrm{~cm})$ | 16.5" | (41.9 cm) | 16.5 " (41.9 cm) |
| Weight | 1.44 lbs ( .55 kg ) | ) $\quad 2.05 \mathrm{lbs}$ | ( .93 kg ) | 2.05 lbs . (.93 kg) |

## 7-Piece Combination Ratcheting Wrench Set - Metric



- Compact reversible switch allows a $15^{\circ}$ offset of the box end for clearance of obstacles.
- "Five-degree" ratcheting design for versatility and ease of use in tight spaces.
- Polished chrome finish for superior corrosion resistance.
- Precision heads for accurate fastener fit.
- Hardened for durability and longer life.
- Exceeds ASME/ANSI specifications.
- Lifetime limited warranty.
- Note: This is not an insulated tool.

| CAT. NO. | UPC NO. | DESCRIPTION |
| :--- | :--- | :--- |
| 0354-02 | 89274 | 7-Piece Combination Ratcheting Wrench Set: Contains - <br> Sizes 7, 9, 10, 11, 13, 14, and 15 mm |

SPECIFICATIONS
Weight $\quad 1.3$ lbs. ( 60 kg )

Combination Ratcheting Wrenches - Metric

CAT. NO. UPC NO. DESCRIPTION

| $0354-51$ | 89277 | Combination Ratcheting Wrench 6 mm |
| :--- | :--- | :--- |
| $0354-52$ | 89278 | Combination Ratcheting Wrench 7 mm |
| $0354-53$ | 89279 | Combination Ratcheting Wrench 8 mm |
| $0354-54$ | 89280 | Combination Ratcheting Wrench 9 mm |
| $0354-55$ | 89281 | Combination Ratcheting Wrench 10 mm |
| $0354-56$ | 89282 | Combination Ratcheting Wrench 11 mm |
| $0354-57$ | 89283 | Combination Ratcheting Wrench 12 mm |
| $0354-58$ | 89284 | Combination Ratcheting Wrench 13 mm |
| $0354-59$ | 89285 | Combination Ratcheting Wrench 14 mm |
| $0354-60$ | 89286 | Combination Ratcheting Wrench 15 mm |
| $0354-61$ | 89287 | Combination Ratcheting Wrench 16 mm |
| $0354-62$ | 89288 | Combination Ratcheting Wrench 17 mm |
| $0354-63$ | 89289 | Combination Ratcheting Wrench 18 mm |
| $0354-64$ | 89290 | Combination Ratcheting Wrench 19 mm |

- Compact reversible switch allows a $15^{\circ}$ offset of the box end for clearance of obstacles.
- "Five-degree" ratcheting design for versatility and ease of use in tight spaces.
- Polished chrome finish for superior corrosion resistance.
- Precision heads for accurate fastener fit.
- Hardened for durability and longer life.
- Exceeds ASME/ANSI specifications.
- Lifetime limited warranty.
- Note: This is not an insulated tool.

| SPECIFICATIONS | 6mm | 7mm | 8mm |
| :---: | :---: | :---: | :---: |
| Overall Length | 5-5/16" (13.5 cm) | 5-5/16" (13.5 cm) | 5-5/16" (13.5 cm) |
| Weight | 0.08 lbs . (.04 kg) | 0.09 lbs . (.04 kg) | 0.08 lbs . (.04 kg) |
| SPECIFICATIONS | 9 mm | 10mm | 11mm |
| Overall Length | 5-9/16" (14.1 cm) | 6-3/16" ( 15.7 cm ) | 6-9/16" ( 16.7 cm ) |
| Weight | 0.10 lbs . (.05 kg) | 0.14 lbs . (.06 kg) | 0.16 lbs . (.07 kg) |
| SPECIFICATIONS | 12mm | 13mm | 14mm |
| Overall Length | 6-13/16" (17.3 cm) | 7-1/16" (17.9 cm) | 7-7/16" (18.9 cm) |
| Weight | 0.18 lbs . (.08 kg) | 0.22 lbs ( (. 1 kg ) | 0.27 lbs . (.12 kg) |


| SPECIFICATIONS | 15 mm | $\mathbf{1 6 m m}$ | $\mathbf{1 7 m m}$ |
| :--- | :---: | :---: | :---: |
| Overall Length | $7-13 / 16^{\prime \prime}(19.8 \mathrm{~cm})$ | $8-7 / 16^{\prime \prime}(21.4 \mathrm{~cm})$ | $9-1 / 6^{\prime \prime}(23 \mathrm{~cm})$ |
| Weight | $0.31 \mathrm{lbs} .(.14 \mathrm{~kg})$ | $0.35 \mathrm{lbs} .(.16 \mathrm{~kg})$ | $.44 \mathrm{lbs} .(.2 \mathrm{~kg})$ |


| SPECIFICATIONS | 18mm | 19mm |
| :--- | :---: | :---: |
| Overall Length | $9-3 / 8^{\prime \prime}(23.8 \mathrm{~cm})$ | $9-11 / 16^{\prime \prime}(24.6 \mathrm{~cm})$ |
| Weight | $0.47 \mathrm{lbs} .(.21 \mathrm{~kg})$ | $0.57 \mathrm{lbs} .(.26 \mathrm{~kg})$ |

