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Clamp-on Meter

LISTED

SPECIFICATIONS

Amperage Measurement 20.00, 200.0, 400 A AC
Display 2000-count LCD
Jaw Opening 1.06" (27 mm)
Measurement Category CAT III, 600 V per UL 61010B-1

• AC current measuring capability up to 400 amps. 
• Compact size, fits easily into tool pouch. 
• Data hold and Max hold to capture important readings. 
• 2000-Count LCD. 
• Lifetime Limited Warranty.
• Accessories included: (1) 9V battery, carrying case.
• Lifetime Limited Warranty.

• Measures to 600 volts AC and DC, and 400 amps AC.
• Data hold to capture important readings.
• Audible continuity test.
• Auto power off for longer battery life.
• Accessories included: (2) 1.5V AAA batteries, test leads, carrying case.
• Lifetime Limited Warranty.

SPECIFICATIONS

Amperage Measurement 200.0, 400A AC
Jaw Opening 1.06" (27 mm)
Display 3-1/2-digit LCD, 2000-count
Voltage 200.0, 600V
resistance 200.0Ω; 2.000, 20.00, 200.0kΩ; 2.000, 20.00MΩ
Measurement Category CAT III, 600V

AC Clamp-on Meter

CAT. NO. UPC NO. DESCrIPTION

CM-410 73420 AC Clamp-on Meter, 400A
00606 00606 Test Leads
TC-5 07588 Carrying Case

LISTED

CAT. NO. UPC NO. DESCrIPTION

CM-330 11865 Clampmeter, 400A AC
TC-5 07588 Carrying Case
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