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EMT-TO-FLEX COMBINATION COUPLINGS (ZINC DIE CAST) 

 SET-SCREW TYPE     
1/2˝-1/2˝  15305B  BULK 25/250  2.5/25  NA
3/4˝-3/4˝  15307B  BULK 25/250  3.6/36  NA

BAGGED ITEMS        
1/2˝-1/2˝  91531 1/BAG 15 BAGS 1.5 BAG

    � APPLICATION:  INDOORS ONLY – Use to join EMT conduit to fl exible metal conduit. 
� MATERIAL: Zinc Die Cast. 
� TYPE: Set Screw.
� CERTIFICATIONS: UL, CSA.

19  //  ELECTRICAL METALLIC TUBING

EMT

EMT-TO-NON-METALLIC COMBINATION COUPLINGS 
(ZINC DIE CAST) 

  1/2˝-NM  15303B  BULK 50/500  4/40 NA

BAGGED ITEMS       
1/2˝-NM 91530 1/BAG 15 BAGS 1.2 BAG

    � APPLICATION:  INDOORS ONLY – Use to join EMT conduit to nonmetallic sheathed cable. #14/2, 
 #12/3, or 2 #14/2.
� MATERIAL: Zinc Die Cast.
� TYPE: Set-Screw.
� CERTIFICATIONS: UL, CSA.

ELECTRICAL METALLIC TUBING  //  20

EMT

EMT/RIGID COMBO CONDUIT BODIES (ALUMINUM) 
WITH COVER AND GASKET ASSEMBLED

    TYPE C
1/2˝  56405 TRAY BOX 10 2.5 PRODUCT
3/4˝  56407 TRAY BOX 6 2.5 PRODUCT

      � APPLICATION:  INDOORS OR OUTDOORS – Use to gain access to the interior of a raceway 
 for wire pulling, splicing (with limitations as specifi ed by the NEC), and maintenance.
 Not listed for wet locations
� MATERIAL: Copper-Free Aluminum Die Cast.
� FEATURES: Use with EMT or Rigid conduit.
� CERTIFICATIONS: UL, CSA.

EMT/RIGID COMBO CONDUIT BODIES (ALUMINUM) 
WITH COVER AND GASKET ASSEMBLED

     TYPE LB
1/2˝  56605 TRAY BOX 10 2.7 PRODUCT
3/4˝  56607 TRAY BOX 10 3.8 PRODUCT

       � APPLICATION: INDOORS OR OUTDOORS – Use to gain access to the interior of a raceway 
 for wire pulling, splicing (with limitations as specifi ed by the NEC), and maintenance.
 Not listed for wet locations
� MATERIAL: Copper-Free Aluminum Die Cast.
� FEATURES: Use with EMT or Rigid conduit.
� CERTIFICATIONS: UL, CSA.

EMT/RIGID COMBO CONDUIT BODIES (ALUMINUM) 
WITH COVER AND GASKET ASSEMBLED

   TYPE LL
1/2˝  56305 TRAY BOX 10 2.7 PRODUCT
3/4˝  56307 TRAY BOX 6 1.62 PRODUCT

     � APPLICATION:  INDOORS OR OUTDOORS – Use to gain access to the interior of a raceway 
 for wire pulling, splicing (with limitations as specifi ed by the NEC), and maintenance. 
 Not listed for wet locations
� MATERIAL: Copper-Free Aluminum Die Cast.
� FEATURES: Use with EMT or Rigid conduit.
� CERTIFICATIONS: UL, CSA.

EMT-TO-FLEX COMBINATION COUPLINGS (ZINC DIE CAST) 

  COMPRESSION TO SCREW-IN TYPE
1/2˝-1/2˝  04905B  BULK 50/500  4/40 NA
3/4˝-3/4˝  04907B  BULK 25/250  2.8/27.5  NA
1˝-1˝  04910 TRAY BOX 10 1.7 PRODUCT

BAGGED ITEMS       
1/2˝ 20491 2/BAG 10 BAGS 1.7 BAG
3/4˝ 20492 2/BAG 8 BAGS 1.9 BAG

    � APPLICATION:  INDOORS ONLY – Use to join EMT conduit to fl exible metallic conduit. 
� MATERIAL: Zinc Die Cast.
� TYPE: Compression To Screw-In.
� SUITABLE FOR: 1/2˝ steel, steel reduced wall, and aluminum fl exible metal conduit to EMT, 3/4˝- 
 1˝ fl exible metal conduit to EMT.
� CERTIFICATIONS: UL, CSA.

 TRADE HALEX PCS/ CTN/CASE CTN/CASE UPC CODED 
SIZE  PART # UNIT QTY WT (LBS) SELL UNIT

EMT-TO-EMT INSIDE-CORNER PULL ELBOWS (ZINC DIE CAST)
      WITHOUT GASKET
1/2˝  14605 TRAY BOX 15 2.7 PRODUCT
3/4˝  14607 TRAY BOX 8 1.9 PRODUCT

    � APPLICATION: INDOORS ONLY – Use to connect EMT conduit together on a 90° inside corner.
� MATERIAL: Zinc Die Cast.
� TYPE: Set-Screw. 
� FEATURES: Removable cover facilitates wire pulling.
� CERTIFICATIONS: UL, CSA.
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EMT/CONDUIT BODY-SET SCREW (ALUMINUM) 
WITH COVER AND GASKET ASSEMBLED

     TYPE LB
1/2˝  58705 TRAY BOX 5 1.8 PRODUCT
3/4˝  58707 TRAY BOX 3 1.2 PRODUCT

      � APPLICATION:  INDOORS OR OUTDOORS – Use to gain access to the interior of a raceway 
 for wire pulling, splicing (with limitations as specifi ed by the NEC), and maintenance.
 Not listed for wet locations.
� MATERIAL: Copper-Free Aluminum Die Cast.
� FEATURES: Use with EMT.
� CERTIFICATIONS: UL, CSA.

21  //  ELECTRICAL METALLIC TUBING

EMT

FLEXIBLE METALLIC CONDUIT, METAL
CLAD AND ARMORED CABLE FITTINGS

Defi nitions
• Armored Cable:  AC (BX)  Pre-wired at the factory
• Metal Clad cable:  MC Pre-wired at the factory
• Flexible Metal Conduit: FMC  Non pre-wired conduit

Applications
• For dry locations only

NOTE: ALL PRODUCT SPECS ARE IN THE BACK OF THE CATALOG.

FLEX
 TRADE HALEX PCS/ CTN/CASE CTN/CASE UPC CODED 
SIZE  PART # UNIT QTY WT (LBS) SELL UNIT

EMT/RIGID COMBO CONDUIT BODIES (ALUMINUM) 
WITH COVER AND GASKET ASSEMBLED

      TYPE T
1/2˝  56805 TRAY BOX 10 3.2 PRODUCT
3/4˝  56807 TRAY BOX 5 1.6 PRODUCT

        � APPLICATION:  INDOORS OR OUTDOORS – Use to gain access to the interior of a raceway 
 for wire pulling, splicing (with limitations as specifi ed by the NEC), and maintenance.
 Not listed for wet locations
� MATERIAL: Copper-Free Aluminum Die Cast.
� FEATURES: Use with EMT or Rigid conduit.
� CERTIFICATIONS: UL, CSA.

EMT/RIGID COMBO CONDUIT BODIES (ALUMINUM) 
WITH COVER AND GASKET ASSEMBLED

    TYPE LR
1/2˝  56905 TRAY BOX 10 3 PRODUCT
3/4˝  56907 TRAY BOX 6 3 PRODUCT

     � APPLICATION: INDOORS OR OUTDOORS – Use to gain access to the interior of a raceway 
 for wire pulling, splicing (with limitations as specifi ed by the NEC), and maintenance.
 Not listed for wet locations.
� MATERIAL: Copper-Free Aluminum Die Cast.
� FEATURES: Use with EMT or Rigid conduit.
� CERTIFICATIONS: UL, CSA.
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