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 TRADE HALEX PCS/ CTN/CASE CTN/CASE UPC CODED 
SIZE  PART # UNIT QTY WT (LBS) SELL UNIT

STAND-OFF CLIP FOR NM CABLE (POLYMER) 

 #14/3-#8/3  
W/GROUND 27938 25/BAG 15/25  5 UPC ON BAG    

CABLE SIZE     
#14/3 W/GROUND     
#14/2 W/GROUND     
#12/3 W/GROUND     
#12/2 W/GROUND     
#10/3 W/GROUND     
#10/2 W/GROUND     
#8/3 W/GROUND 

                     � APPLICATION: INDOORS ONLY - Use to hold NM cable along stud or other mounting surface and to 
 prevent penetration of nails or screws, when installing non-metallic cables parallel to wood or metal 
 stud framing members.
� MATERIAL: Delron Polymer
� FEATURES: Complies with NEC Article 300-4d.
� CERTIFICATIONS: UL Canadian/US.

CLAMP-COMBINATION CONNECTORS (ZINC DIE CAST) 

 3/8˝(1/2 KO)  05703B  BULK 100/1000  6/60  UPC ON CARTON

BAGGED ITEMS        
3/8˝ 90570 1/BAG 100 BAGS 6 UPC ON BAG
3/8˝ 20570 5/BAG 30 BAGS 9 UPC ON BAG

                      � APPLICATION: INDOORS - In a dry location, use to connect fl exible metallic conduit, AC, MC, 
 or NM cable to steel outlet box or other enclosure.
� MATERIAL: Zinc Die Cast
� MISC: 3/8˝ size fi ts 1/2˝ knockout
� SUITABLE FOR: #14/2 thru 12/3 with ground NM sheathed cable, #14-2 wire steel armored cable,
 3/8˝ steel fl exible metal conduit, alum. cont. corrugated metal clad cable 0.365-0.519˝ dia., 
 alum. smooth sheath metal clad cable 0.345-0.525˝ dia., alum. interlocked metal clad cable
 0.455-0.575˝ dia., rect. alum. cont. corrugated metal clad cable 0.277˝ x 0.375˝, steel 
 interlocked metal clad cable 0.435-0.547˝ dia.
� CERTIFICATIONS: UL, CSA.

CLAMP-COMBINATION CONNECTORS (ZINC DIE CAST) 

 SNAP-IN TYPE         
3/8˝(1/2 KO)  05703NB  BULK 100/1000  4.2/42  NA

                       � APPLICATION: INDOORS - In a dry location, use to connect fl exible metallic conduit, AC, MC 
 and NM cable to steel outlet box or other enclosure.
� MATERIAL: Zinc Die Cast Misc: 3/8˝ size fi ts 1/2˝ knockout
� SUITABLE FOR: #14/2 thru 12/3 with ground NM sheathed cable, #14-2 wire steel armored cable,
 3/8˝ steel fl exible metal conduit, alum. cont. corrugated metal clad cable 0.365-0.519˝ dia., 
 alum. smooth sheath metal clad cable 0.345-0.525˝ dia., alum. interlocked metal clad cable
 0.455-0.575˝ dia., rect. alum. cont. corrugated metal clad cable 0.277˝ x 0.375˝, steel 
 interlocked metal clad cable 0.435-0.547˝ dia.
� FEATURES: New Snap-In design allows for quick and easy installation. Meets UL ground fault
 requirements. No locknut required.
� CERTIFICATIONS: UL Canadian/US.
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 TRADE HALEX PCS/ CTN/CASE CTN/CASE UPC CODED 
SIZE  PART # UNIT QTY WT (LBS) SELL UNIT

DUPLEX CONNECTORS (ZINC DIE CAST) 

 3/8˝(1/2 KO)  15803B  BULK 25/250  3.3/32.5  UPC ON CARTON

BAGGED ITEMS        
3/8˝ 91580 1/BAG 30 BAGS 3.9 UPC ON BAG
3/8˝ 21580 2/BAG 10 BAGS 2.2 UPC ON BAG

                        � APPLICATION: INDOORS ONLY - In a dry location, use to connect two pieces of fl exible metallic
 conduit, AC, MC or NM sheathed cable, to a steel outlet box or other metal enclosure when using
 only one knockout opening. 
� MATERIAL: Zinc Die Cast 
� MISC: 3/8˝ size fi ts 1/2˝ knockout 
� SUITABLE FOR: #14-2 thru #12-3 wire with ground NM sheathed cable, #14-2 wire steel armored
 cable, #14-2 wire with ground thru #10-4 with ground alum. armored cable, 3/8˝ FMC, alum.
 smooth sheath metal clad cable 0.410-0.500˝ dia., alum. interlocked metal clad cable 0.460-
 0.538˝ dia., steel interlocked metal clad cable 0.438-0.560˝ dia. 
� CERTIFICATIONS: UL, CSA.

DUPLEX CONNECTORS (ZINC DIE CAST) 

 SNAP-IN TYPE        
3/8˝(1/2 KO)  15803NB BULK 25/250   2.5/25 NA

                         � APPLICATION: INDOORS ONLY - In a dry location, use to connect two pieces of fl exible metallic
 conduit, AC, MC or NM sheathed cable, to a steel outlet box or other metal enclosure when using
 only one knockout opening.
� MATERIAL: Zinc Die Cast
� MISC: 3/8˝ size fi ts 1/2˝ knockout
� SUITABLE FOR: #14-2 thru #12-3 wire with ground NM sheathed cable, #14-2 wire steel armored
 cable, #14-2 wire with ground thru #10-4 with ground alum. armored cable, 3/8˝ FMC, alum. 
 smooth sheath metal clad cable 0.410-0.500˝ dia., alum. interlocked metal clad cable 0.460-
 0.538˝ dia., steel interlocked metal clad cable 0.438-0.560˝ dia.
� FEATURES: New Snap-In design allows for quick and easy installation. No locknut required. 
 Meets UL ground fault requirements.
� CERTIFICATIONS: UL Canadian/US.

TWO-PIECE CLAMP CONNECTORS (STEEL) 

 3/8˝(1/2 KO)  65103B  BULK 100/1000  5/50 UPC ON CARTON
3/4˝ - 1˝  65110B  BULK 50/500 3.5/35  NA
1 1/4˝  65112B  BULK 25/250  3.3/33.9  NA
1 1/2˝  65115B  BULK 25/250  4/40.4  NA

BAGGED ITEMS       
3/8˝ 96510 1/BAG 50 BAGS 2.5 UPC ON BAG
3/8˝ 26510 5/BAG 10 BAGS 2 UPC ON BAG
3/4˝ - 1˝  26512 5/BAG 10 BAGS 2.9 UPC ON BAG
1 1/4˝  26514 2/BAG 5 BAGS 1.5 UPC ON BAG
1 1/2˝  26515 2/BAG 5 BAGS 1.7 UPC ON BAG 

                          � APPLICATION: INDOORS ONLY - In a dry location, use to secure #14 - #10 non-metallic 
 sheathed cable to a steel outlet box or other metal enclosure. No locknut is required. 
� MATERIAL: Steel Zinc-Plate 
� MISC: 3/8˝ size fi ts 1/2˝ knockout 
� TYPE: Butterfl y Style - does not require a locknut
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