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RIGID & INTERMEDIATE METALLIC CONDUIT

Applications
• For indoor and outdoor use with threaded and cut end Rigid/IMC Conduit
• Underground applications
• Concrete-tight or water-tight
• Service entrance
• When cutting off  threaded end of conduit, use compression fi ttings

NOTE: ALL PRODUCT SPECS ARE IN THE BACK OF THE CATALOG.

RGD

 TRADE HALEX PCS/ CTN/CASE CTN/CASE UPC CODED 
SIZE  PART # UNIT QTY WT (LBS) SELL UNIT

COMPRESSION CONNECTORS (STEEL) 

 1/2˝ 63505B TRAY BOX 25/100 3.2/13 NA
3/4˝ 63507B TRAY BOX 25/100 5/20 NA
1˝  63510 TRAY BOX 10 3.6 UPC ON PRODUCT
1 1/4˝ 63512 TRAY BOX 5 2 UPC ON PRODUCT
1 1/2˝ 63515 TRAY BOX 5 2.5 UPC ON PRODUCT
2˝  63520 TRAY BOX 2 2 UPC ON PRODUCT
2 1/2˝ 62325B BULK 12 21.4 NA
3˝  62330B BULK 12 26.4 NA 
3 1/2˝ 62335B BULK 6 15.4 NA
4˝  62340B BULK 6 17.9 NA

BAGGED ITEMS
1/2˝ 26351 2/BAGS 8 BAGS 8 UPC ON BAG
3/4˝ 26352 2/BAGS 5 BAGS 1.8 UPC ON BAG

INSULATED THROAT
2 1/2˝ 82325B BULK 12 21.4 NA 
3˝  82330B BULK 12 26.4 NA 
3 1/2˝ 82335B BULK 6 15.4 NA
4˝  82340B BULK 6 17.9 NA

                            �   APPLICATION: INDOORS. Use to join threadless Rigid or IMC conduit to a steel 
 outlet box or other metal enclosure. 
� MATERIAL: Machined Steel, Zinc electro-plate for 1/2˝ – 2˝.
� FEATURES: Concrete-Tight
� CERTIFICATIONS: UL, CSA.

COMPRESSION CONNECTORS (ZINC DIE CAST) 

 2 1/2˝ 02125B BULK 12 12.5 NA
3˝   02130B BULK 12 16.4 NA
3 1/2˝ 02135B BULK 10 17 NA
4˝   02140B BULK 6 12 NA

WITH INSULATED THROAT
2 1/2˝ 82125B BULK 12 12.5 NA
3˝   82130B BULK 12 16.4 NA
3 1/2˝ 82135B BULK 10 17 NA
4˝   82140B BULK 6 12 NA

                             �   APPLICATION: INDOORS. Use to connect EMT, threadless Rigid or IMC conduit to a steel 
 outlet box or other material enclosure. 
� MATERIAL: Zinc Die Cast 
� FEATURES: Concrete-Tight
� CERTIFICATIONS: UL, CSA
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COMPRESSION COUPLINGS (STEEL) 

 1/2˝ 96361 1/BAG 10  1.6 UPC ON BAG
3/4˝ 96362 1/BAG 8 2 UPC ON BAG
1˝  63610 TRAY BOX 10 4.8 UPC ON PRODUCT
1 1/4˝ 63612 TRAY BOX 5 2.8 UPC ON PRODUCT 
1 1/2˝ 63615 TRAY BOX 5 4.5 UPC ON PRODUCT
2˝  63620 TRAY BOX 2 2 UPC ON PRODUCT
2 1/2˝ 62425B BULK 12 26 NA
3˝  62430B BULK 6 16.5 NA
3 1/2˝ 62435B BULK 6 19.2 NA
4˝  62440B BULK 6 22.7 NA
                             �   APPLICATION: INDOORS. Use to join two lengths of threadless Rigid or IMC conduit. 
� MATERIAL: Machined Steel, Zinc electro-plate for 1/2˝ – 2˝.
� FEATURES: Concrete-Tight
� CERTIFICATIONS: UL, CSA
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