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Accessories

Swing Panels for PCJ Series

B HFPP Kit Enclosure
Part No. Base Part No. A
PCJHFPP66 PCJ664 5.44 5.61 2.64 3.36 4.19 ¢
PCJHFPP86 PCJ864 7.44 5.61 4.64 3.36 6.19
1l PCJHFPP108 PCJ1084 9.43 7.63 6.63 5.38 8.18
" PCJHFPP1210 PCJ12106 1155 9.58 863 7.33 10.13
PCJHFPP1412 PCJ14126 13.10 1125 1061 9.00 11.75 LD
l‘i;_ * Mounting Hardware Included b
Rainproof Ventilator
* Designed to equalize internal/external pressure and temperature
* Ventilators assist in condensation prevention by allowing enclosures to breathe | .
¢ Suitable for most types of metallic and non-metallic enclosures
¢ Molded in corrosion resistant thermal set plastic, finish RAL7035 Light Gray
¢ Gasket protection to enclosure wall -
* Mount to enclosure wall thickness up to .14” Large 1.10  Small 9 0.75
Part No. SDV280-1 SDV180-1

¢ Internal vent channel & grille reduces insect intrusion
*Sold in QTY 1

A . "= Hole Plug Assemblies
e [ I s | * Self centering, anti-rotational design for fast and ease one person
- e = i[:ﬁ‘ ' *I- =i installation, no tools required
THIC. RANGE #.[ ‘-1% | 1:"’ J_ |® pepepane e Plug fits wide range of hole sizes without restrictive hole centering spacers
HUT _L_L ' ' * Recognized component for use with UL & CSA listed enclosures
o“\'\(\? | ‘-"“‘:‘5_2“”"5' ] * Available in 2 material options for wall thickness from 16 gauge to 1/4”
G soo(\‘
Plugged Hole Wall Thickness

Description Diameter Range Range A B C D E
Pilot Light 0.500 - 0.812 0.059 - 0.250 1.060 0.235 1.060 0.500 0.549
.5” Conduit 0.812 - 0.937 0.059 - 0.250 1.183 0.235 1.183 0.500 0.609
.75” Conduit 1.000 - 1.312 0.059 - 0.250 1.618 0.235 1.618 0.500 0.949
1” Conduit 1.375 - 1.625 0.059 - 0.250 1.862 0.235 1.862 0.500 0.949
1.25” Conduit 1.687 - 1.875 0.059 - 0.250 2.122 0.235 2.122 0.500 1.199
1.5” Conduit 2.000 - 2.187 0.059 - 0.250 2.435 0.235 2.435 0.500 1.300
2” Conduit 2.500 - 2.750 0.0569 - 0.250 3.058 0.235 3.058 0.750 1.300
2.5” Conduit 2875 - 3.125 0.059 - 0.250 3.433 0.235 3.433 0.750 1.500
3” Conduit 3.500 - 3.750 0.059 - 0.250 4.058 0.235 4.058 0.750 1.500
3.5” Conduit 4.000 - 4.250 0.059 - 0.250 4.558 0.235 4.558 0.750 1.500
4” Conduit 4500 - 4.750 0.059 - 0.250 5.118 0.235 5.118 0.750 1.500

Technical references and CAD downloads available at www.hammondmfg.com All dimensions in inches unless specified otherwise
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