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C-Box Screw Cover with Knockouts

NEMA 1

Application

Construction

* Designed for general purpose indoor
commercial use as a junction, pull or
switch box.

¢ Formed and spot welded from 16 or 14

gauge steel depending on size.
Flat steel covers fastened with plated
steel screws.

Standards o Keyh_ole slots per_mit cover to be_ lifted
off without removing screws entirely.

* UL-50Type 1 * Easily removed knockouts on all 4 sides

* cUL Type 1 (see drawings for sizes and locations).

Complies with:
* NEMA Type 1

Through holes in back for wall
mounting.

Finish

C

Enclosure and cover are finished in
ANSI/ASA 61 gray powder coating.

* IEC 529, IP30 ¢ Grounding location embossed in body.
Part Overall Dimensions Mtg. Centers Knockout Pattern Knockout Pattern Ship Wt.
No. A B C D E F G Sides H Top & Bottom Ibs.
CSKO0443 4 4 3 225 3.00 0.88 0.50 B-C 0.28 A-B 2
CSKO663 6 6 3 3.00 5.00 150 0.50 B-C-D 0.28 B-C-D 3
CSKO0863 8 6 3 5.00 5.00 150 0.50 F-G-H-I 0.28 B-C-D 3
CSKO16143 16 14 3 13.00 13.00 1.50 0.50 B-C-D-E-F-G-H 0.28 B-C-D-E-F-G-H 12
CSKO18143 18 14 3 15.00 13.00 150 050 A-B-C-D-E-F-G-H-1 0.28 B-C-D-E-F-G-H 13
CSKO020143 20 14 3 17.00 13.00 150 050 A-B-C-D-E-F-G-H-1 0.28 B-C-D-E-F-G-H 13
CSKO0444 4 4 4 225 3.00 0.88 0.50 B-C 0.28 A-B 2
CSKO644 6 4 4 3.00 3.00 150 0.50 B-C-D 0.28 A-B 3
CSKO664 6 6 4 3.00 5.00 150 0.50 B-C-D 0.28 B-C-D 3
CSKO864 8 6 4 500 5.00 150 0.50 F-G-H-I 0.28 B-C-D 5
CSKO884 8 8 4 500 7.00 150 0.50 F-G-H-I 0.28 F-G-H-I 5
CSKO1084 10 8 4 700 7.00 150 0.50 F-G-H-I 0.28 F-G-H-I 6
CSKO10104 10 10 4 700 9.00 150 0.50 F-G-H-I 0.28 C-D-E-F-G 6
CSKO1284 12 8 4 9.00 7.00 150 0.50 C-D-E-F-G 0.28 F-G-H-I 7
CSKO12104 12 10 4 9.00 9.00 150 0.50 C-D-E-F-G 0.28 C-D-E-F-G 8
CSKO12124 12 12 4 9.00 11.00 150 0.50 C-D-E-F-G 0.28 C-D-E-F-G 9
CSKO16124 16 12 4 13.00 11.00 1.50 0.50 B-C-D-E-F-G-H 0.28 C-D-E-F-G 12

Chart continued on next page....




