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Modular Enclosures
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Part Number A B C D E Part Number A B C D E
HME1465 mm 1400 600 500 1296 499 HME18106 mm 1800 1000 600 1696 899

inch  55.12 23.62 19.69 51.03 19.65 inch  70.87 39.37 23.62 66.77 35.4
HME1466 mm 1400 600 600 1296 499 HME18108 mm 1800 1000 800 1696 899

inch  55.12 23.62 23.62 51.03 19.65 inch _ 70.87 39.37 315 66.77 35.4
HME1468 mm 1400 600 800 1296 499 HME2045 mm 2000 400 500 1896 299

inch  55.12 23.62 31.5 51.03 19.65 inch  78.74 15.75 19.69 74.65 11.77
HME1485 mm 1400 800 500 1296 699 HME2064 mm 2000 600 400 1896 499

inch  55.12 315 19.69 51.03 27.52 inch  78.74 23.62 15.75 74.65 19.65
HME1486 mm 1400 800 600 1296 699 HME2065 mm 2000 600 500 1896 499

inch ~ 55.12 315 23.62 51.03 27.52 inch  78.74 23.62 19.69 74.65 19.65
HME1488 mm 1400 800 800 1296 699 HME2066 mm 2000 600 600 1896 499

inch  55.12 31.5 315 51.03 27.52 inch  78.74 23.62 23.62 74.65 19.65
HME1665 mm 1600 600 500 1496 499 HME2068 mm 2000 600 800 1896 499

inch  62.99 23.62 19.69 58.9 19.65 inch  78.74 23.62 31.5 74.65 19.65
HME1666 mm 1600 600 600 1496 499 HME2084 mm 2000 800 400 1896 699

inch  62.99 23.62 23.62 58.9 19.65 inch  78.74 31.5 15.75 74.65 27.52
HME1668 mm 1600 600 800 1496 499 HME2085 mm 2000 800 500 1896 699

inch  62.99 23.62 315 58.9 19.65 inch  78.74 315 19.69 74.65 27.52
HME1685 mm 1600 800 500 1496 699 HME2086 mm 2000 800 600 1896 699

inch  62.99 31.5 19.69 58.9 27.52 inch  78.74 31.5 23.62 74.65 27.52
HME1686 mm 1600 800 600 1496 699 HME2088 mm 2000 800 800 1896 699

inch  62.99 315 23.62 58.9 27.52 inch  78.74 31.5 31.5 74.65 27.52
HME1688 mm 1600 800 800 1496 699 HME20106 mm 2000 1000 600 1896 899

inch _ 62.99 315 315 58.9 27.52 inch  78.74 39.37 23.62 74.65 35.4
HME1864 mm 1800 600 400 1696 499 HME20108 mm 2000 1000 800 1896 899

inch  70.87 23.62 15.75 66.77 19.65 inch  78.74 39.37 315 74.65 35.4
HME1865 mm 1800 600 500 1696 499 HME2246 mm 2200 400 600 2096 299

inch  70.87 23.62 19.69 66.77 19.65 inch  86.62 15.75 23.62 82.52 11.77
HME1866 mm 1800 600 600 1696 499 HME2265 mm 2200 600 500 2096 499

inch ~ 70.87 23.62 23.62 66.77 19.65 inch  86.62 23.62 19.69 82.52 19.65
HME1868 mm 1800 600 800 1696 499 HME2266 mm 2200 600 600 2096 499

inch  70.87 23.62 31.5 66.77 19.65 inch  86.62 23.62 23.62 82.52 19.65
HME1884 mm 1800 800 400 1696 699 HME2285 mm 2200 800 500 2096 699

inch  70.87 315 15.75 66.77 27.52 inch  86.62 315 19.69 82.52 27.52
HME1885 mm 1800 800 500 1696 699 HME2286 mm 2200 800 600 2096 699

inch  70.87 31.5 19.69 66.77 27.52 inch  86.62 31.5 23.62 82.52 27.52
HME1886 mm 1800 800 600 1696 699 HME2288 mm 2200 800 800 2096 699

inch  70.87 315 23.62 66.77 27.52 inch  86.62 31.5 31.5 82.52 27.52
HME1888 mm 1800 800 800 1696 699 HME22105 mm 2200 1000 500 2096 899

inch  70.87 315 315 66.77 27.52 inch  86.62 39.37 19.69 82.52 35.4
HME18104 mm 1800 1000 400 1696 899 HME22106 mm 2200 1000 600 2096 899

inch  70.87 39.37 15.75 66.77 35.4 inch  86.62 39.37 23.62 82.52 35.4
HME18105 mm 1800 1000 500 1696 899

inch  70.87 39.37 19.69 66.77 35.4
Technical references and CAD downloads available at www.hammondmfg.com All dimensions in inches unless specified otherwise
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