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Features and Benefits

Value

Molded terminal blocks for primary and •	
secondary connections up to 3000 VA or 30 
amps.  Coil face termination over 3000 VA or 
30 amps.

All terminal blocks utilize a combination slot/•	
Phillips #6 screw with a SEMS washer.  Coil 
face terminations utilize a ¼-20 UNC X 0.50” 
combination slot/Phillips screw and a spring 
lock washer.

50/60 Hz (60 Hz on SP***ACP and SP***AR).•	

Copper wound coils with high dielectric •	
strength insulation.

CSA Certified (file LR 3902), UL Listed (file •	
E50394), CE Marked and RoHS Compliant.

Meets NEMA standards.•	

Superior insulating materials.  The HPS •	
Spartan offers the following insulation 
systems:

Up to 1500 VA: 80°C rise, 
130°C temperature class (B)
2000 VA to 5000 VA: 115°C rise, 
180°C temperature class (F)

Most HPS Spartan units incorporate •	
“Premium Packaging” which feature: 
	 -  Premium fluted cartons 
	 -  Custom molded foam inserts 
	 -  Easy removal and repacking 
	 -  Industry’s best box label

All HPS Spartan units are supplied with •	
trilingual installation and wiring instruction 
sheets.

All units supplied with primary and secondary •	
voltage links/jumpers.

All HPS Spartan™ transformers are Vacuum •	
Impregnated with Polyester Resin and oven 
cured.

Bolted core construction.•	

Bolt-on mounting brackets.•	

15 year warranty.•	


