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Grommet Edging - General Purpose

HellermannTyton’s Flexiform grommet is a unique, continuous wire 
protection product which fits easily in all shapes and sizes of holes 
without the aid of tools or adhesives. Since Flexiform can be cut to the 
right length with scissors, it eliminates waste, helping keep grommet 
stock to a minimum. HellermannTyton’s Flexiform grommet can be used 
on any type of material including wood, steel, aluminum, plexiglass, and 
glass.

Features and Benefits
• Can be cut to length with scissors, eliminating waste and keeping 

stock to a minimum.  

Routing, Protection and Insulation
Grommet Edging
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Qty.

FPAA G51PAA 0.016 (0.40) 0.035 (0.90) 0.09 (2.3) 0.035 (0.9) 0.11 (2.7) 0.07 (1.8) 82 ft

FPA G51PA 0.016 (0.40) 0.051 (1.30) 0.15 (3.9) 0.059 (1.5) 0.17 (4.3) 0.11 (2.7) 82 ft

FPB G51PB 0.051 (1.30) 0.083 (2.10) 0.18 (4.6) 0.094 (2.4) 0.17 (4.3) 0.11 (2.7) 82 ft

FPC G51PC 0.083 (2.10) 0.13 (3.30) 0.22 (5.7) 0.138 (3.5) 0.17 (4.3) 0.11 (2.7) 82 ft

FPD G51PD 0.13 (3.30) 0.189 (4.80) 0.33 (8.4) 0.201 (5.1) 0.24 (6.2) 0.17 (4.3) 82 ft

FPE G51PE 0.189 (4.80) 0.256 (6.50) 0.39 (9.9) 0.264 (6.7) 0.25 (6.4) 0.18 (4.5) 82 ft

FPF G51PF 0.256 (6.50) 0.319 (8.10) 0.45 (11.4) 0.327 (8.3) 0.27 (6.8) 0.19 (4.8) 82 ft

FPG G51PG 0.319 (8.10) 0.382 (9.70) 0.52 (13.2) 0.398 (10.1) 0.27 (6.8) 0.19 (4.8) 82 ft

FPH G51PH 0.382 (9.70) 0.508 (12.90) 0.65 (16.4) 0.520 (13.2) 0.27 (6.8) 0.19 (4.8) 82 ft

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes. 

Flexiform Edge Protection Grommet Strip - Polyethylene Grommet

MATERIAL Polyethylene (PE)

Color Natural

Operating Temperature -22°F to +176°F (-30°C to +80°C)

Flammability UL 94 HB




