
41

Cable Ties in Special Materials

HellermannTyton's Metal Content Tie is specifically designed for the 
food, beverage and pharmaceutical processing industries to meet 
the safety standards set by the Hazardous Analysis of Critical Control 
Point (HACCP) to minimize the risk of contamination. The tie is nylon-
based with metal content dispersed throughout the head and strap 
allowing any part of the tie to be identified by metal detectors or X-ray 
inspections. It is ideally suited for the management of cables and tubing 
in processing and packaging areas. The plastic tie can be identified in 
food and other products that have been contaminated either through 
human error or malfunctioning machinery.

Features and Benefits
•	 Metal content dispersed throughout the head and strap ensures 

identification by metal detectors and X-ray machines.
•	 Industry standard blue color assists with visual detection and reduces 

the risk of contamination.

Bundling and Securing
Cable Ties

PART
NO. TYPE

Min. 
Tensile

Strength
lbs. (N)

Length
(L)

in. (mm)

Max. 
Bundle 

Diameter
in. (mm)

Width
(W)

in. (mm) Material Color
Pkg. 
Qty.

111-01225 MCT18R 18.0 (80.0) 4.0 (100.0) 0.9 (22.0) 0.1 (2.5) PA66MP Blue 100

111-01664 MCTPP18R 19.0 (85.0) 3.9 (100.0) 0.9 (22.0) 0.1 (2.5) PPMP Blue 100

111-01665 MCTPP30R 29.0 (130.0) 5.9 (150.0) 1.4 (35.0) 0.1 (3.5) PPMP Blue 100

111-00829 MCT30R 30.0 (135.0) 6.0 (150.0) 1.4 (35.0) 0.1 (3.5) PA66MP Blue 100

111-01386 MCTS200 31.5 (140.0) 7.9 (201.0) 2.0 (50.0) 0.2 (4.7) PPMP+ Blue 100

111-01666 MCTPP50R 33.7 (150.0) 8.0 (200.0) 2.0 (50.0) 0.2 (4.6) PPMP Blue 100

111-01667 MCTPP50L 33.7 (150.0) 15.0 (390.0) 4.3 (110.0) 0.2 (4.6) PPMP Blue 100

111-00830 MCT50R 50.0 (225.0) 8.0 (202.0) 2.0 (50.0) 0.2 (4.6) PA66MP Blue 100

111-00937 MCTRELK2M 50.0 (225.0) 9.8 (250.0) 2.6 (65.0) 0.2 (4.6) PA66MP Blue 100

111-00831 MCT50L 50.0 (225.0) 15.0 (380.0) 4.3 (110.0) 0.2 (4.7) PA66MP Blue 100

111-01668 MCTPP120R 85.4 (380.0) 15.2 (387.0) 3.9 (100.0) 0.3 (7.6) PPMP Blue 100

111-01136 MCT120R 120.0 (535.0) 15.2 (387.0) 3.9 (100.0) 0.3 (7.6) PA66MP Blue 100

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes. 
 Installation tools: EVO7, EVO7SP, EVO9, EVO9HT, MK7P, MK7HT, MK9P.
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Metal Content Ties




