
429

Hand Writable Labels and Tags

HellermannTyton’s Hand Writable Markers are made from a flexible vinyl 
film and used to mark wire and cable. The self-laminating labels have 
a clear tail which seals the legend under clear vinyl, maintaining the 
quality of the labels.

Features and Benefits
• Clear laminating plastic flap permanently protects the writing and 

data marked on the tag.
• Mounting holes for easy mounting using standard cable ties.
• Markers can be mounted in any direction, either vertically, 

horizontally, as a wrap-around identification plate or as a flag for the 
best visual position on the cable assembly.

Identification
Labels

PART
NO. TYPE Description

Label
Width

(W)
in. (mm)

Label
Height

(H)
in. (mm) Color

Qty.
per
Pkg.

CT0753X2 CT0753 Write-on tag with blank lines - nonadhesive 3.00 (76.2) 0.75 (11.1) Orange 25

CTA0753X2 CTA0753 Write-on tag with blank lines - adhesive 3.00 (76.2) 1.00 (25.4) Orange 25

CT2012X2 CT2012 Write-on tag for telephone cable - nonadhesive 3.50 (88.9) 1.50 (38.1) Yellow 25

CT2003X2 CT2003 Write-on tag for fiber optic cable - nonadhesive 3.50 (88.9) 2.00 (6.4) Orange 25

CT1503X2 CT1503 Write-on tag with blank lines - nonadhesive 4.00 (101.6) 1.50 (38.1) Orange 25

CTA1503X2 CTA1503 Write-on tag with blank lines - adhesive 4.00 (101.6) 2.20 (55.9) Orange 25

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Warning Signs

MATERIAL Polyvinylchloride (PVC)

Operating Temperature -40°F to +257°F (-40°C to +125°C)




