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Gauges for Pneumatics
Product Number Description

14004904-001/U 2-1/2 in. diameter, typical panel mount Pneumatic Receiver gauge (-40 to 160 F), ±2% accuracy. Replaces 14506495-001(gauge) + 
14505846-001

14004904-002/U 2-1/2 in. diameter, typical panel mount Pneumatic Receiver gauge (0 to 200 F), ±2% accuracy. Replaces 4506495-001(gauge) + 
14505846-002

14004904-003/U 2-1/2 in. diameter, typical panel mount Pneumatic Receiver gauge (40 to 240 F), ±2% accuracy, Replaces 14506495-001(gauge) + 
14505846-003

14004904-005/U 2-1/2 in. diameter, typical panel mount Pneumatic Receiver gauge (0 to 20 psi), ±2% accuracy, Replaces 14506495-001(gauge) + 
14505846-023

14004904-006/U 2-1/2 in. diameter, typical panel mount Pneumatic Receiver gauge (25 to 125 F), ±2% accuracy, Replaces 14506495-001(gauge) + 
14505846-004

14004904-007/U 2-1/2 in. diameter, typical panel mount Pneumatic Receiver gauge (50 to 100 F), ±2% accuracy, Replaces 14506495-001(gauge) + 
14505846-005

14004904-008/U 2-1/2 in. diameter, Pneumatic Receiver gauge (-20 to 80 F), ±2% accuracy

14004904-011/U 2-1/2 in. diameter, Pneumatic Receiver gauge (15 to 75% RH), ±2% accuracy

14004904-101/U 2-1/2 in. diameter, Pneumatic Receiver gauge (-40 to 160 F), ±1% accuracy. Replaces 14506495-101(gauge) + 14505846-001

14004904-102/U 2-1/2 in. diameter, Pneumatic Receiver gauge (0 to 200 F), ±1% accuracy. Replaces 14506495-101(gauge) + 14505846-002

14004904-103/U 2-1/2 in. diameter, Pneumatic Receiver gauge (40 to 240 F), ±1% accuracy. Replaces 14506495-101(gauge) + 14505846-003

14004904-104/U 2-1/2 in. diameter, Pneumatic Receiver gauge (3 to 15 psi), ±1% accuracy. Replaces 14506495-101(gauge) + 14505846-022

14004904-105/U 2-1/2 in. diameter, Pneumatic Receiver gauge (0 to 20 psi), ±1% accuracy. Replaces 14506495-101(gauge) + 14505846-023

14004905-001/U 3-1/2 in. diameter, Pneumatic Receiver gauge (-40 to 160 F), ±2% accuracy

14004905-002/U 3-1/2 in. diameter, Pneumatic Receiver gauge (0 to 200 F), ±2% accuracy. Replaces 14506496-001(gauge) + 14505846-102

14004905-003/U 3-1/2 in. diameter, Pneumatic Receiver gauge (40 to 240 F), ±2% accuracy. Replaces 14506496-001(gauge) + 14505846-103

14004905-006/U 3-1/2 in. diameter, Pneumatic Receiver gauge (25 to 125 F), ±2% accuracy. Replaces 14506496-001(gauge) + 14505846-104

14004905-009/U 3-1/2 in. diameter, Pneumatic Receiver gauge (0 to 2 in. wc), ±2% accuracy

14004905-010/U 3-1/2 in. diameter, Pneumatic Receiver gauge (15 to 85% RH), ±2% accuracy

14004905-011/U 3-1/2 in. diameter, Pneumatic Receiver gauge (15 to 75% RH), ±2% accuracy

14004905-101/U 3-1/2 in. diameter, Pneumatic Receiver gauge (-40 to 160 F), ±1% accuracy. Replaces 14506496-101(gauge) + 14505846-101

14004905-102/U 3-1/2 in. diameter, Pneumatic Receiver gauge (0 to 200 F), ±1% accuracy. Replaces 14506496-101(gauge) + 14505846-102

14004905-103/U 3-1/2 in. diameter, Pneumatic Receiver gauge (40 to 240 F), ±1% accuracy. Replaces 14506496-101(gauge) + 14505846-103

14004905-105/U 3-1/2 in. diameter, Pneumatic Receiver gauge (0 to 20 psi), ±1% accuracy. Replaces 14506496-101(gauge) + 14505846-123

14004905-106/U 3-1/2 in. diameter, Pneumatic Receiver gauge (25 to 125 F), ±1% accuracy. Replaces 14506496-101(gauge) + 14505846-104

14004905-107/U 3-1/2 in. diameter, Pneumatic Receiver gauge (50 to 100 F), ±1% accuracy. Replaces 14506496-101(gauge) + 14505846-105

305911/U Gauge, 2 in., 0-160PSI, 1/8 in. NPT

305912/U Gauge, 0-100PSI, 2 in., 1/8 in. NPT

305914/U 2 in. diameter, 1/8 NPT center stem back mount Pressure Indicating gauge (0 to 30 psi scale) with ±3% accuracy

305917/U 2 in. diameter, 1/4 NPT center stem back mount Pressure Indicating gauge (0 to 160 psi scale) with ±3% accuracy

305923/U 1-1/2 in. diameter, 1/8 NPT stem on bottom mount Pressure Indicating gauge (0 to 30 psi scale) with ±4% accuracy

305925/U Gauge, 0-30 PSI, 2 in., 1/8 in. NPT

305935/U 3-1/2 in. diameter, surface mounted 1/8 NPT stem on bottom Receiver gauge (-40 to +160 F scale) with ±2% accuracy

305986/U Receiver Gauge. -20 to 80 F scale 1-1/2 in. diameter,1/2 NPT connection

804191B/U 2-1/2 in. diameter, panel-mounted Pneumatic Pressure Indicating Gauge (0 to 30 psi), 1/4 in. barbed connection, +/-3% accuracy

804191C/U 2-1/2 in. diameter, panel-mounted Pneumatic Pressure Indicating Gauge (0 to 60 psi), 1/8 in. NPT connection, +/-3% accuracy

804191E/U 2-1/2 in. diameter, panel-mounted Pneumatic Pressure Indicating Gauge (0 to 160 psi), 1/8 in. NPT connection, +/-3% accuracy




