
A-2 Wiring Device-Kellems

To qualify for the “Hospital Grade” designation and use of the 
associated green dot symbol, UL requires that the manufacturer 
design its devices to perform to specific levels. These levels form 
an established baseline below which no manufacturer can fall  
and still carry a green dot.

Hubbell sets their standards high. Each product is built to 
withstand the severe conditions of abuse that are unique to the 
hospital environment. Hubbell receptacles have exclusive design 
features that set them apart from the competition.

• Exclusive nickel-plated bypass contact design increases contact  
pressure, lowering the operating temperature.

• Four point grounding system provides redundant grounding for  
low resistance ground continuity in high abuse areas.

• High tech reinforced thermoplastic polyester (RTP) back is tough  
and heat resistant.

Because of these features and others, the benefit is performance, 
reliability, and value for any health care facility.

Hubbell “Hospital Grade” Devices

One piece, nickel plated brass mounting 
strap with integral ground contacts, along 
with secondary ground contact, provides 
superior grounding for low resistance flow of 
fault currents as well as corrosion resistance. 
Barbed locking arms keep the face locked in 
place to diminish potential for face/base  
separation. Back wired ground screw 
reduces installation time.

One-piece nickel-plated brass
integral ground strap for greater
corrosion resistance

Patented ground contact provides
redundant grounding

Unique bypass contact design
results in greater contact force 
and reduced heat buildup

Square head, 10-thread bronze 
center rivet won’t rotate, reduces 
stripping and resists corrosion

I.D. marking surface provides
quick, sure circuit identification

Barbed assembly arms reduce 
possibility of face/base separation

Back wired ground terminal
allows faster, easier installation

RTP base offers greater heat
resistance, plus contact stability

External bundling terminals contain 
wire strands and are designed for 
quick inspection

Deep body design increases 
impact and chemical resistance

Reinforced thermoplastic back provides 
superior thermal, electrical and mechanical 
properties. By providing contact stability, 
this high performance material will reduce 
heat buildup giving you long lasting 
performance.

Exclusive bypass contacts are made of 
nickel-plated brass alloy. This design 
increases blade retention forces, insuring  
a reliable uninterrupted flow of power.

External wiring clamps allow for visual 
inspection of the terminals. A unique 
strand containment feature on the terminal 
“bundles” the wire, ensuring 100% 
clamping of wire strands and reducing 
heat from the termination.

Straight Blade Devices
HBL® Extra Heavy Duty Hospital Grade Duplex Receptacles
Features and Benefits

HBL8200GY
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HBL8200GY

HBL8300RMRI

HBL8200ILW

HBL2172

HBL8300SGA

Straight Blade Devices
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

HBL® Extra Heavy Duty  
Hospital Grade  Receptacles 
Duplex
Description Color Catalog Number

Flush, thermoplastic polyester face,
back and side wired.

Black
Blue
Brown
Gray
Ivory
Light Almond
Red
White

HBL8200BK
–

HBL8200
HBL8200GY
HBL8200I
HBL8200LA
HBL8200RED
HBL8200W

–
HBL8300BL
HBL8300
HBL8300GY
HBL8300I
HBL8300LA
HBL8300RED
HBL8300W

Flush, LED illuminated face, 
back and side wired.

Gray
Ivory
Red
White

HBL8200ILGY
HBL8200ILI
HBL8200ILR
HBL8200ILW

HBL8300ILGY
HBL8300ILI
HBL8300ILR
HBL8300ILW

Tamper-Resistant receptacle 
with wire leads. Complies with
requirements of NEC® article 
517-18(c).

Brown
Gray
Ivory
Light Almond
Red
White

HBL8200SGA
HBL8200SGGYA
HBL8200SGIA
HBL8200SGLA
HBL8200SGRA
HBL8200SGWA

HBL8300SGA
HBL8300SGGYA
HBL8300SGIA
HBL8300SGLA
HBL8300SGRA
HBL8300SGWA

Isolated ground∆. Orange
Red

IG8200
IG8200R

IG8300
IG8300R

MRI Receptacle, Duplex
Description Color Catalog Number

MRI receptacle, flush, thermoplastic
polyester face, back and side wired.

Ivory
Light Almond
Red
White

HBL8200IMRI
HBL8200LAMRI
HBL8200RMRI
HBL8200WMRI

HBL8300IMRI
HBL8300LAMRI
HBL8300RMRI
HBL8300WMRI

Slender/Compact, Duplex
Description Color Catalog Number

Flush, thermoplastic polyester face,
back, and side wired,  
Fed. Spec. verified.

Brown
Gray
Green
Ivory
Light Almond
Red
White

HBL8200H
HBL8200HG

–
HBL8200HI
HBL8200HLA
HBL8200HRED
HBL8200HW

HBL8300H
HBL8300HG
HBL8300HGN
HBL8300HI
HBL8300HLA
HBL8300HRED
HBL8300HW

Style Line® Decorator*
Description Color Catalog Number

Flush, nylon face, 
back and side wired.

Brown
Gray
Ivory
Office White
Red
White

HBL2172
HBL2172GY
HBL2172I

–
HBL2172R
HBL2172WA

HBL2182
HBL2182GY
HBL2182I
HBL2182OW
HBL2182R
HBL2182WA

Isolated ground∆. Ivory
Orange
White

–
–
–

IG2182I
IG2182
IG2182WA

Note: ∆See section M for additional information on isolated ground devices. 
*Not Fed. Spec. Listed.  
See page A-46 and A-47 for accessories. 
See page A-50 for technical information. 
See page Tech-10 for Tamper-Resistant description. 
See section L for additional information on Hospital Grade products.  
See section N for wallplates.

IP20
SUITABILITY

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

NEC® is a registered trademark of the National Fire Protection Association (NFPA). Dimensions in Inches (mm)
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Straight Blade Devices
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

IP20
SUITABILITY

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP8300RLTR

 .86"
(21.9)

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP8300L

 .86"
(21.9)

2.62"
(66.5)

 .86"
(21.9)

1.56"
(39.7)

3.28"
(83.3)

SNAP8300WA

.78"
(19.8)  1.48"

(37.6)

 .63"
(16.0)

SNAP1RA

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP8300LATR

 .86"
(21.9)

Dimensions in Inches (mm)

Many of these products are Assembled in USA, as indicated, and many are Buy 
American Compliant. Please contact Hubbell with any certification requirements.

Extra Heavy Duty 
Hospital Grade  SNAPConnect®

Duplex
Description Color Catalog Number

Hospital grade, finder groove, nylon face, 
modular receptacle which requires 
pigtailed connector below. 
Assembled in USA*.

* For Assembled in USA receptacles drop off the  
last “A” and add suffix NA. Ex: SNAP8200BKNA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP8200BKA*
SNAP8200A*
SNAP8200GYA*
SNAP8200IA*
SNAP8200LAA*
SNAP8200RA*
SNAP8200WA*

SNAP8300BKA*
SNAP8300A*
SNAP8300GYA*
SNAP8300IA*
SNAP8300LAA*
SNAP8300RA*
SNAP8300WA*

Hospital grade, Tamper-Resistant, 
smooth nylon face, modular receptacle 
which requires pigtailed connector below. 
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP8200BKTR
SNAP8200TR
SNAP8200GYTR
SNAP8200ITR
SNAP8200LATR
SNAP8200RTR
SNAP8200WTR

SNAP8300BKTR
SNAP8300TR
SNAP8300GYTR
SNAP8300ITR
SNAP8300LATR
SNAP8300RTR
SNAP8300WTR

Isolated ground∆, Hospital grade, 
Tamper-Resistant.

Orange
Red

SNAP8200IGTR
SNAP8200RIGTR

SNAP8300IGTR
SNAP8300RIGTR

Hospital grade, with Power Indicating LED, 
smooth nylon face, modular receptacle 
which requires pigtailed connector below. 
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP8200BKL
SNAP8200L
SNAP8200GYL
SNAP8200IL
SNAP8200LAL
SNAP8200RL
SNAP8200WL

SNAP8300BKL
SNAP8300L
SNAP8300GYL
SNAP8300IL
SNAP8300LAL
SNAP8300RL
SNAP8300WL

Isolated ground∆, Hospital grade, 
with Power Indicating LED.

Orange
Red

SNAP8200IGL
SNAP8200RIGL

SNAP8300IGL
SNAP8300RIGL

Hospital grade, Tamper-Resistant, 
with Power Indicating LED, 
smooth nylon face, modular receptacle 
which requires pigtailed connector below. 
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP8200BKLTR
SNAP8200LTR
SNAP8200GYLTR
SNAP8200ILTR
SNAP8200LALTR
SNAP8200RLTR
SNAP8200WLTR

SNAP8300BKLTR
SNAP8300LTR
SNAP8300GYLTR
SNAP8300ILTR
SNAP8300LALTR
SNAP8300RLTR
SNAP8300WLTR

Isolated ground∆, Hospital grade, 
TR with Power Indicating LED.

Orange
Red

SNAP8200IGLTR
SNAP8200RIGLTR

SNAP8300IGLTR
SNAP8300RIGLTR

Note: ∆See section M additional information on isolated ground devices. 
See page A-14 for additional information on SNAPConnect® features. 
See page Tech-10 for Tamper-Resistant and LED Power Indicators description. 
See pages A-46 and A-47 for accessories.  
See page A-54 for technical information. 
See section N for wallplates. 
Consult factory for available Split-Circuit capable SNAPConnect® devices.

SNAPConnect® Right Angle Pigtailed Connector

Description Wire Type
General Use 
Catalog Number

Assembled in USA 
Catalog Number

Clear right angle terminal with 6 inch leads  
#12 AWG THHN/THWN-2; Polycarbonate 
housing material

Solid
Stranded

SNAP1RA
SNAP2RA

SNAP1RNA
SNAP2RNA

Note: For Assembled in USA products, must order connector with NA suffix. 
See page A-54 for technical information.
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Straight Blade Devices
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

Extra Heavy Duty 
Hospital Grade  SNAPConnect®

Style Line® Decorator
Description Color Catalog Number

Hospital grade, Style Line® decorator, 
flush, nylon face, modular receptacle  
which requires pigtailed connector below.
Assembled in USA*.

* For Assembled in USA receptacles drop off the  
last “A” and add suffix NA. Ex: SNAP2172BKNA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP2172BKA*
SNAP2172A*
SNAP2172GYA*
SNAP2172IA*
SNAP2172LAA*
SNAP2172RA*
SNAP2172WA*

SNAP2182BKA*
SNAP2182A*
SNAP2182GYA*
SNAP2182IA*
SNAP2182LAA*
SNAP2182RA*
SNAP2182WA*

Hospital grade, Tamper-Resistant,  
Style Line® decorator, flush, nylon face,  
modular receptacle which requires  
pigtailed connector below.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP2172BKTR
SNAP2172TR
SNAP2172GYTR
SNAP2172ITR
SNAP2172LATR
SNAP2172RTR
SNAP2172WTR

SNAP2182BKTR
SNAP2182TR
SNAP2182GYTR
SNAP2182ITR
SNAP2182LATR
SNAP2182RTR
SNAP2182WTR

Isolated ground∆, Hospital grade,  
Tamper-Resistant.

Orange
Red

SNAP2172IGTR
SNAP2172RIGTR

SNAP2182IGTR
SNAP2182RIGTR

Hospital grade, with Power Indicating LED, 
Style Line® decorator, flush, nylon face, 
modular receptacle which requires  
pigtailed connector below.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP2172BKL
SNAP2172L
SNAP2172GYL
SNAP2172IL
SNAP2172LAL
SNAP2172RL
SNAP2172WL

SNAP2182BKL
SNAP2182L
SNAP2182GYL
SNAP2182IL
SNAP2182LAL
SNAP2182RL
SNAP2182WL

Isolated ground∆, Hospital grade, 
with Power Indicating LED.

Orange
Red

SNAP2172IGL
SNAP2172RIGL

SNAP2182IGL
SNAP2182RIGL

Hospital grade, Tamper-Resistant, 
with Power Indicating LED, 
Style Line® decorator, flush, nylon face, 
modular receptacle which requires 
pigtailed connector below.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP2172BKLTR
SNAP2172LTR
SNAP2172GYLTR
SNAP2172ILTR
SNAP2172LALTR
SNAP2172RLTR
SNAP2172WLTR

SNAP2182BKLTR
SNAP2182LTR
SNAP2182GYLTR
SNAP2182ILTR
SNAP2182LALTR
SNAP2182RLTR
SNAP2182WLTR

Isolated ground∆, Hospital grade, 
TR with Power Indicating LED.

Orange
Red

SNAP2172IGLTR
SNAP2172RIGLTR

SNAP2182IGLTR
SNAP2182RIGLTR

Note: ∆See section M additional information on isolated ground devices. 
See page A-14 for additional information on SNAPConnect® features. 
See page Tech-10 for Tamper-Resistant and LED Power Indicators description. 
See pages A-46 and A-47 for accessories.  
See page A-54 for technical information. 
See section N for wallplates. 
Consult factory for available Split-Circuit capable SNAPConnect® devices.

SNAPConnect® Right Angle Pigtailed Connector

Description Wire Type
General Use 
Catalog Number

Assembled in USA 
Catalog Number

Clear right angle terminal with 6 inch leads  
#12 AWG THHN/THWN-2; Polycarbonate 
housing material

Solid
Stranded

SNAP1RA
SNAP2RA

SNAP1RNA
SNAP2RNA

Note: For Assembled in USA products, must order connector with NA suffix. 
See page A-54 for technical information.

IP20
SUITABILITY

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

.78"
(19.8)  1.48"

(37.6)

 .63"
(16.0)

SNAP1RA

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP2182A

 .86"
(21.9)

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP2182RL

 .86"
(21.9)

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP2182ITR

 .86"
(21.9)

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP2182GYLTR

 .86"
(21.9)

Dimensions in Inches (mm)

Many of these products are Assembled in USA, as indicated, and many are Buy 
American Compliant. Please contact Hubbell with any certification requirements.
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2.73"
(69.3)

 1.15"
(29.1)

1.57"
(39.9)

3.28"
(83.3)

8200REDLTR

2.73"
(69.3)

 1.15"
(29.1)

1.57"
(39.9)

3.28"
(83.3)

8200TR

2.73"
(69.3)

 1.15"
(29.1)

1.57"
(39.9)

3.28"
(83.3)

8200LA

Hospital Products
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

Hubbell-PRO Heavy Duty 
Hospital Grade  Receptacles
Duplex
Description Color Catalog Number

Hospital grade,  
smooth nylon face,  
back and side wired.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

8200BK
8200
8200GY
8200IV
8200LA
8200RED
8200WHI

8300BK
8300
8300GY
8300IV
8300LA
8300RED
8300WHI

Hospital grade, Tamper-Resistant,  
smooth nylon face,  
back and side wired.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

8200BKTR
8200TR
8200GYTR
8200IVTR
8200LATR
8200REDTR
8200WTR

8300BKTR
8300TR
8300GYTR
8300IVTR
8300LATR
8300REDTR
8300WTR

Hospital grade,  
with Power Indicating LED, 
smooth nylon face,  
back and side wired.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

8200BKL
8200L
8200GYL
8200IVL
8200LAL
8200REDL
8200WL

8300BKL
8300L
8300GYL
8300IVL
8300LALM
8300REDL
8300WL

Hospital grade, Tamper-Resistant,  
with Power Indicating LED, 
smooth nylon face,  
back and side wired.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

8200BKLTR
8200LTR
8200GYLTR
8200IVLTR
8200LALTR
8200REDLTR
8200WLTR

8300BKLTR
8300LTR
8300GYLTR
8300IVLTR
8300LALTR
8300REDLTR
8300WLTR

Note: See pages A-46 and A-47 for accessories.  
See page A-55 for technical information. 
See page Tech-10 for Tamper-Resistant and LED Power Indicators description. 
See section N for wallplates.

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

Dimensions in Inches (mm)

The products listed on this page are Assembled in USA, and many are Buy American 
Compliant. Please contact Hubbell with any certification requirements.

Automatic self-grounding staple

Combination Tamper-Resistant and  
LED for pediatric emergency circuits

Nylon face and base construction

Circuit ID marking area

Back and side wiring

Tri drive screws

Steel mounting strap

Hubbell-PRO Features

8200REDLTR
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2.73"
(69.3)

 1.15"
(29.1)

1.57"
(39.9)

3.28"
(83.3)

2172LATR

2.73"
(69.3)

 1.15"
(29.1)

1.57"
(39.9)

3.28"
(83.3)

2172L

2.73"
(69.3)

 1.15"
(29.1)

1.57"
(39.9)

3.28"
(83.3)

2182IVLTR

Hospital Products
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

Hubbell-PRO Heavy Duty 
Hospital Grade  Receptacles
Style Line® Decorator
Description Color Catalog Number

Hospital grade,  
Style Line® decorator, 
flush, nylon face,  
back and side wired.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

2172BK
2172
2172GY
2172IV
2172LA
2172RED
2172W

2182BK
2182
2182GY
2182IV
2182LA
2182RED
2182W

Hospital grade, Tamper-Resistant,  
Style Line® decorator,  
flush, nylon face,  
back and side wired.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

2172BKTR
2172TR
2172GYTR
2172IVTR
2172LATR
2172REDTR
2172WTR

2182BKTR
2182TR
2182GYTR
2182IVTR
2182LATR
2182REDTR
2182WTR

Hospital grade,  
with Power Indicating LED, 
Style Line® decorator,  
flush, nylon face, 
back and side wired.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

2172BKL
2172L
2172GYL
2172IVL
2172LAL
2172REDL
2172WL

2182BKL
2182L
2182GYL
2182IVL
2182LAL
2182REDL
2182WL

Hospital grade, Tamper-Resistant,  
with Power Indicating LED, 
Style Line® decorator,  
flush, nylon face, 
back and side wired.
Assembled in USA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

2172BKLTR
2172LTR
2172GYLTR
2172IVLTR
2172LALTR
2172REDLTR
2172WLTR

2182BKLTR
2182LTR
2182GYLTR
2182IVLTR
2182LALTR
2182REDLTR
2182WLTR

Note: See pages A-46 and A-47 for accessories.  
See page A-55 for technical information. 
See page Tech-10 for Tamper-Resistant and LED Power Indicators description. 
See section N for wallplates.

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

Dimensions in Inches (mm)

The products listed on this page are Assembled in USA, and many are Buy American 
Compliant. Please contact Hubbell with any certification requirements.

2182IVLTR

Automatic self-grounding staple

Combination Tamper-Resistant and  
LED for pediatric emergency circuits

Nylon face and base construction

Back and side wiring

Tri drive screws

Steel mounting strap

Hubbell-PRO Features
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HBL415HI

.92”
(23.4)

.1”
(2.5)

4.30” sq.
  (109.2)

3.02” (76.7)
3.38” (85.9)

4.78"
(121.4)

1.75"
(44.5 )

3.38"sq. (85.9)

.19" (4.8)

.38" (9.7)

HBL4API

3.28"
(83.3) 2.75"

(69.9)

IP20
SUITABILITY

HBL® Extra Heavy Duty 
Hospital Grade   
Single Receptacles 
Description Color Catalog Number

Flush, nylon face,
back and side wired,
Fed. Spec. verified.

Almond
Brown
Gray
Ivory
Red
White

       –
HBL8210
HBL8210GY
HBL8210I
HBL8210R
HBL8210W

HBL8310AL
HBL8310
HBL8310GY
HBL8310I
HBL8310R
HBL8310W

Panel mount on 1.94 in. 
(49.2) centers.

Brown
Ivory

HBL8284
HBL8284I

       –
HBL8384I

Isolated ground∆. Orange IG8210 IG8310

Note: ∆See section M for additional information on isolated ground devices.

4-PLEX®  

Hospital Grade  Receptacles
Description Color Catalog Number

4 outlet high impact resistant
Polycarbonate construction.
Mount to 4 in. square box.

Brown
Gray
Ivory
Red
White

HBL415H
       −
HBL415HI
HBL415HR
HBL415HW

HBL420H
HBL420HGY
HBL420HI
HBL420HR
HBL420HW

4-PLEX adapter plates for
1- and 2-gang, device boxes.

Brown
Gray
Ivory
Red
White

HBL4AP 
HBL4APGY
HBL4API
HBL4APR
HBL4APW

HBL4AP
HBL4APGY
HBL4API
HBL4APR
HBL4APW

Note: See page A-23 for additional information on 4-PLEX devices. 
See page A-60 for technical information. 
4-PLEX devices are not Fed. Spec. Listed.

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

Straight Blade Devices
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

USB Charger Tamper-Resistant 
Hospital Grade  Receptacles
Description Color 15A 125V AC 20A 125V AC

USB Charger Tamper-Resistant receptacle,  
Two USB Type 2.0 ports 3 Amp, 5 Volt DC,  
15 or 20 Amp, 125 Volt AC decorator duplex

Black
Brown
Gray
Ivory
Light Almond
Red
White

USB8200BK
USB8200
USB8200GY
USB8200I
USB8200LA
USB8200R
USB8200W

USB8300BK
USB8300
USB8300GY
USB8300I
USB8300LA
USB8300R
USB8300W

Note: See page A-18 for additional information on standard USB charger.  
See page A-56 for technical information. 
See page Tech-10 for Tamper-Resistant description.

2.62"
(66.5)

 1.96"
(49.9)

1.75"
(44.5)

3.28"
(83.3)

USB8300W

1.94"
(49.3)

 1.19"
(30.2)

1.63"
(41.4)

3.28"
(83.3)

HBL8210GY

Dimensions in Inches (mm)
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HBL8215C

HBL8115V

HBL8219C

HBL8219CT

Hospital Grade  Plugs 
Insulgrip®

Description Cord Diameter Catalog Number

Black and white nylon. .230"-.720" (5.8-18.3) HBL8215C HBL8315C

Transparent housing. .230"-.720" (5.8-18.3) HBL8215CT HBL8315CT

8 position angle plug,
transparent housing.

.250"-.655" (6.4-16.6) HBL8215CAT* HBL8315CAT*

Valise®

Description Cord Diameter Catalog Number

White nylon. .300"-.660" (7.6-16.8) HBL8115V HBL8364V

Insulation displacement,  
white nylon.

.300"-.360" (7.6-9.1) HBL8013V* −

Note: *Not Fed. Spec. Listed. 
See page A-47 for accessories.

Hospital Grade  Connector Bodies
Insulgrip®

Description Cord Diameter Catalog Number

Black and white nylon. .230"-.720" (5.8-18.3) HBL8219C HBL8319C

Transparent housing. .230"-.720" (5.8-18.3) HBL8219CT HBL8319CT

Valise®

Description Cord Diameter Catalog Number

White nylon. .300"-.660" (7.6-16.8) HBL8119V –

Note: See page A-47 for accessories.

Straight Blade Devices
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

IP20
SUITABILITY

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

IP20
SUITABILITY

15A 125V
NEMA 5-15P

UL CSA

G

W

20A 125V
NEMA 5-20P

UL CSA

G

W

Dimensions in Inches (mm)



A-10 Wiring Device-Kellems
®

HBL8600I

HBL8469V

HBL8666V

Hospital Grade  Plugs 
Valise®

Description Cord Diameter Catalog Number

Valise plug, white nylon. .300"-.660" (7.6-16.8) HBL8666V HBL8464V

Note: HP ratings listed above are based on 208 to 240V AC only.

Hospital Grade  Receptacles
HBL® Extra Heavy Duty, Duplex
Description Color Catalog Number

Flush, thermoplastic polyester 
face, back and side wired.

Brown
Ivory

HBL8600
HBL8600I

HBL8400
HBL8400I

Note: See page A-46 for accessories. 
See section N for wallplates.

Hospital Grade  Connector Bodies 
Valise®

Description Cord Diameter Catalog Number

White nylon. .300"-.660" (7.6-16.8) HBL8469V

Straight Blade Devices
15 and 20 Ampere, 250 Volts
2 Pole, 3 Wire Grounding

G

15A 250V
NEMA 6-15R

UL CSA
1.5 HP

G

20A 250V
NEMA 6-20R

UL CSA
2 HP

G

20A 250V
NEMA 6-20R

UL CSA
2 HP

IP20
SUITABILITY

G

15A 250V
NEMA 6-15P

UL CSA
1.5 HP

G

20A 250V
NEMA 6-20P

UL CSA
2 HP

Dimensions in Inches (mm)




