
A-14 Wiring Device-Kellems
®

Labor Savings Feature!

Installation ease
• Self-grounding clip

Audible SNAP, indicates  
solid connection 
• Secure, easy grip latch

Inspection of power contacts 
• Clear terminal housing 
• No exposed metal

Requires minimal box space 
• Compact size 
•	Clean	finished	look

Straight Blade Devices
Extra Heavy Duty SNAPConnect® Receptacles
Features and Benefits

SNAP5362IA

No Special Tester Required
.085	inch	keyhole	accepts	
the probe points found on the 
most common voltage testers 
and digital multi-meters

Save one Minute! 

Rough-in the SNAPConnect® 
terminal instead of pigtails.

Complete Trim-Out  
in Less Than One Minute! 

Secure mounting screws, attach 
wallplate, job complete.

Save Over Three Minutes!

Remove	protective	packaging	
and SNAPConnect® device to  
the circuit.

SNAP1RA

Many of these products are Assembled in USA, as indicated, and many are Buy American Compliant.  
Please contact Hubbell with any certification requirements.
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Dimensions in Inches (mm)

Extra Heavy Duty  
SNAPConnect® Receptacles 
Duplex
Description Color Catalog Number

Specification grade, finder groove, 
nylon face, modular receptacle which  
requires pigtailed connector below.
Assembled in USA*.

* For Assembled in USA receptacles, add suffix NA.  
Ex: SNAP5262BKANA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP5262BKA*
SNAP5262A*
SNAP5262GYA*
SNAP5262IA*
SNAP5262LAA*
SNAP5262RA*
SNAP5262WA*

SNAP5362BKA*
SNAP5362A*
SNAP5362GYA*
SNAP5362IA*
SNAP5362LAA*
SNAP5362RA*
SNAP5362WA*

Specification grade, Tamper-Resistant,  
smooth nylon face, modular receptacle  
which requires pigtailed connector below.
Assembled in USA.

Black
Blue
Brown
Gray
Ivory
Light Almond
Red
White

SNAP5262BKTR
SNAP5262BLTR
SNAP5262TR
SNAP5262GYTR
SNAP5262ITR
SNAP5262LATR
SNAP5262RTR
SNAP5262WTR

SNAP5362BKTR
SNAP5362BLTR
SNAP5362TR
SNAP5362GYTR
SNAP5362ITR
SNAP5362LATR
SNAP5362RTR
SNAP5362WTR

Isolated ground∆, Specification grade,  
Tamper-Resistant.

Orange SNAP5262IGTR SNAP5362IGTR

Specification grade, with Power Indicating LED, 
smooth nylon face, modular receptacle  
which requires pigtailed connector below.
Assembled in USA.

Black
Blue
Brown
Gray
Ivory
Light Almond
Red
White

SNAP5262BKL
SNAP5262BLL
SNAP5262L
SNAP5262GYL
SNAP5262IL
SNAP5262LAL
SNAP5262RL
SNAP5262WL

SNAP5362BKL
SNAP5362BLL
SNAP5362L
SNAP5362GYL
SNAP5362IL
SNAP5362LAL
SNAP5362RL
SNAP5362WL

Isolated ground∆, Specification grade,  
with Power Indicating LED.

Orange SNAP5262IGL SNAP5362IGL

Specification grade, Tamper-Resistant,  
with Power Indicating LED, 
smooth nylon face, modular receptacle  
which requires pigtailed connector below.
Assembled in USA.

Black
Blue
Brown
Gray
Ivory
Light Almond
Red
White

SNAP5262BKLTR
SNAP5262BLLTR
SNAP5262LTR
SNAP5262GYLTR
SNAP5262ILTR
SNAP5262LALTR
SNAP5262RLTR
SNAP5262WLTR

SNAP5362BKLTR
SNAP5362BLLTR
SNAP5362LTR
SNAP5362GYLTR
SNAP5362ILTR
SNAP5362LALTR
SNAP5362RLTR
SNAP5362WLTR

Isolated ground∆, Specification grade,  
TR with Power Indicating LED.

Orange SNAP5262IGLTR SNAP5362IGLTR

Note: ∆See section M additional information on isolated ground devices. 
See page Tech-10 for Tamper-Resistant and LED Power Indicators description. 
See pages A-46 and A-47 for accessories.  
See page A-54 for technical information. 
See section N for wallplates. 
Consult factory for available Split-Circuit capable SNAPConnect® devices.

SNAPConnect® Right Angle Pigtailed Connector

Description Wire Type
General Use 
Catalog Number

Assembled in USA 
Catalog Number

Clear right angle terminal with 6 inch leads  
#12 AWG THHN/THWN-2; Polycarbonate 
housing material

Solid
Stranded

SNAP1RA
SNAP2RA

SNAP1RNA
SNAP2RNA

Note: For Assembled in USA products, must order connector with NA suffix. 
See page A-54 for technical information.

Straight Blade Devices
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

2.62"
(66.5)

 .86"
(21.9)

1.56"
(39.7)

3.28"
(83.3)

SNAP5362IA

.78"
(19.8)  1.48"

(37.6)

 .63"
(16.0)

SNAP1RA

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP5362LATR

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP5362L

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP5362GYLTR

Many of these products are Assembled in USA, as indicated, and many are Buy 
American Compliant. Please contact Hubbell with any certification requirements.
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Dimensions in Inches (mm)

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP2162GYL

 .86"
(21.9)

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP2162ITR

 .86"
(21.9)

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP2162RLTR

 .86"
(21.9)

2.62"
(66.5)

1.64"
(41.7)

3.28"
(83.3)

SNAP2162A

 .86"
(21.9)

.78"
(19.8)  1.48"

(37.6)

 .63"
(16.0)

SNAP1RA

Extra Heavy Duty  
SNAPConnect® Receptacles  
Style Line® Decorator
Description Color Catalog Number

Specification grade, Style Line® decorator, 
flush, nylon face, modular receptacle  
which requires pigtailed connector below.
Assembled in USA*.

* For Assembled in USA receptacles, add suffix NA.  
Ex: SNAP2152BKANA.

Black
Brown
Gray
Ivory
Light Almond
Red
White

SNAP2152BKA*
SNAP2152A*
SNAP2152GYA*
SNAP2152IA*
SNAP2152LAA*
SNAP2152RA*
SNAP2152WA*

SNAP2162BKA*
SNAP2162A*
SNAP2162GYA*
SNAP2162IA*
SNAP2162LAA*
SNAP2162RA*
SNAP2162WA*

Specification grade, Tamper-Resistant,  
Style Line® decorator, flush, nylon face,  
modular receptacle which requires  
pigtailed connector below.
Assembled in USA.

Black
Blue
Brown
Gray
Ivory
Light Almond
Red
White

SNAP2152BKTR
SNAP2152BLTR
SNAP2152TR
SNAP2152GYTR
SNAP2152ITR
SNAP2152LATR
SNAP2152RTR
SNAP2152WTR

SNAP2162BKTR
SNAP2162BLTR
SNAP2162TR
SNAP2162GYTR
SNAP2162ITR
SNAP2162LATR
SNAP2162RTR
SNAP2162WTR

Isolated ground∆, Specification grade,  
Tamper-Resistant.

Orange SNAP2152IGTR SNAP2162IGTR

Specification grade, with Power Indicating LED, 
Style Line® decorator, flush, nylon face, 
modular receptacle which requires  
pigtailed connector below.
Assembled in USA.

Black
Blue
Brown
Gray
Ivory
Light Almond
Red
White

SNAP2152BKL
SNAP2152BLL
SNAP2152L
SNAP2152GYL
SNAP2152IL
SNAP2152LAL
SNAP2152RL
SNAP2152WL

SNAP2162BKL
SNAP2162BLL
SNAP2162L
SNAP2162GYL
SNAP2162IL
SNAP2162LAL
SNAP2162RL
SNAP2162WL

Isolated ground∆, Specification grade,  
with Power Indicating LED.

Orange SNAP2152IGL SNAP2162IGL

Specification grade, Tamper-Resistant,  
with Power Indicating LED, 
Style Line® decorator, flush, nylon face, 
modular receptacle which requires  
pigtailed connector below.
Assembled in USA.

Black
Blue
Brown
Gray
Ivory
Light Almond
Red
White

SNAP2152BKLTR
SNAP2152BLLTR
SNAP2152LTR
SNAP2152GYLTR
SNAP2152ILTR
SNAP2152LALTR
SNAP2152RLTR
SNAP2152WLTR

SNAP2162BKLTR
SNAP2162BLLTR
SNAP2162LTR
SNAP2162GYLTR
SNAP2162ILTR
SNAP2162LALTR
SNAP2162RLTR
SNAP2162WLTR

Isolated ground∆, Specification grade,  
TR with Power Indicating LED.

Orange SNAP2152IGLTR SNAP2162IGLTR

Note: ∆See section M additional information on isolated ground devices. 
See page Tech-10 for Tamper-Resistant and LED Power Indicators description. 
See pages A-46 and A-47 for accessories.  
See page A-54 for technical information. 
See section N for wallplates. 
Consult factory for available Split-Circuit capable SNAPConnect® devices.

SNAPConnect® Right Angle Pigtailed Connector

Description Wire Type
General Use 
Catalog Number

Assembled in USA 
Catalog Number

Clear right angle terminal with 6 inch leads  
#12 AWG THHN/THWN-2; Polycarbonate 
housing material

Solid
Stranded

SNAP1RA
SNAP2RA

SNAP1RNA
SNAP2RNA

Note: For Assembled in USA products, must order connector with NA suffix. 
See page A-54 for technical information.

Straight Blade Devices
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP

Many of these products are Assembled in USA, as indicated, and many are Buy 
American Compliant. Please contact Hubbell with any certification requirements.
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Dimensions in Inches (mm)

CR5252IG

1.33"
(33.8)

3.28"
(83.3)

2.73"
(69.3)

1.05" (26.7)

.80"
(20.3)

3.28"
(83.3)

.83"
(21.1)

 1.41"
(35.8)

5262B

2.73"
(69.3)

IG5352

1.33"
(33.8)

3.28"
(83.3)

2.73"
(69.3)

1.05" (26.7)

.80"
(20.3)

3.28"
(83.3)

.83"
(21.1)

 1.41"
(35.8)

5252AI

2.73"
(69.3)

3.28"
(83.3)

.83"
(21.1)

 1.41"
(35.8)

5362IWR

2.73"
(69.3)

Hubbell-PRO Heavy Duty  
Specification Grade Receptacles
Duplex
Description Color Catalog Number

Smooth nylon face, duplex, 
back and side wired.

Almond
Black
Brown
Gray
Ivory
Light Almond
Office White
Red
White

5252AAL
5252ABLK
5252AB
5252AG
5252AI
5252ALA
5252AOW
5252AR
5252AW

5352AAL
5352ABLK
5352AB
5352AG
5352AI
5352ALA
5352AOW
5352AR
5352AW

Isolated ground∆, 

smooth face, duplex, 
back and side wired.

Almond
Gray
Ivory
Light Almond
Orange
White

IG5252AL
IG5252GY
IG5252I
IG5252LA
IG5252
IG5252W

IG5352AL
IG5352GY
IG5352I
IG5352LA
IG5352
IG5352W

Isolated ground∆, Tamper-Resistant, 
smooth face, duplex, 
back and side wired.

Ivory 
Orange
White

IG5252ITR
IG5252TR
IG5252WTR

IG5352ITR
IG5352TR
IG5352WTR

Finder groove nylon face, duplex, 
back and side wired.

Almond
Black
Blue
Brown
Gray
Ivory
Light Almond
Office White
Red
White

5262AL
5262BLK
     –
5262B
5262G
5262I
5262LA
5262OW
5262R
5262W

5362AL
5362BLK
5362BL
5362B
5362G
5362I
5362LA
5362OW
5362R
5362W

Weather Resistant, 
finder groove nylon face, duplex, 
back and side wired.

Black
Brown
Gray
Ivory
White

5262BKWR
5262WR
5262GYWR
5262IWR
5262WWR

5362BKWR
5362WR
5362GYWR
5362IWR
5362WWR

Isolated ground∆, 

finder groove face, duplex, 
back and side wired.

Black
Blue
Gray
Ivory
Orange
Office White
White

CR5252IGBK
       –
CR5252IGGY
CR5252IGI
CR5252IG
CR5252IGOW
CR5252IGW

CR5352IGBK
CR5352IGBL
CR5352IGGY
CR5352IGI
CR5352IG
CR5352IGOW
CR5352IGW

Note: ∆See section M for additional information on isolated ground devices. 
See page A-46 for accessories. 
See page A-57 for technical information. 
See page Tech-10 for Tamper and Weather Resistant descriptions. 
Horsepower ratings listed above are AC only. 
See section N for wallplates.

Straight Blade Devices
15 and 20 Ampere, 125 Volts
2 Pole, 3 Wire Grounding

15A 125V
NEMA 5-15R

UL CSA
0.5 HP

20A 125V
NEMA 5-20R

UL CSA
1 HP




